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Introduction

Introduction
Neuron-Spectrum.NET software is intended to perform EEG exams with the use of
digital EEG and EP systems of Neuron-Spectrum series manufactured by Neurosoft
Ltd. and also to analyze the recorded EEG and generate report.
Neuron-Spectrum.NET software is equally convenient for routine EEG exams, longterm EEG monitoring with video recording, evoked potentials (EP) acquisition, polysomnography (PSG) studies, cerebral function monitoring and scientific researches.
The software automatically detects all the connected digital EEG and EP systems of
Neuron-Spectrum series and allows selecting the required device before exam start.
The program can restore automatically the connection with the device after the accidental disconnection and continue the recording. Also, the program provides the function of automatic saving of exam during the recording with the specified time interval
which is useful for the recording of long-term EEG exams to prevent data loss in case
of emergency power down of the computer and other failures. The convenient montages manager gives the possibility to create any variant of electrodes placement with
10-20 or 10-10 system using up to 256 derivations.
The program supports several users, at that the settings of one user do not impact
the settings of other users. The program provides the customizable graphical interface
which can be changed from the simple one (several main big buttons on the toolbar)
up to the complicated one which gives the full access to all the program functions. Besides, graphic user interface option is integrated to contol the program using touchscreen display. The program settings are very simple and convenient, they are divided
into acquisition settings and analysis settings. The use of acquisition styles and analysis styles allows switching quickly between different program settings. It is possible to
use the acquisition wizard and the analysis wizard which allow to perform EEG acquisition, analysis and generation of reports in the automatic mode. The exams can be
stored both in database (local or network) and the separate files (archive).
The possibility of the exam export to optical media in different formats is implemented.
The program allows performing the quick navigation over the recorded EEG, exporting
the exams to EDF+ format, printing of the selected EEG fragments and all the record.
There are interfaces with BrainLoc and LORETA programs.
The program is supplied with the different analysis techniques. The automatic search
and marking of artifacts, epileptiform activity, PSG events and other visual phenomena are implemented in the program. Three levels of analysis are available in the program: analysis during EEG recording in the real-time mode, express-analysis of
the displayed EEG fragment (without selection of analysis epochs) and epochs analysis.
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The program provides the flexible system of the reports generation. Each user can
generate any exam reports using his/her own report templates. The report template
defines the exam information to be added and its sequence. Together with text interpretation it may include any analysis results (tables, 2D or 3D maps, graps and hystograms). The exam reports can be stored in RTF, PDF or Microsoft Word format.
Neuron-Spectrum.NET can be supplemented with Neuron-Spectrum-EP.NET software for long-latency evoked potentials acquisition, Neuron-Spectrum-Video.NET
software intended for the synchronous video and audio monitoring of a patient and
Neuron-Spectrum-PSG.NET software for the polysomnography studies, NeuronSpectrum-CFM.NET software intended for cerebral function monitoring and NeuronSpectrum-BFB.NET for feedback test performing. The listed programs are optional
and protected by a special software protection key.
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1.

General Information about Program
Operation
Neuron-Spectrum.NET runs on the Windows operating system that is why the principle of operation with it does not differ from any other applications functioning in
the mentioned operating system. Before the digital EEG and EP system connection to
computer and starting to use the program, it is necessary to install it to the computer.
To start the operation with the program, one should run it.

1.1. System Requirements
Neuron-Spectrum.NET software is developed for the use under control of Windows
XP Service Pack 2, Windows XP Service Pack 3, Windows Vista Service Pack 1,
Windows 7, Windows 8 operating systems. Consequently, the base requirements to
the computer hardware correspond to the requirements of the above-mentioned systems. Besides, the computer should have at least one USB connector for the device
attachment. For the comfortable operation with Neuron-Spectrum.NET it is required
to have additional computer resources. For example, to analyze EEG in the real-time
mode during the acquisition, the additional computational resources can be required
and for the more detailed EEG review it is better to use the monitor with not less than
19 inches size.
The recommended system requirements:
 Processor: Intel Core i5 with 2 GHz clock rate and higher.
 Main memory: 4 GB and higher.
 Monitor: 24 inches and higher, resolution 1280×1024 pixels and higher.
 Free space on a disk: 1 GB to install the program and 20 GB and higher to store the
exams.
 USB port to attach the device.
Neurosoft Ltd. provides the possibility to purchase any digital EEG and EP system of
Neuron-Spectrum series together with the computer. In this case, the computer is
completely ready to operate with the device, and all the required software is installed.
If you plan to use the digital EEG and EP system of Neuron-Spectrum series with
other computer, you should first install Neuron-Spectrum.NET software on it.
The disk with the distributive of the program is included in the digital EEG and EP system delivery set. Besides, during all the device operation life you can download
the last versions of the required software free of charge via internet.
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1.2. Program Setup
To start the process of Neuron-Spectrum.NET software setup, insert the disk or flash
drive with the program distributive to the disk drive of your computer. If after several
seconds the setup program does not run automatically, start Autorun.exe file from the
CD or flash drive. In the appeared dialog box (Fig. 1.1) choose
“Neuron-Spectrum.NETomega EEG acquisition and analysis” item. After that,
the dialog box offering to choose the program interface language will appear on
the screen (Fig. 1.2).

Fig. 1.1. Program setup.

Fig. 1.2. Selection of program language.
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After program interface language is selected, press “OK” button to continue the setup
or “Cancel” button to deny it. If you continue the setup, the following dialog box will
appear on the screen (Fig. 1.3).

Fig. 1.3. Welcome of setup program.

To continue the program setup, press “Next >” button. The “License Agreement” dialog box will appear at the screen (Fig. 1.4).

Fig. 1.4. “License Agreement” dialog box.

To continue the program installation, press “Next>” button. If 64-bit operating system
is integrated, the dialog box offering to select the program version will appear at
the screen (Fig. 1.5). By default it is offered to install 64-bit program version. However
if you plan long-term EEG acquisition with video recording, it is recommended to use
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32-bit program version as it ensures wider range of codecs for quality video compression.

Fig. 1.5. Request to select processor capacity.

To continue the program setup, press “Next >” button. The dialog box offering to
choose the place of the program installation will appear on the screen (Fig. 1.6). By
default the program will be installed to C:\Program Files\Neurosoft\NeuronSpectrum.NETomega. To change the directory of the program setup, press
“Browse…” button and select the folder for the program setup.

Fig. 1.6. Request to choose the place of the program setup.

12

General Information about Program Operation

To continue the program setup, press “Next >” button. To return to the previous setup
step, press “< Back” button. In the appeared dialog box (Fig. 1.7) press “Install” button
to finish the program setup.

Fig. 1.7. Program installation.

In the next dialog box (Fig. 1.8) wait for the setup ending and press “Next >” button to
finish the program setup (Fig. 1.9).

Fig. 1.8. Process of program setup.
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Fig. 1.9. Finishing of program setup.

If you install Neuron-Spectrum.NET software on your computer for the first time,
the program wizard will install automatically Microsoft DirectX of 9.0с version to your
computer. At that, the Microsoft DirectX setup window (Fig. 1.10) will appear on the
screen. To install Microsoft DirectX, follow the instructions of the program wizard.

Fig. 1.10. Setup of Microsoft DirectX of 9.0с version.
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At the setup of Neuron-Spectrum-Video.NET (see chapter 10 “Neuron-SpectrumVideo.NET”) or Neuron-Spectrum-PSG.NET software (see chapter 11
“Neuron-Spectrum-PSG.NET”) all the required video and audio codecs will be installed on your computer (Fig. 1.11).

Fig. 1.11. Installation of video and audio codecs.

At the purchase of digital EEG and EP system of Neuron-Spectrum series manufactured by Neurosoft Ltd., you get the right to update periodically the software allowing
to operate with the above-mentioned digital EEG and EP system free of charge. To
install the new version of Neuron-Spectrum.NET software, perform all the steps
listed in this section (see section 1.2 “Program Setup”). At the first run of the updated
version, the program will ask the way of user settings updating (Fig. 1.12).

Fig. 1.12. Updating of program settings.
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You can choose one of the following ways to update program settings:
 Update all settings (all your changes will be lost). All the program settings will
be updated. At such type of renew all the montages, markers, functional tests, acquisition and analysis templates, desktops created by a user will be lost. The program will look like the one just installed with the default set of montages, markers,
tests, etc. All additional settings made by a user (new montages, markers, tests,
etc.) will be lost. Such type of updating is required only at a pinch.
 Combine previous settings with new settings (all your changes will be lost).
At such type of updating the user settings will be replaced by the default settings of
the new program version.
 Combine previous settings with new settings (all your changes will be saved).
At such type of update all the settings will remain the same but the new settings
with default values available in the new program version will be added to them. This
way of settings updating is the most preferable.
 Leave all previous settings. All user settings will remain the same. However, in
this case the new settings available in the new program version will be inaccessible
what is why this way of updating is not advisable.

1.3. Program Run
To run Neuron-Spectrum.NET, it is necessary to install it first on the computer (see
section 1.2 “Program Setup”). If the program is installed, it is required to fulfill one of
the following operations to run it:
 Double-click the program shortcut

on the desktop with the left mouse button.

 Select the program in the Start menu of the operating system: Start\All programs\Neurosoft\Neuron-Spectrum.NETomega\Neuron-Spectrum.NETomega.
 Run C:\Program Files\Neurosoft\Neuron-Spectrum.NETomega\NeuroSoft.EEG.WPF.exe
file.
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1.4. Main Program Window
After the program run a user identification window will appear on the screen
(Fig. 1.13). Neuron-Spectrum.NET software supports the operation of several users.
If you started the program for the first time, enter your name. In case it is done not for
the first time, choose your name from the combo-box. If you do not want others to
work with the program under your name, enter the password. In this case, the program will require the password each time at each next run. If you do not plan to organize the multi-user mode of operation with the program, you can check “Do not show
this window” checkbox in the bottom part of the window. In this case, the identification
window will not appear at the next program runs. To finish the identification, press
“OK” button. If you press “Cancel” button, the program run will be cancelled.

Fig. 1.13. User identification of the program.

On identification process completion, the main program window will appear on
the screen (Fig. 1.14).

Fig. 1.14. The main window of Neuron-Spectrum.NET software.

The main program window has a traditional structure for Windows applications.
The top part of the window contains its heading and window control buttons. Just after
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the heading, the panel of the program main menu can be seen. Using the menu
commands, you can create new exams, open the existing ones, control EEG acquisition, perform the analysis, generate exam reports, change the settings. Using the
menu, a user can get the access to all the program functions. The most frequently
used program functions can be placed on the toolbar buttons. The main toolbar is located under the menu bar of the program. Neuron-Spectrum.NET has several toolbars for the acquisition, analysis, exam generation, etc. Each toolbar can be located in
any part of the program window according to user’s preferences. A user can also adjust both the visibility of toolbars and the visibility, the size and the view of toolbar buttons. See more details concerning the toolbar setup in section 8.14 “Toolbar Setup”.
The remained part of the window is occupied by the program work space. EEG review
and analysis windows, exam report managers can be located here. By default
the start page is opened when the program is run (View|Start page menu items).
The most often used commands are located in the left part of start page and the list of
latest exams opened with the program is shown in the right part.
Besides “Program application selection” dialog box appears at the screen at the first
program run (Fig. 1.15).

Fig. 1.15. Neuro-Spectrum.NET applications.

The selection of application area allows to customize the program with one click. Just
select the required area in the list and press “Apply” button. At that the program will
automatically detect the settings and parameters required for the selected application
area. If you are not sure in application area or plan to use the program in several application areas, you can skip this step by closing this dialog box. Next time you open
Neuron-Spectrum.NET you can use Settings|Program application selection menu
item to customize quickly the program for the required exams. Besides with this window you can create or save your own application areas with your own settings
(Fig. 1.16).
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Fig. 1.16. Selection of application area and setup of exam parameters.

1.5. Program Exit
On program operation completion, it should be closed. To do this, it is necessary to
execute one of the following operations:
 Press

button in the top right corner of the main program window.

 Use Exam|Exit menu command.
 Use [Alt+X] hotkey combination.
 Use

2.

button on the start page.

Quick Start
The example of the typical EEG exam recording using Neuron-Spectrum.NET program is descibed in this chapter. This program should be installed on your computer
beforehand (see section 1.2 “Program Setup”) and digital EEG and EP system should
be connected to computer USB port.
1. Run Neuron-Spectrum.NET software on your computer (see section 1.3
“Program Run”).

19

Neuron-Spectrum.NET (Version 3) (User Manual)

2. After the program start, the user identification window (Fig. 2.1) will appear on
the screen. Enter user name and press “OK” button.

Fig. 2.1. Identification of program user.

3. At first program start you will be prompted to select its main application area
(Fig. 2.2). Neuron-Spectrum.NET software can be used for performing of various
techniques. So, as soon as you specify the application area, the software will be
set up automatically for the proper performing of chosen technique. Later you can
change your choice using Setup|Program application selection menu item.

Fig. 2.2. Selection of Neuron-Spectrum.NET application area.
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4. In the main program window (Fig. 2.3) press “New exam” button on the toolbar or
use Exam|New… menu command. Also to create the new exam, you can use
[Ctrl+N] key combination or the corresponding button at start page.

Fig. 2.3. Main window of Neuron-Spectrum.NET software.

5. In the appeared dialog box enter a patient’s data (Fig. 2.4) and press “OK” button.
On the Acquisition tab you can choose the required “Current acquisition style”
from the corresponding combo-box (see section 8.2.2 “Acquisition Styles”).

Fig. 2.4. Entering of patient’s data.
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6. After the acquisition parameters are downloaded (Fig. 2.5), press “Impedance”
button on the toolbar.

Fig. 2.5. The acquisition window after new exam creation.

After that, the dialog box with the results of electrode impedance measurement
(Fig. 2.6) will appear on the screen. You can place the electrodes on a patient with
simultaneous control of setting quality.

Fig. 2.6. The impedance measurement.
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7. On electrode placement completion, press “Monitoring” button on the toolbar to
check EEG signal. Calm down a patient, make sure in the stability of monitoring
signal and press “Record” button on the toolbar. From this moment EEG acquisition is started, the functional test “Background test” is run automatically.
8. To record the following functional tests, you can use the buttons on a special
panel located under EEG traces (Fig. 2.7).

Fig. 2.7. Panel to record functional tests.

9. To arrange the event markers during EEG acquisition, you can use “Event markers” button with drop-down list located on the toolbar.
10. To finish EEG acquisition, press “Stop” button on the toolbar. The navigation over
the recording can be done with the use of the arrow buttons, mouse scroll or navigator located under EEG traces (see section 5.4 “Navigation over EEG”). To review the analysis results during the recording or after it you can open the required
analysis windows using Analysis menu item (see section 6.4 “Analysis Windows”).
11. To prepare the automatic report, press “Report by default template” button on
the toolbar or choose the required report template using the combo-box of this
button. After that the automatic report will be generated.
12. If the printer is connected to your computer, you can print the exam report using
“Print” button on the toolbar. Also you can print EEG traces using main menu
commands (see section 5.14 “EEG Printing”).
13. To save the exam, press “Save” button on the toolbar.
14. To close the exam, press “Close” button on the toolbar.
To get a more profound insight into the functions and possibilities of
Neuron-Spectrum.NET, please, read carefully the following chapters of this manual.
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3.

Operation with Exam Manager
EEG exams performed with the use of Neuron-Spectrum.NET program can be saved
both in separate files (archives) and exam databases (local or network). To store and
get an access to the performed exams, use “Exams manager” program. Using this
program you can create exam databases and patient cards, store and open the performed exams, save the selected exams to archive. “Exams Manager” allows burning
CD or DVD with the exams to move to other computers. Besides, it contains the tools
for exams search, selection and generation of statistical reports. More detailed description of “Exams manager” program is given in the “Exams Manager” user manual.
Besides the standard operations “Exams Manager” includes some operations being
specific for EEG exams. Using the corresponding button on the toolbar you can work
with EEG exams without opening them (Fig. 3.1).

Fig. 3.1. Operations with EEG exams being performed in “Exams manager”.
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4.

EEG Acquisition
To start the new EEG exam, execute one of the following operations:
 Use Exam|New… menu command.
 Use [Ctrl+N] hotkeys on the keyboard.
 Press the corresponding button on the toolbar or start page (see annex 1).

4.1. Creation of Patient Card
While creating a new exam you should first enter a patient’s data (Fig. 4.1).
The “Exam ” window contains four tabs.

Fig. 4.1. Entering patient’s data.

On “Patient info” tab it is required to enter patient’s name, sex, date of birth, department and provisional diagnosis. You can also enter patient’s ID number and attach a
photo using a file or make a snapshot with the video camera connected to computer.
Set of fields to enter patient’s data can be changed with the use of context menu
available by right-clicking. To change a patient’s photo, left-click the rectangular area
in the right part of the window. It is not obligatory to complete all the indicated fields.
To start a new exam, it is enough to press “OK” button or [Enter] key. When you enter
the first letters of patient’s name the program offers you the list of patients from the
current database whose names start from the entered combination of letters. If the
card of an examined patient already exists in the database, it will be enough to select
the patient from the offered list. In this case all the rest fields will be automatically
completed with the values from the database, and the new exam will be saved in the
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existing patient card. If there is no patient with the entered name in the database, new
patient card will be created.
On “Additional” tab (Fig. 4.2) you can also enter policy number, address, telephones,
e-mail of a patient and text comments. It is not obligatory to complete these fields. Except the indicated fields you can specify the additional entry fields. To change the basic and additional patient data during the exam you can use Exam|Information…
menu command.

Fig. 4.2. The additional patient’s data.

Using two next tabs of “Exam” dialog box you can control the acquisition and analysis
parameters of the new exam. On “Acquisition” (Fig. 4.3) tab you can choose the acquisition style for the new exam. The “Current acquisition style” combo-box contains
all the acquisition settings. If you press “Change…” button, you can edit the acquisition styles (see section 8.2.2 “Acquisition Styles”). During EEG acquisition you can
change the acquisition parameters, for example, select any other montages (see section 8.2.1 “Montage Editing”) from the list, set other filters and trace displaying scales.
Besides, you can set up acquisition wizard at this tab (see section 8.2.3 “Acquisition
Wizard”). This acquisition wizard allows to record EEG in automatic mode.
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Fig. 4.3. Setup of new exam acquisition parameters.

On the “Analysis” tab (Fig. 4.4) you can select the analysis style for a new exam.
The analysis style contains all analysis settings. If you press “Change…” button, you
can edit the analysis styles (see chapter 8.7.1 “Analysis Styles”). Also on the “Analysis” tab, you can select the work table for a new exam (see chapter 5.16 “Work
Tables”). The work table contains the toolbar settings and layout of the recording and
analysis windows. Besides, you can adjust the use of analysis wizard on this tab.
The analysis wizard allows performing the search of artifacts, epileptiform activity, arrangement of analysis epochs and reports generation in the automatic mode (see section 8.7.2 “Analysis Wizard”).

Fig. 4.4. Setup of new exam analysis parameters.
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As soon as you filled all the required fields in the new exam window and pressed “OK”
button, the new EEG exam will be created. In the beginning of an exam, the program
will identify the presence of the devices connected to the computer and select the one
which should be used by default in the current acquisition style. If the program detects
several devices none of which is indicated in the current acquisition style, you will be
offered to select the device for a new exam performing (Fig. 4.5). The serial number of
device is given in the brackets. If only one device is connected to the computer,
the program will activate it.

Fig. 4.5. Selection of a device for a new exam acquisition.

On exam creation completion the windows of EEG acquisition, review and analysis
will be displayed in the working area of the main program window according to
the current work table (see chapter 5.16 “Work Tables”). The possible view of
the main program window after the creation of a new exam is shown in Fig. 4.6.

Fig. 4.6. The main program window after the new exam creation.

After the creation of a new exam, the new items Acquisition, Edit and Analysis will
be added to the main program menu. Also, the corresponding toolbars will be supplemented. Using the indicated menu items and toolbar buttons, you can start
an exam acquisition. It is necessary to pay attention that the acquisition parameters
(the montage, the sampling rate, the traces scale and sweep speed, the filters, etc.)
are downloaded from the current acquisition style. However, all of them can be
changed during the recording, using the corresponding menu items and toolbar but-
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tons. If you prefer the use of wizard for an exam acquisition, an exam acquisition is
started automatically. The steps that are preselected in the acquisition wizard settings
will be fulfilled.

4.2. Sampling Rate Setup
All EEG and EP systems of Neuron-Spectrum series are digital ones. It ensures
the high quality of the signal transfer and the noise immunity. The brain signals are
analogue ones, hencefore it is required to specify the sampling rate to digitize them
with digital amplifiers. The higher is the sampling rate, the higher is the quality of
the recorded signal and the bigger volume of the memory is required for its storage.
For EEG acquisition it is not recommended to set the sampling rate lesser than
200 Hz, because it can result in the loss of the high-frequency components of a signal. Too high value of a sampling rate will increase the exam size considerably, but it
will not impact greatly the signal quality. To record the signal with up to 70 Hz frequency, it is enough to set 200 Hz sampling rate, however, for routine EEG exams it is
recommended to use 500 Hz sampling rate to ensure the analysis of high-frequency
phenomena. For long-term EEG exams and polysomnography studies it is recommended to use 200 Hz or 100 Hz sampling rate (to decrease the exam size).
The sampling rate for the recording of a new exam is specified in the current acquisition style (see chapter 8.2.2 “Acquisition Styles”). You can change it using Acquisition|Sampling rate menu item. Also, the sampling rate value can be changed using
the status line located under EEG traces in the bottom part of the main program window (see section 5.15.8 “Status Line”). It should be noted that the sampling rate can
be changed only before the beginning of EEG acquisition. After the acquisition start, it
is impossible to change the sampling rate.

4.3. Filter Setup
Usually EEG signal incoming from the brain via the amplifier of the digital EEG and
EP system is filted before the saving (or displaying on the screen). The digital filters
are applied to filter the signal from noises and admixtures that can hinder the visual
analysis of the recorded traces. To filter EEG the following filters can be used:
 High pass filter (HPF) from 0.05 up to 10 Hz is intended to remove the lowfrequency component from the signal. For EEG acquisition, 0.5 Hz filter is used
usually.
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 Low pass filter (LPF) from 5 up to 500 Hz is intended to remove the high-frequency
component from the signal. For EEG acquisition, 35 or 75 Hz filter is used usually.
The lower cutoff frequency, as any other filter, can not exceed half of sampling rate
of the signal being recorded (see section 4.2 “Sampling Rate Setup”).
 Notch filter 50 or 60 Hz is intended to remove the mains noise from the signal.
Each filter can be adjusted to the specified frequency or switched off. The filter settings for a new exam are downloaded from the acquisition style. You can change
the filters using Acquisition|Filters menu command or directly on the acquisition
toolbar (see section 4.11 “Acquisition Parameters”). The filters can also be changed in
the status line located under EEG traces (see section 5.15.8 “Status Line”) or using
“Acquisition parameters” dialog box (Fig. 4.14).
Please take into consideration that the filtration of EEG signal results makes its irreversible changes. Thus, for example, the signal filtered by LPF with 35 Hz frequency
will not contain actually the fluctuations higher the above-mentioned frequency. If it is
required to analyze higher frequencies, Neuron-Spectrum.NET provides the possibility to store the non-filtered data (raw EEG) in the exam. In this case, the filtration will
be performed only at the displaying or printing of EEG traces. It allows to review
the recorded EEG with the arbitrary set of filters without signal distortion.
The storage of the non-filtered EEG in the exam is possible only at 200 Hz
sampling rate and higher, because the on-line filtration of the signal with
lower frequency adds noises to EEG trace.
The EEG filtration mode can be specified in the acquisition style manager (see section
8.2.2 “Acquisition Styles”). However, it should be noted that the filtarion on the fly at
the review requires the additional computational resources and can slow down
the speed of EEG review, analysis and generation of exam reports.
If you store the nonfiltered data, the signal with the frequency bandpass in the range
from 0.5 up to 200 Hz for devices of Neuron-Spectrum series is saved in the exam. It
provides an opportunity to record so called wideband EEG. Subsequently, you can set
the arbitrary set of filters for each derivation at the traces displaying on the screen.
The use of low frequency compensation filters allows to set HPF from 0.01 Hz. To record the ultra-high frequency signal in more than 200 Hz bandwidth, it is required to
use a special amplifier with enhanced bandwidth.
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4.4. Selection of Montage, Setup of EEG Scale and
Sweep Speed
The acquisition montage for a new exam is set from the current acquisition style. It
can be changed before a new exam (Fig. 4.3) or directly during the exam recording
with the use of View|EEG|Montages menu command or with the use of “Acquisition
Panel” (see section 5.15.9 “Acquisition Panel”). Besides, you can change the montage
using the hotkeys specified for this montage. To open quickly the required montage,
you can add the corresponding button to “Montage” toolbar (see section 8.14 “Toolbar
Setup”). To edit the existing montages, create the new ones and remove created earlier ones, it is necessary to use the montage manager (see section 8.2.1 “Montage
Editing”) by pressing the corresponding button on the toolbar (see Annex 1). The
montage defines the number and the order of the derivations, their visibility and the
color of traces. Besides, in the montage manager you can specify the individual parameters of the derivations. For each derivation you can specify the following:
 Derivation name – the derivation name which is visible on the trace button in the left
part of EEG window.
 Derivation type – the derivation type (EEG, EOG, EMG, ECG, etc.). The dervation
type is used for some types of analysis.
 Derivation color – the color of trace derivation on the screen.
 Scale – the scale of derivation displaying (for the derivations of the different types;
as a rule, different scales of the displaying are used as they have different amplitude).
 Calibration cut – the size of the calibration cut.
 High pass filter – high pass filter for this derivation.
 Low pass filter – low pass filter for this derivation.
 Notch filter – the filter of mains disturbances rejection for this derivation.
 Input range – the range of the input signal for the polygraphic channel.
You can edit the derivation parameters during EEG recording both for all the derivations at once and for each separate derivation. For example, to change the filters for
all the derivations, use Acquisition|Filters menu command or acquisition toolbar (see
section 5.15.9 “Acquisition Panel”). At that, the filters for all the derivations except the
ones with the individual parameters will be changed.
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To change the filters for a separate derivation, double-click the derivation trace button
with the left mouse button or use the context menu of the trace button. Using
the items of the context menu you can control the visibility of the traces, invert
the traces, change the parameters of the derivation. The manager of the derivaton parameters looks is shown in Fig. 4.7.

Fig. 4.7. Editing of the derivation parameters.

To use the individual parameters for this derivation, it is required to select the corresponding checkbox. The change of the common parameters for all the channels
(scale, filters) does not impact the derivations with the individual parameters.
To change the scale of all the derivations with the common parameters, use
View|EEG|Scale menu command or the toolbar. Besides, you can change the scale
using [+] (increase) and [–] (decrease) keys. At that, the scale for all the derivations
will be changed except the ones with the individual parameters.
To change EEG sweep speed, use View|EEG|Sweep menu command or the toolbar.
Besides, you can change the sweep speed using [*] (increase) and [/] (decrease)
keys.
To make the EEG sweep speed and traces scale precisely equal to the specified values in millimeters, it is necessary to perform beforehand the screen calibration (see
chapter 8.5 “Screen Calibration”).
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4.5. Electrode Impedance Measurement
Before EEG recording start, it is required to check the quality of the electrode setting.
To do this, measure the impedance. By default the process of the impedance measurement is started automatically at EEG recording or monitoring run. For
the compulsory run of impedance measurement process before EEG recording or during EEG recording, it is required to use Acquisition|Impedance menu command or
press the corresponding button on the toolbar (see Annex 1). On the front panel of
some digital EEG and EP systems the special button to start impedance measurement is provided. Besides, to run the impedance measurement, you can use [Ctrl+I]
hot key combination or [F5] key on the keyboard. After that, the dialog box with
the impedance measurement results will appear on the screen (Fig. 4.8).

Fig. 4.8. Impedance measurement.

In this window you can see the quality of the electrode setting in the real-time mode.
The results of the measurement are updated at about once per second (depending on
device type and number of used derivations). The values of the impedance and electrodes polarization are displayed in the table located in the right part of the window. As
soon as you receive the acceptable quality of the electrodes setting, press “OK” button or [Enter] key. If the button for the impedance measurement run is available on
the front panel, you can close this window by pressing it. The measured impedance
will be saved in the exam. To review the results of the impedance measurement in
the exam, use “Exam Inspector” (see section 5.15.1 “Exam Inspector”), in “Current
impedance” window (see section 5.15.4 “Current Impedance”) or in “Trends” window
shown as a trend (see section 6.4.17 “Trends”). Also the trace buttons can be colorcoded depending on the obtained impedance values (the corresponding checkbox
should be selected on “Hardware” page of “Settings” dialog box opened by Settings|Edit menu command)
If you do not want the impedance measurement results to be saved in the exam, close
the impedance measurement window using
button or “Cancel” button or press
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[Esc] key. If before the impedance measurement start the EEG recording was in
process, it will be continued automatically. The acceptable values for EEG recording
are the following: impedance values, which do not exceed 30 kΩ and polarization values which are lesser 300 mV.
The front panels of some digital systems, for example Neuron-Spectrum-5, are
equipped with the control buttons. When you press this button for the first time,
the impedance measurement is run and you can fix the electrodes in a better way to
get the satisfactory impedance values. If you press the button for the second time,
the EEG monitoring is started and you can estimate the quality of the obtained traces
without starting the exam. In case you press it for the third time, the signal acquisition
is run. If your digital system is not equipped with the control button, you can use patient button attached via USB to run the impedance measurement. The listed buttons
can be used to set the stepped impedance measurement within 2 to 50 kΩ range.

4.6. Monitoring and Recording of Calibration Signal
Sometimes before EEG recording it is required to record the calibration signal to conform the digital EEG and EP system operability (Fig. 4.9). To do this, use
Acquisition|Calibration|Calibration signal recording menu command. Also for
the recording of the calibration signal you can use the corresponding button on
the toolbar (see Annex 1), [Ctrl+Alt+C] key combination or [F4] key. For the monitoring of the calibration signal without its saving in an exam, use
Acquisition|Calibration|Calibration signal monitoring menu command and
the corresponding button of the toolbar. Besides, you can use [Ctrl+C] key combination or [F3] key for the monitoring of the calibration signal.

Fig. 4.9. Recording of calibration signal.

When you record and monitor the calibration signal, it is required to remember the following:
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 to obtain more correct stepwise signal, disable the filters (especially the high pass
filter) as fas the filtration causes the distortions.
 the calibration is always performed for monopolar derivations that is why if the bipolar derivation is present in the current montage, only the active channel will be calibrated. After the calibration finishing the image of the obtained calibration signal by
the bipolar derivations is not reliable (the amplitude of the calibration signal can be
close to the zero) as far as the bipolar channels are calculated ones. To review
the recorded calibration signal by bipolar derivations, use the “As Recorded” review
mode (see section 5.6 ““As Recorded” Mode).
 the calibration is always performed for the hardware reference electrode. For example, if you use Neuron-Spectrum-5 digital system, the “Ref” electrode is hardware one. At that if you use the montage with ipsilateral ear reference electrodes for
the recording, the reference electrode is automatically switched to “Ref” electrode
while calibration is recorded. After the calibration finishing the image of the obtained
calibration signal with ear reference electrodes is not reliable (the amplitude of
the calibration signal can be close to the zero) as far as these channels are calculated ones. To review the recorded calibration signal, use the “As Recorded” review
mode (see section 5.6 ““As Recorded” Mode”).

4.7. EEG Monitoring
When electrode placement quality is checked (see section 4.5 “Electrode Impedance
Measurement”), one can start EEG recording. Before EEG recording start it is recommended to check the quality of EEG traces without recording them to the exam. It
can be done with the use of EEG monitoring. To start EEG monitoring, it is necessary
to use Acquisition|Monitoring menu command or

button on the toolbar. Be-

sides, the EEG monitoring can be started with [Ctrl+M] key combination or [F6] key.
During EEG monitoring the EEG traces are displayed on the screen but are not saved
to the computer hard disk.

4.8. EEG Acquisition
To start EEG recording, use Acquisition|Record menu command or

button on

the toolbar. Also, to start EEG recording, you can use [Ctrl+R] key combination or
[F7] key. During EEG recording you can change the montage, the traces scales,
the filters (both for all the derivations and for each separate derivation), the sweep
speed. You can analyze EEG data using the analysis in the real-time mode (see section 6.1 “Analysis during EEG Acquision”) or review and analyze already recorded
EEG fragment using the extra EEG window (see section 5.15.2 “Extra EEG Window”).
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At any moment of EEG recording you can measure the impedance (see section
4.5 “Electrode Impedance Measurement”) to check the electrode setting quality. You
can start EEG recording and control some recording parameters using the context
menu of the traces (Fig. 4.10).

Fig. 4.10. Context menu of the traces.

If “Start functional test record on EEG acquisition begin” checkbox (Fig. 8.18) is selected in the settings of the functional tests of the current acquisition style (see section
8.2.2 “Acquisition Styles”), the recording of the first functional test from the available
tests list is run at the beginning of EEG recording. If the indicated checkbox is not selected, the recording of the functional test is not started at EEG recording. More detailed information concerning the recording of the functional tests is given in section
4.12 “Functional Test Acquisition”.
Option of delayed acquisition start and stop can be useful for PSG recording. Using it
you can set the time of acquisition start and stop. It is convenient in case you are going to perform recording at night when patient sleeps. In this case you can fix the electrodes and sensors on a patient beforehand, check electrode impedance, and set
the time of acquisition start, for example, to start acquisition at 11 p.m. when patient
will sleep in order not to record data when patient is awake. You can also set the time
of record stop, for example, at 7 a.m. (Fig. 4.11).

Fig. 4.11. Delayed acquisition start.

To use the option of delayed acquisition start, choose Acquisition|Delayed acquisition start main menu item or corresponding toolbar button (see Annex 1).
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4.9. On-line Detector of Epileptiform Activity
If the epileptiform activity detector is activated (see section 5.12.2 “Epileptiform Activity Detector”), then during EEG acquisition the recorded signal is analyzed in real-time
mode. If the epileptiform activity is detected, the beep will be heard and the visual
warning signal will be displayed on the screen. All the detected fragments of the epileptiform activity will be selected (see section 5.10 “Selection of EEG Fragments”) and
marked correspondingly to simplify their review and analysis after exam finishing.

4.10. Monitoring/Recording Stop
To stop EEG recording or monitoring or the calibration signal, use Acquisition|Stop
menu command or

button on the toolbar. Besides, the acquisition can be stopped

with the use of [Ctrl+T] key combination or [F8] key.

4.11. Acquisition Parameters
To perfrom different types of EEG exams it is required to set the different acquisition
parameters (sampling rate, registration montage, filters, trace displaying scale, etc).
To save all the acquisition parameters, use the acquisition styles (see section
8.2.2 “Acquisition Styles”). Before starting an exam you can choose one of the acquisition styles to perform new EEG exam (Fig. 4.3). However, during the exam performing it is often required to change some acquisition parameters. The acquisition panel
(Fig. 4.12) located above EEG traces is intended to display total recording time and
current functional test recording time (see section 4.12 “Functional Test Acquisition”),
navigation over the functional tests. Using the acquisition panel, you can change the
scale of the traces for the derivations with the common settings, sweep speed of
traces, current montage of the acquisition or review. You can also choose the trace
shift mode where you can move EEG traces vertically relatively to each other using
the mouse. You can show or hide the acquisition panel using View|Acquisition panel
menu item.

Fig. 4.12. Acquisition panel.

Some acquisition parameters can be changed with the use of status line (Fig. 4.13)
located under EEG traces.

Fig. 4.13. Status line.

The name of device used for the acquisition and its serial number are displayed in
the status line. Before the beginning of the acquisition you can change the sampling
rate (see section 4.2 “Sampling Rate Setup”). During the acquisition you can change
the filter parameters for the derivations with the common settings using the status line.
Show or hide the status line with View|Status line menu item.
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Also to control the acquisition parameters during the exam performing, use “Acquisition parameters” window (Fig. 4.14). Choose Acquisition|Acquisition manage windows|Acquisition parameters menu item to show or hide this window.

Fig. 4.14. Acquisition parameters.

Using “Acquisition parameters” window you can set not only the montage and sweep
speed but also the scale of the trace displaying and filter settings for the channels with
the common settings.
Each derivation of the current montage can have both common and individual settings
of the parameters. To control the derivation settings, you can use its context menu. To
do this, right-click the derivation name (Fig. 4.7). Besides, to control the individual parameters of a derivation, you can use “Acquisition parameters” (Fig. 4.15) window. To
do this, it is required to select the derivation with the left mouse button. In this case,
the parameters of the specified derivation will be available in “Acquisition parameters”
window.

Fig. 4.15. Acquisition parameters for a derivations with individual settings.
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4.12. Functional Test Acquisition
The functional tests are often performed during EEG exam recording. During the recording of the functional tests a patient is exposed to different impacts (eyes opening,
eyes closing, hyperventilation, stimulation, etc.). The list of the available functional
tests is downloaded from the current acquisition style. You can create the new functional tests and edit the lists of the tests in the acquisition style manager (see section
8.2.2 “Acquisition Styles”). To record the functional tests, use the acquisition window
for functional tests (Fig. 4.16). The control window of the functional tests can be
shown and hidden using Acquisition|Acquisition manage windows|Functional
tests menu command or with the corresponding button of “Acquisition” toolbar (see
the Annex 1).

Fig. 4.16. “Functional tests” window.

The toolbar with automatic acquisition buttons to record functional tests, selected test,
next test from the list and button to customize the current settings is located in the top
part of the window. The list of available functional tests from the current acquisition
style is displayed in the central part of the window (see section 8.2.2 “Acquisition
Styles”). The description of the selected functional test is shown in the bottom part of
the window. Using “Functional test list setup” button you can add other functional tests
to the list.
During the recording of the functional tests in the automatic mode each test from
the list will be recorded for the time interval specified in its settings (Fig. 8.19). If
the functional test is selected, it will be recorded until the recording is stopped or
the acquisition of the next test is started. You can also start the acquisition of the next
functional test from the list using the corresponding button on the “Acquisition” toolbar
or using [Alt+N] key combination. During the acquisition of the functional test,
the time of the current test is displayed in the corresponding line. The checkboxes of
the recorded tests are selected in the list and colored green.
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To record the functional test, you can use Acquisition|Functional tests menu item
and corresponding button on the “Acquisition” toolbar. Besides, the key combination
can be specified for each functional test. Also, the stimulation type can be defined for
each functional test, this stimulation should performed during the acquisition of this
test. The stimulation can be carried out in the manual and software modes. Before
the recording of each functional test the beep for a patient can sound. To do this, it is
required to specify the audio file with the warning in the settings of the functional test.
The audio files with the verbal warning for the typical functional tests are located in
the Sound folder of the program working directory. See more information concerning
the setup of the functional tests and the stimulation settings in section 8.2.2
“Acquisition Styles”.
Also the functional test panel located under EEG traces is intended for the recording
of the functional tests. You can show/hide it with View|Functional tests panel menu
command (Fig. 4.17).

Fig. 4.17. Panel for functional tests recording.

The panel for the functional tests recording contains all the functional tests from
the current list of tests downloaded from the acquisition style (see section 8.2.2
“Acquisition Styles”). Also, there are the buttons for the recording of the next test from
the list and automatic recording of all the functional tests. The current test being recorded is highlighted, already recorded tests are colored green.
In case you record an exam with the use of the acquisition wizard (see section 8.2.3
“Acquisition Wizard”), all the functional tests specified in its settings will be recorded
automatically. Also to perform the automatic recording of all the functional tests from
the current list, use the corresponding button of “Acquisition” toolbar or [Alt+Shift+F]
key combination. During automatic recording of functional test the progress bar showing recording process can be seen in “Functional tests” window.

4.13. Stimulation during EEG Acquisition
Sometimes during the acquisition a patient is exposed to the different types of
the stimulation to detect a pathology which can not be identified at EEG background
recording or during the acquisition of evoked potentials (EP). The digital EEG and EP
systems of Neuron-Spectrum series and Neuron-Spectrum.NET software support
the following stimulators:
 Built-in flash – the photic stimulator connected to the digital EEG and EP system
unit.
 Built-in auditory stimulator – the auditory stimulator connected to the digital EEG
and EP system unit.
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 Built-in electrical stimulator – the electrical stimulator connected to the digital EEG
and EP system unit (only for Neuron-Spectrum-4/EP, Neuron-Spectrum-4/EPM
and Neuron-Spectrum-5 systems).
 Built-in pattern-stimulator – the pattern-stimulator connected to the digital EEG and
EP system unit.
 Neuro-MEP visual stimulator (Neuro-MEP auditory-visual stimulator unit) – the visual stimulator for the evoked potentials acquisition manufactured by Neurosoft Ltd.
It is connected to the computer separately via USB port and has wider possibilities
in comparison with the built-in visual stimulator.
 Neuro-MEP auditory stimulator (Neuro-MEP auditory-visual stimulator unit) –
the auditory stimulator for the evoked potentials recording manufactured by Neurosoft Ltd. It is connected to the computer separately via USB port and has wider
possibilities in comparison with the built-in auditory stimulator.
 Neuro-MEP electrical stimulator (Neuro-MEP electrical stimulator unit) – the electrical stimulator for the evoked potentials recording manufactured by Neurosoft Ltd. It
is connected to the computer separately via USB port and has wider possibilities in
comparison with the built-in electrical stimulator.
 Neuro-MEP pattern-stimulator (Neuro-MEP auditory-visual stimulator unit) –
the pattern-stimulator for the evoked potentials recording manufactured by
Neurosoft Ltd. It is connected to the computer separately via USB port and has
wider possibilities in comparison with the built-in pattern-stimulator.
 Neuro-MS/D magnetic stimulator – the magnetic stimulator manufactured by
Neurosoft Ltd. It is connected to the computer separately via USB port.
 High resolution pattern-stimulator – the pattern-stimulator with 800х600 pixels
screen resolution. It allows to stimulate using colored penlights or video clips.
 Auditory stimulation from files – the stimulation of a patient carried out by the playback of the specified set of auditory files with the use of the audio board of the
computer via the loudspeakers or headphones. In Sounds/Audio files for cognitive
EP folder of the working directory of the program you can find the ready-made files
for the stimulation. Also you can record the auditory files by yourself using the builtin means of the operating system or third-party programs for the processing of the
auditory files. For the stimulation you can use the auditory files with *.wav, *.wma,
*.mp3 resolution.
 LED photic stimulator – stimulator manufactured by Neurosoft Ltd. It allows adjusting amplitude, duration and color of photic stimulus.
 Presentation software – stimulation program operating on a separate computer. It
allows creating your own stimulation programs. It is commonly used for scientific
researches.
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The settings of each above-mentioned stimulator (stimulation frequency, amplitude,
etc.) are downloaded from current acquisition style (see section 8.2.2 “Acquisition
Styles”). To control the stimulation process during the acquisition and also adjust all
the above-mentioned stimulators, use the stimulation control window (Fig. 4.18).

Fig. 4.18. Stimulation control window.

To show or hide the stimulation control window, use Acquisition|Acquisition manage windows|Stimulation manager menu command or the corresponding button on
“Acquisition” toolbar (see the Annex 1). The stimulation control window is divided into
two parts. The top part is intended for the control of the manual stimulation and stimulator settings. Here you can select the stimulator from the combo-box, specify
the stimulation frequency for it with the use of the corresponding input box. Using
the buttons you can deliver a single stimulus, start/stop the repetitive stimulation, increase/decrease the stimulation frequency, activate the dialog box with the settings
for the selected stimulator. Besides, stimulation period change function by normal distribution law is available for photic stimulation.
The bottom part of the window is intended for program stimulation mode control. Here
you can choose the stimulation program using the combo-box and run it. To edit the
stimulation programs, use the acquisition style manager (see section
8.2.2 “Acquisition Styles”).
Also, you can control the stimulation without using this window. Use
Acquisition|Stimulation menu item or the buttons on the “Stimulation” and “Stimulation frequency” toolbars. Besides, the stimulation can be controlled with the following
key combinations:
[Alt+F] – flash stimulation on/off.
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[Alt+A] – auditory stimulation on/off.
[Alt+Shift+A] – on/off of auditory stimulation from files.
[Alt+C] – electrical stimulation on/off.
[Alt+P] – pattern-stimulation on/off.
[Alt+M] – magnetic stimulation on/off.
[Alt+U] – stimulation frequency increase by a step.
[Alt+D] – stimulation frequency decrease by a step.
[Alt+H] – hyperventilation on/off.
[Alt+Space] – termination of any stimulation.

4.14. Event Markers
Sometimes it is necessary to fix some events happened during EEG acquisition.
The event markers are intended for that. Each user can create her/his own event
markers and arrange them on EEG both during acquisition, review and analysis.
When an exam is created, the list of available markers is downloaded from the current
acquisition style (see section 8.2.2 “Acquisition Styles”). To control the event markers
during acquisition, use a special window (Fig. 4.19).

Fig. 4.19. Event markers.

This window can be displayed on the screen using Acquisition|Acquisition manage
windows|Event markers menu command or the corresponding button on “Acquisition” toolbar (see the Annex 1). Using this window you can see the list of the available
event markers, add new event markers and arrange a selected marker on EEG. Also,
you can edit the existing event markers (Fig. 8.27) and remove them.
Besides, to arrange the markers on EEG, one can use Acquisition|Event markers
menu item or the corresponding button on the toolbar. Each event marker may have
separate button on “Markers” toolbar. Also, the key combination can be specified for
each marker. See more information about the setup and creation of event markers in
section 8.2.2 “Acquisition Styles”.
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Usually the event markers on EEG are displayed as vertical signed lines but sometimes it is required to hide them. To control the visibility of the different types of
the markers, use “Navigator” (see section 5.15.6 “Navigator”) and the “Events list”
(see section 5.15.5 “Event List”). Besides, the marker line can be displayed as a short
segment at the bottom or the top of the EEG review window. To control
the appearance of event markers, use View|Event Markers menu item.
Using the context menu of event markers you can remove and rename them both after the acquisition finishing and also during it. Any event marker can be moved and
renamed. To display the context menu of the marker on the screen, place the mouse
cursor on the event marker and click the right mouse button.
You can specify the hot keys for the event marker arrangement on EEG traces during
the acquisition. To do this, enter the hotkey combination for the marker in the marker
settings window (Fig. 8.27). Besides, you can set the audio notification for a patient.
The prepared audio file of *.wma, *.wav, *.mp3 format can be used as a beep.
The audio notification can sound both before the beginning of the marker setup on
the traces and also after it.

4.15. Exam Saving and Closing
On exam acquisition completion, you can pass to its analysis and report generation. If
you plan to perform the analysis of the recorded exam later, it should be saved and
closed. To save the exam, use Exam|Save menu command or
button on
the toolbar (see the Annex 1). Also you can save the exam using [Ctrl+S] key combibutton on
nation. To close the exam, use Exam|Close menu command,
the toolbar or [Alt+X] key combination. Before closing of non-saved exam, the program will offer you to save it (Fig. 4.20).

Fig. 4.20. Request to save an exam.

After an exam closing, the program is ready to start a new one or open the existing
one.
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4.16. Exam Export and Import
Besides an exam saving in the database, you can export it to different formats to
move it and review on other computers. To do this, use Exam|Save as… menu command. You can save EEG as a video clip (*.avi), text file (*.txt or *.rtf), XML file (*.xml),
set of graphical files (*.bmp or *.emf) or in EDF+ format (*.edf), PDF format (Adobe
Portable Document *.pdf) or EDF+ (*.edf) format (Fig. 4.21).
Using “Exams Manager” window (see chapter 3 “Operation with Exam Manager”) you
can copy the selected exams to *.nsarc archive.

Fig. 4.21. Exam export.

1.

EEG saving as a video clip. The result of this operation is a video file with *.avi
extension in which the current exam is recorded. If, besides EEG, you can see
the express-analysis windows on the screen, they are also recorded in a file.
Thus, at the next review of this file using the arbitrary program for video playback,
you can see not only EEG but also the analysis results. To save an exam as
a video clip, choose “Video” in “File type” combo-box of Save as… (Fig. 4.21)
window, and press “Save” button. The received file can be played in the arbitrary
program for video playing or with the use of EEGViewer.NET program. This format can be used to export exams with video (“EEG video” window shoud be
opened during the export). To reduce the size of video file it is recommended to
use one of video codecs installed on your PC. The program will offer you
the preferable codec. Using one of most modern codecs H.264 you can make
a quality video of small size. So, you can save video record even for long-term
exams. To shorten the time of video clip creation, it is recommended to use
the option of automatic exam export (see section 8.2.6 “Exam Export”).

2.

EEG saving as a set of graphical files (set of images). It allows to save EEG
page by page as a consequently named graphical files (pictures) with *.bmp,
*.png or *.emf extension. Afterwards such files can be reviewed with the use of
the arbitrary program of image review or with the use of “EEGViewer.NET” pro45
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gram. To save an exam as a set of graphical files, choose “Bitmap”, “PNG” or
“Metafile” in “File type” combo-box of Save as… window and press “Save” button.
3.

EEG saving in EDF+ format. It allows to export an exam in a file with *.edf extension for the reviewing in EEG analysis programs supporting EDF+ format.
The most widely used format of saving and exchanging EEG exams is EDF+
format that is why practically all the programs for EEG review and analysis support it. To save an exam in this format, choose “EDF+” in “File type” combo-box
of Save as… window (Fig. 4.21) and press “Save” button. The received *.edf file
can be reviewed with the use of EEGViewer.NET program or imported to
Neuron-Spectrum.NET software.

4.

EEG saving as ASCII-text file. It allows to save an exam traces as a text file in
ASCII format. The received text file can be reviewed with the use of EEGViewer.NET program or imported to Neuron-Spectrum.NET software.

5.

EEG saving as XML file. It allows to save an exam traces as XML file. The received file can be reviewed with the use of EEGViewer.NET program or imported
to Neuron-Spectrum.NET software.

6.

EEG saving in RTF format (Rich Text Format). It allows to save the exam reports and EEG traces as text file with *.rtf extension. EEG traces are copied to file
as images. The received file can be reviewed on any computer using WordPad,
MS Word and other text editors supporting RTF format. Using text editor, you can
print the file.

7.

EEG saving in PDF format (Adobe Portable Document). It allows to save
exam reports and EEG traces as file with *.pdf extension. EEG traces are copied
to file as images. The received file can be reviewed on any computer in Adobe
Reader program or other viewer supporting PDF format. You can also print this
file on printer.

Neuron-Spectrum.NET software ensures automatic export of exam to one of specified formats. Saved exams can be used as backup copies or, for example, you can
store this exam in cloud storage in Internet (see section 8.2.6 “Exam Export”).
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To review EEG traces saved in above-mentioned formats, use EEGViewer.NET program (Fig. 4.22) included in Neuron-Spectrum.NET software delivery set.

Fig. 4.22. EEGViewer.NET window.

To import EEG exams saved in text, XML or EDF files to Neuron-Spectrum.NET
software, use Exam|Import… menu command.
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4.17. Exam Saving to Removable Disk
Sometimes it is required to save a copy of current exam to the portable media (rewritable CD or DVD, flash card, etc.) to transfer it and review on other computer. To do
this, use Exam|Save to removable disk menu command. If you select this command, the program will ask you the way to save an exam and the parameters of
the saving (Fig. 4.23).

Fig. 4.23. Parameters of exam saving to portable media.

You can indicate where and in what format it is required to save an exam. In addition
to an exam, you can burn EEGViewer.NET program for EEG exam review to the removable disk. To do this, it is necessary to check the corresponding checkbox.
EEGViewer.NET review program will allow you to review the saved exam in any of
the available formats.

5.

EEG Review and Editing
Neuron-Spectrum. NET provides wide possibilities for the convenient and quick
navigation over EEG. In this chapter the ways of navigation over EEG and its editing
will be described.
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5.1. Exam Opening
To open the created earlier exam, use Exam|Open… menu command,

button on

the toolbar or [Ctrl+O] key combination on the keyboard. Using the Exams Manager
software (see section 3 “Operation with Exam Manager”) you can open an exam from
the database or from *nsarc archive.

5.2. Exam Import/Export to EDF+ Format
To store EEG exams in separate files and also transfer exams to other computer and
export to other programs for EEG review and editing, you can use several formats.
The most popular format is EDF+ one. The import and the export of exams to EDF+
format is supported by Neuron-Spectrum.NET software. To export an exam to EDF+
format, open the required exam (see section 5.1 “Exam Opening”) or create a new
one (see chapter 4 “EEG Acquisition”) and use Exam|Save as… menu command. In
Save as… dialog box enter the file name and press “Save” button. You can transfer
the saved file to other computers and review in other programs for EEG review and
analysis supporting the import from EDF+ format (practically all the modern programs
for EEG acquisition and analysis support this format). To import an exam from the file
with *.edf extension to Neuron-Spectrum.NET software, use Exam|Import… menu
command. Select the required *.edf file in the “Open” dialog box and press “Open”
button.

5.3. EEG Review
You can review the recorded EEG in the arbitrary montage. To select the montage,
use View|EEG|Montages menu command or the combo-box on “Acquisition panel”
(see section 5.15.9 “Acquisition Panel”). Besides, each montage can have the hot key
combination (see section 8.2.1 “Montage Editing”). Also, at EEG review you can
change traces scale, sweep speed, used filters, etc. If the exam contains non-filtered
data (fig. 8.14), you can change parameters of filters. If an exam contains the filtered
data, the change of filters is possible only at EEG recording.
You can change the scales and the filters for all the channels with common settings
using the indicated menu commands or “Acquisition panel”. However the montage
can contain the derivations with the individual settings of the displaying and filtration
(for example, ECG or EMG channel). The scales and filters parameters for such
channels are specified individually using the context menu of the derivation.
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The derivation buttons with the individual settings are highlighted dark-grey and
marked by Italic font (Fig. 5.1).

Fig. 5.1. The context menu of the derivation.

Using the context menu of the derivation you can hide the derivation, hide all the derivations except the selected one, show all the derivations of the montage, invert
the derivation trace, review and change the derivation parameters (Fig. 4.7). Also you
can specify the individual scale and filters parameters for the selected derivation.
Sometimes at small sweep speeds and high frequency of the recorded signal,
the peaks of EEG traces can merge together owing to the limited screen resolution
(Fig. 5.2). To display EEG traces evenly on the screen, and also for the speeding up
of the traces drawing, use View|EEG| EEG traces optimization menu command
(Fig. 5.3).

Fig. 5.2. The review of EEG traces without optimization.
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Fig. 5.3. The review of EEG traces with optimization.

Time scale is displayed in the top part of window with traces. Its visibility is adjusted
using View|EEG|Time scale menu item.
At EEG review you can measure the amplitude and duration of trace fragment using
the left mouse button and simultaneously holding down [Shift] key. To perform
the measurement of EEG parameters you can use different modes of review described in the next sections of this chapter.

5.4. Navigation over EEG
To scroll EEG, you can use the scroll bar which is located over EEG traces:
. This scrool bar is
visible only if the navigation bar is hidden (see section 5.15.6 “Navigator”).
Navigation over EEG can be performed using the “Navigation” toolbar:
, with the special navigation
bar (see section 5.15.6 “Navigator”) and with the keyboard and mouse. Besides, you
can use some analysis windows to navigate over EEG (see section 5.15 “Review and
Navigation Over EEG”). The description of the toolbar buttons used for navigation is
given in Table 5.1.
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Table 5.1. The toolbar buttons for navigation over EEG

Button

Key combination
Home

Description
Instantaneous move to the record beginning.

Ctrl+PgUp

Automatic shift to the record beginning with EEG
scrolling. The scrolling speed can be changed with
scroll wheel or left-click in the bottom part of
the screen:
,
– increase the scrolling speed.
,
– decrease the scrolling speed.
Space – moving stop.

Shift+PgUp

Automatic move to the record beginning with
page-by-page EEG scrolling. The speed of page
scrolling can be changed with mouse wheel or leftclick in the bottom part of the screen:
,
– increase the scrolling speed.
,
– decrease the scrolling speed.
Space – moving stop.

PgUp
Left

Move one page left.
Move one second left.

Right

Move one second right.

PgDn

Move one page right.

Shift+ PgDn

Automatic move to the record end with page-by-page
EEG scrolling. The scrolling speed can be changed
with mouse wheel or left-click in the bottom part of
the screen:
,
– increase the scrolling speed.
,
– decrease the scrolling speed.
Space – moving stop.

Ctrl+PgDn

Automatic move to the record end with EEG scrolling.
The scrolling speed can be changed with mouse
wheel or left-click in the bottom part of the screen:
,
– increase the scrolling speed.
,
– decrease the scrolling speed.
Space – moving stop.

End

Instantaneous move to the record end.
Selection of an element for the navigation.
The navigation can be performed over the functional
tests, the event markers, the stimulation events,
the epochs, the artifacts.
Move to the previous element.
Move to the next element.

You can also move over EEG using the mouse scroll. Besides, you can move to one
page or half a page up and down by clicking the left mouse button in the bottom part
of the screen. The mouse cursor looks the following:
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– move one page forward.
– move one page back.
– move half a page forward.
– move half a page back.
If your computer has touchscreen interface, use touscreen controls instead of mouse
cursor or buttons. Long touch of screen emulates right-click and a tap does the leftclick. To scroll the traces, touch your screen with two fingers and swipe to scroll bar. If
it is required to select the trace fragment, touch the screen with two fingers and swipe
along the traces. To facilitate the program operation with touchscreen controls, use
the special mode. Activate it with Settings|Use Touscreen style main menu item.

5.5. Wave Measurement Mode
Neuron-Spectrum.NET provides the wave measurement mode to measure the amplitude, the duration and the frequency of the separate wave on EEG trace or group of
waves. To activate the wave measurement mode, use Edit|Wave measurement
mode menu command or the corresponding button on “Edit” toolbar (see the Annex 1). Also, you can use the corresponding item of the context menu of EEG traces.
To measure the wave, point the mouse cursor on EEG wave and click the left mouse
button, after that the wave will be selected and its amplitude, duration and frequency
will be calculated and displayed (Fig. 5.4).

Fig. 5.4. Wave measurement mode.

To measure the average frequency and the amplitude of some trace fragment, point
the mouse cursor to the fragment beginning, left-click and without releasing it, move
the cursor to the fragment end (Fig. 5.5).
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Fig. 5.5. Measurement of the amplitude and the duration of the trace fragment.

Using the context menu, you can copy the measurement results to current exam report.
To exit the wave measurement mode, use Edit|Wave measurement mode or
the corresponding toolbar button. Also you can use the corresponding item of context
menu of EEG trace (Fig. 5.8).
It is not obligatory to enable wave measurement mode to measure duration and amplitude of arbitrary trace fragment. You may press and hold [Shift] key and select trace
fragment with the mouse as shown in Fig. 5.6.

Fig. 5.6. Measurement of the amplitude and the duration of the trace fragment.

5.6. “As Recorded” Mode
Sometimes during EEG analysis it is required to review the record in the way it was
recorded (with the same scales, in the same montages and with the same sweed
speed). To implement it, Neuron-Spectrum.NET provides “As recorded” mode. To
activate this mode, it is necessary to use Edit|As recorded mode menu command or
the corresponding button on “Edit” toolbar (see the Annex 1). Also, you can use
the corresponding item of the context menu of EEG traces (Fig. 5.8). In “As recorded”
mode during the move over EEG the review parameters will change automatically according to those specified during EEG acquisition (the analogue of “paper” EEG). To
exit “As recorded” mode, use Edit|As recorded mode menu command or the corresponding button on the toolbar. Also, you can use the corresponding item of the context menu of EEG traces (Fig. 5.8).

5.7. Measuring Marker Tool
The measuring marker mode is provided to mark EEG fragment of a specified duration. It gives the possibility to analyze it in the analysis windows which are visible on
the screen. In this mode two markers appear on the EEG traces, the fragment be54
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tween these markers is analyzed in all the analysis windows which are visible on
the screen. Using the mouse, you can shift the markers. During the move over EEG
traces, the positions of markers remain the same. It allows to continue the analysis of
new record fragment. To switch on/off this mode, use Edit|Measuring markers mode
menu command or the corresponding button on “Edit” toolbar (see the Annex 1). Also,
you can use the corresponding item of the context menu of EEG traces (Fig. 5.8).

5.8. “Magnifier” Mode
Sometimes the monitor resolution is not enough for the detailed review of some fragment of a trace. The “Magnifier” mode is intended to zoom in the trace image at displaying. To activate this mode, press [Ctrl+Alt] key combination and holding it down,
shift the mouse cursor to the required trace fragment (Fig. 5.7).

Fig. 5.7. “Magnifier” mode.

To control the multiplicity of the zoom in, you can use the scroll wheel. If you release
[Ctrl+Alt] key combination, the “Magnifier” mode is switched off automatically.

5.9. EEG Playing back as a Sound
Neuron-Spectrum.NET provides the possibility to play EEG back as a sound. Both
the selected fragment of the record and the whole record can played back, at that you
can determine the derivations for the playing back beforehand. Also you can set
the speed of EEG playing back as a sound which may be actual for the review of longterm EEG exams. To start EEG playing back as a sound, you can use the same
named command of the context menu (Fig. 5.8).
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Fig. 5.8. Context menu of EEG review.

Also, using the context menu of EEG traces, you can control the fragment marking,
edit EEG traces, print EEG traces, switch on/off different modes of exam review, start
the search of visual phenomena, control the navigation over EEG, arrange the event
markers.
During EEG acquisition you can also run the playback of recorded signal as a sound
from the specified derivations. EEG signal can be modulated by the frequency selected arbitrary while playing back as a sound (Fig. 5.9).

Fig. 5.9. “Playback EEG as a sound” dialog box.

5.10. Selection of EEG Fragments
During EEG review and analysis it is often required to perform the certain actions with
some fragments of the record (print, analyze, etc.). To select the record fragment, leftclick EEG trace and holding it down, move the mouse cursor to the right. When
mouse cursor approaches to the visible border of EEG area, the traces will automati-
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cally scroll to the required side. Thus, you can select the fragment longer that
the screen width. To do this, right-click EEG traces where you would like to start
the selection. In the appeared context menu (Fig. 5.8) choose “Start selection” item,
move to the fragment end over EEG (see section 5.4 “Navigation over EEG”), rightclick and choose “End selection” item of the context menu. To select current EEG
page, you can use Edit|Select current page item of the main menu or the corresponding item of the context menu. To select the whole EEG record, it is required to
use Edit|Select all record menu command, the context menu of trace (Fig. 5.8) and
[Ctrl+A] key combination. The record fragments can be selected also using the
“Navigator” window (see section 5.15.8 “Status Line”). You can see the duration of the
selected fragment in the status line under EEG traces. If you use touchscreen monitor, touch trace fragment with two fingers at trace fragment beginning and swipe up to
the fragment end.
As soon as you finished the selection, the results of the analysis of the selected EEG
fragment will appear in all visible express-analysis windows (see section 6.2 “Expressanalysis”). To perform the operations with the selected fragment, use Edit|Selected
fragment menu command or the context menu. To do this, point the mouse cursor to
the selected fragment and right-click. The context menu of the selected fragment will
appear on the screen (Fig. 5.10).

Fig. 5.10. Context menu of selected EEG fragment.

Using the menu commands, you can print the selected fragment, preview it before
printing, postpone the printing of the fragment, save it as *.bmp, *.png,*.emf or *.avi
file to review it on any computer without using any special programs, copy to the current exam report or save as a separate exam.
Also, you can define the selected EEG fragment as the analysis epoch (analysis epochs can be of different length), the record artifact (fragments marked as artifacts are
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not analyzed), the functional test (functional tests can be added to the exam, renamed
and removed) or some visual phenomenon. The list of the available visual phenomena is downloaded from the analysis style (see section 8.7.1 “Analysis Styles”), however you can change it using Visual phenomena list menu command (Fig. 5.11). Using the visual phenomena manager, you can add new phenomena, change or remove
the existing ones. For each visual phenomenon you can set the color of selection on
EEG.

Fig. 5.11. Editor of visual phenomena list.

Also using menu commands of selected EEG fragment (Export|Export to EDF+), you
can export it to EDF+ format (*.edf file), to BrainLoc program for 3D localization (if it
is installed on your computer) (see section 6.4.21 “Interaction with BrainLoc Program”)
and LORETA program format (see section 6.4.22 “Interaction with LORETA Program”).

5.11. Arrangement of Event Markers
Usually to fix some events occurred during the EEG recording, the event markers are
used (see section 4.14 “Event Markers”). However, sometimes it is required to apply
the event markers during EEG review, for example, to simplify the following analysis
or to mark the record fragment. To arrange the event markers during EEG review, use
Edit|Event markers menu command or the corresponding button with drop-down
menu on the toolbar. Also, you can use the context menu. To do this, right-click EEG
traces and choose “Event markers” command (Fig. 5.8). The list of available event
markers is downloaded from the analysis style (see section 8.7.1 “Analysis Styles”).
The event markers specified by a user are displayed in “Navigator” (see section 5.15.6 “Navigator”), “Exam Inspector” (see section 5.15.1 “Exam Inspector”) and
“Event list” (see section 5.15.5 “Event List”). You can move the markers arranged on
EEG using the mouse cursor, rename and remove them using the context menu of
marker. You can specify the key combination for each marker. Besides you can add
any event marker buttons to “Markers” toolbar.
Besides event markers Neuron-Spectrum.NET provides process markers that can be
used to select long-term record fragments. For example, when cerebral function is
monitored (see chapter 12 “Cerebral Function Monitoring”), such markers indicate
the duration of action of a drug injected to a patient during recording.
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If it is required, some event markers may contain input fields, for example, to show a
patient’s temperature or blood pressure.

5.12. Search and Selection of Phenomena
Using the set of functions for the navigation over EEG (see section 5.4 “Navigation
over EEG”) you can review quickly the record and select the phenomena manually
(see section 5.10 “Selection of EEG Fragments”). However, Neuron-Spectrum.NET
allows to perform the search and the selection of different phenomena in automatic
and semiautomatic modes which decreases considerably the time spent for EEG review and analysis. It is especially important for long-term EEG exams. The parameters of phenomena search can be used by default and may be specified by a user
which provides the flexibility to phenomena search mechanism. The parameters of
visual phenomena search are downloaded from the current analysis style (see section 8.7.1 “Analysis Styles”).

5.12.1. Search and Selection of Artifacts
First of all, on acquisition completion and before the beginning of the analysis it is required to perform the search and the selection of the artifacts. EEG fragments marked
as artifacts will not be included in the automatic arrangement of epochs and following
analysis. You can review the record and select manually those EEG fragments you
consider the artifacts. Also you can use the possibilities of the program to perform
the automatic search and selection of artifacts. To run the automatic search of artifacts, use Analysis|Automatic search|Automatic artifact detection menu command, the corresponding button on the toolbar (see the Annex 1) or [Ctrl+Shift+A]
key combination.
The area of search can be specified in the settings of artifacts search parameters. It
can be all the record or the selected functional tests. In the second case, you will be
offered to select the functional tests for the search of artifacts in them (Fig. 5.12).

Fig. 5.12. Selection of the functional tests.

Besides the area of search, you can also specify the schematic of search in the artifact search parameters. It can be completely automatic search, search by the speci59
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fied template and search by the selected fragment. If you select the completely automatic search, the program starts searching using the parameters by default. If you
prefer the search on the basis of the predefined template, the parameters specified by
a user in the analysis style for the artifacts search are used. In this case, before
the beginning of search you will be offered to review and, if you wish, to change
the search parameters (Fig. 5.13). In the search parameters you can indicate the
minimum sweep of the artifact by amplitude, minimum and maximum duration of artifact, the number of peaks and the direction of the first peak.

Fig. 5.13. Parameters of visual phenomena search.

Also, you can select the checkbox to inquire the selection of each detected artifact in
the artifact search parameters. In this case, you will be offered to confirm the artifact
selection each time it is detected.
If you want to search within the selected fragment you will have to select the trace
area (see section 5.10 “Selection of EEG Fragments”) and EEG trace. During
the search all EEG trace fragments which coincide with the selected fragment with
the specified percent of correlation, will be selected (Fig. 5.14).

Fig. 5.14. Correlation percent to search within the selected fragment.

As soon as the search of artifacts is run, the window showing the search process
(Fig. 5.15) will appear on the screen. If you wish, you can stop the search at any moment.

Fig. 5.15. Process of artifact searching.
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On search completion, the selected artifacts will display in “Navigator” (see section
5.15.6 “Navigator”) and “Exam Inspector” (see section 5.15.1 “Exam Inspector”) which
can be used to move by artifacts. Besides, to move by artifacts, you can use the context menu. To do this, point the mouse cursor to any artifact and right-click. Using the
commands of the appeared menu, you can remove the current artifact (after that this
EEG fragment will again be included to the arrangement and analysis of the epochs),
remove all artifacts, move to the next or previous artifact.
Besides the selection of EEG fragments with artefacts which are excluded from
the further analysis, Neuron-Spectrum.NET software allows user to remove such
physiological artefacts as oculographic (EOG) and electrocardiographic (ECG) artefacts. If the montage contains EOG or ECG traces, you can use Edit|Remove EOG
artefacts from traces and Edit|Remove ECG artefacts from traces main menu
commands. You can also use buttons of “Analysis” toolbar (see Annex 1). You can
apply EOG and ECG artifact removal option to the selected exam fragment (see section 5.10 “Selection of EEG Fragments”) or to the whole exam if there is no selection.

5.12.2. Epileptiform Activity Detector
The epileptiform activity detector is intended for the automatic search and marking of
the fragments of epileptiform activity and seizures on EEG. It can be used for
the search of epileptiform activity fragments both after the end of the recording during
the review and analysis and during EEG acquisition directly. To switch on/off the detector of epileptiform activity, use Analysis|Automatic search|Epileptical seizure
detector menu command, the corresponding button on the toolbar and [Ctrl+Shift+D]
key combination (see the Annex 1). The settings of epileptiform activity detector are
downloaded from the current analysis style (see section 8.7.1 “Analysis Styles”).
Both for the artifacts search and for epileptiform activity search you can indicate
the area and the schematic of search. It can be completely automatic search or
the search by the specified parameters. In the second case, you will be offered to confirm and, if you wish, to change the search parameters (Fig. 5.16).

Fig. 5.16. Parameters of epileptiform activity search.
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As soon as you started the search of epileptiform activity fragments, the dialog box
showing the search process will appear on the screen (Fig. 5.17).

Fig. 5.17. Searching epileptiform activity.

At any moment, you can terminate the search of epileptiform activity. All the detected
fragments of epileptiform activity (Fig. 5.18) are marked by the color on the traces,
displayed in “Navigator” (see section 5.15.6 “Navigator”), in “Exam Inspector” (see
section 5.15.1 “Exam Inspector”) and in epileptiform activity analysis window (see section 6.4.18 “Epileptiform Activity”).

Fig. 5.18. Fragment of epileptiform activity.

To operate with the selected fragments of epileptiform activity, you can use the context menu. To do this, point the mouse cursor on the fragment of epileptiform activity
and click the right mouse button. Using the menu commands you can select the current fragment for the analysis in express-analysis windows (see section 6.2 “Expressanalysis”), remove the current fragment or all the fragments of epileptiform activity,
move to next or previous fragment of epileptiform activity, export the fragment to
EDF+ format (*.edf format), to BrainLoc program for 3D localization (if it is installed
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on the computer) or to LORETA program format (see section 6.4.21 “Interaction with
BrainLoc Program” and 6.4.22 “Interaction with LORETA Program”).
If the detector of epileptiform activity is switched on, it can detect and mark the fragments of epileptiform activity (paroxysms, spikes, sharp waves, “sharp wave – slow
wave” complexes) directly during EEG acquisition. At that during the acquisition you
can review and edit the fragments of epileptiform activity using “Extra EEG window”
(see section 5.15.2 “Extra EEG Window”) and “Epileptiform activity” window (see section 6.4.18 “Epileptiform Activity”).
Epileptiform activity detector is a useful tool that can speed up the search
and manual arrangement of paroxysmal events. However it is not recommended to rely completely on this software tool. The obtained results
should be reviewed by qualified medical practitioner.

5.12.3. Search of Spikes and Sharp Waves
Sometimes the search of epileptiform activity with the use of detector of epileptiform
activity does not give the results as the clear repetitive complexes “sharp wave – slow
wave” may be absent in the recording. However, the separate peaks of epileptiform
activity in the form of spikes and sharp waves may be seen in the record. For
the automatic search of spikes and sharp waves on EEG record, you can use Analysis|Automatic search|Spikes and sharp waves search menu command, the corresponding button on the toolbar or [Ctrl+Shift+S] key combination. The parameters of
search of spikes and sharp waves are downloaded from the current analysis style
(see section 8.7.1 “Analysis Styles”) but you will be offered to confirm or change them
before the beginning of the search (Fig. 5.19).

Fig. 5.19. Parameters of spikes and sharp waves search.
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As soon as you started the search of spikes and sharp waves, the dialog box showing
the search process will appear on the screen (Fig. 5.20).

Fig. 5.20. Search of spikes and sharp waves.

At any moment, you can terminate the search of spikes and sharp waves. The detected spikes and sharp waves (Fig. 5.21) are intended to help in the detection of epileptiform activity fragments and are not saved in the exam.

Fig. 5.21. Spikes and sharp waves on EEG.

You can move the markers of spikes and sharp waves along the trace, also remove
them using the context menu. The detected spikes and sharp waves are displayed in
“Epileptiform activity” window (see section 6.4.18 “Epileptiform Activity”).

5.12.4. Search and Selection of Arbitrary Visual
Phenomena
Besides the search of artifacts and epileptiform activity, you can use the mechanism
of automatic search to detect and mark the arbitrary visual phenomena. To do this,
specify the search parameters. The parameters of visual phenomena search are
downloaded from the current analysis style (see section 8.7.1 “Analysis Styles”) but
you can change them before the search run. To search the visual phenomena use
Analysis|Automatic search|Visual phenomena search menu command, the corresponding button on the toolbar and [Ctrl+Shift+F] key combination (see the Annex 1).
Before the search run, you will be offered to conform and, if you wish, to change
the search parameters (Fig. 5.13). After the detection of EEG fragment satisfying
the search parameters, you will be offered to identify it (Fig. 5.22).
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Fig. 5.22. The visual phenomenon identification.

You can select the phenomenon from the list or go to the manager of the visual phenomena (Fig. 5.11) where you can change the list of the available phenomena. You
can continue the search without further identification, in this case, all the next detected
phenomena will be identified by the last one indicated by you. All the detected visual
phenomena are displayed in “Navigator” (see section 5.15.6 “Navigator”) and “Exam
Inspector” (see section 5.15.1 “Exam Inspector”). To operate with visual phenomena
you can use the context menu. To do this, point the mouse cursor on the visual phenomena and right-click it. Using the menu commands you can select the phenomenon
for the analysis in express-analysis windows (see section 6.2 “Express-analysis”),
save it to *.bmp, *png or *.emf file to review on any computer without installing additional programs, copy it to the current exam report, remove the current or all the phenomena of the specified type, move to the next or previous phenomenon, export the
phenomenon to EDF+ format (*.edf format), to BrainLoc program of 3D localization (if
it is installed on the computer) or to LORETA program format (see sections 6.4.21
“Interaction with BrainLoc Program” and 6.4.22 “Interaction with LORETA Program”).

5.13. Arrangement of Analysis Epochs
During EEG analysis the stationary fragments of the record are usually selected for
the further mathematical analysis. Such fragments are called the analysis epochs.
Neuron-Spectrum.NET provides several ways of epoch arrangement on EEG:
 Selection of record fragments and identification of them as analysis epochs (see
section 5.10 “Selection of EEG Fragments”). To define the selected EEG fragment
as analysis epoch, use the context menu of the selected fragment which is available by the right mouse button click.
 Arrangement of each epoch separately (Analysis|Analysis Epochs|New analysis
epoch menu command, the corresponding button on the toolbar or [Ctrl+Shift+E]
key combination).
 Manual mode of analysis epoch arrangement (Analysis|Analysis Epochs|Manual
mode of epochs arrangement menu command, the corresponding button on
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the toolbar or [Ctrl+Alt+Shift+E] key combination). In this mode you can quickly
and easily review all EEG record with analysis epoch arrangement (Fig. 5.23).

Fig. 5.23. The special mode for analysis epochs arrangement.

While moving over EEG with the use of mouse wheel or keyboard keys, you can arrange the analysis epochs with one left-click or [Space] key. The combination of
[Ctrl+Z] keys denies the previous selection of an epoch. To exit from the special
mode, press [Esc] key or use Analysis|Analysis Epochs|Manual mode of epochs arrangement menu command, correponding button on the toolbar or
[Ctrl+Alt+Shift+E] key combination.
 Automatic epoch arrangement (Analysis|Analysis Epochs|Automatic mode of
epochs arrangement menu command, the corresponding button on the toolbar or
[Ctrl+E] key combination). At automatic arrangement of analysis epochs the program will set an epoch on all fragments of EEG record which are not marked as artifacts.
The parameters of epochs arrangement are downloaded from the current analysis
style (see section 8.7.1 “Analysis Styles”). You can specify the epoch length, the arrangement area (all the recording, except artifacts or the selected functional tests),
the percentage of the epochs overlapping (for the arrangement near the artifacts). After the epochs arrangement you can move them using the mouse and change their
duration. To move the analysis epoch, point the mouse cursor to the left border of an
epoch, to change its duration – to the right one. All the analysis epochs are displayed
in the “Exam Inspector” (see section 5.15.1 “Exam Inspector”) and the window for the
comparative analysis (see section 6.4.15 “Comparative Analysis”). To change the
view of the analysis epoch, use View|Analysis epochs menu command. The analysis epochs can be hidden, displayed in the bottom part of the screen under EEG
traces, can be displayed with the vertical bars. The epoch length can not be lesser
than one second. Using the context menu, you can select the analysis epoch for its
analysis in all the express-analysis windows, which are visible on the screen, remove
the current epoch or all the analysis epochs.
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All visible analysis windows (see section 6.4 “Analysis Windows”) are automatically
switched to epochs analysis mode (see section 6.3 “Epoch Analysis”) at the arrangement of first analysis epoch. And vice versa if none analysis epoch is arranged in the
exam, all analysis windows are switched to express-analysis mode (see section
6.2 “Express-analysis”).

5.14. EEG Printing
Often the electronic form of EEG is not enough. It is required to have a copy of fragments or all EEG record on the paper. To do this, the program provides the possibility
to print EEG (the printer should be connected to computer beforehand or available by
the network and setup). For the printing of current EEG page, use the button on
“Analysis” toolbar or [Ctrl+P] key combination (see the Annex 1). To print the selected
EEG fragment (see section 5.10 “Selection of EEG Fragments”), you can use the context menu for the selected fragment, Edit|Selected fragment|Print traces menu
command or [Ctrl+P] key combination. To print all EEG record, it is necessary to select the whole record using Edit|Select all record menu command or [Ctrl+A] key
combination and then print the selected fragment.
You can print EEG traces not only during exam review but also during EEG recording
directly. To print just recorded EEG fragment during EEG acquisition, use the corresponding button on “Analysis” toolbar or [Ctrl+P] key combination. If your computer is
rather slow, the delay of recorded data displaying during the printing is possible (see
section 8.7.1 “Analysis Styles”). That is why the checkbox for the delayed EEG printing during the acquisition is provided in print settings. If this checkbox is selected, than
during EEG acquisition you can use the print button on the toolbar (see the Annex 1),
the corresponding menu command or [Ctrl+P] key combination, however the EEG
printing will not occur. After the acquisition end, all EEG fragment selected by you will
be printed. Before the printing, the dialog box with the list of the fragments selected for
the printing will appear on the screen. In this dialog box you can change the record
fragments for printing (Fig. 5.24). You can cancel the printing of some fragments, increase or decrease the number of pages for printing for each fragment, preview each
fragment before printing.
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Fig. 5.24. Preview of EEG fragments before printing

If the checkbox of the delayed printing is not selected in the analysis style, EEG printing can be performed directly during EEG acquisition. One print page fragment of
EEG record at the horizontal list position from the current moment is sent to print.
If the printer is not connected to your computer at present moment, you can use delayed printing mark option to mark the record fragments to be printed in the future
(Edit|Set print marker menu item or [P] key).
During EEG printing some information about a patient (name, date of birth), acquisition parameters (sampling rate, filters) and EEG displaying (scale, sweep speed) is
shown on each page under the traces. The data set to be displayed at EEG printing is
defined in the printer settings of the current analysis style (see section 8.7.1 “Analysis
Styles”).
Before EEG printing you can assess its view and arrangement. To do this, use
Edit|Selected fragment|Preview menu command, the corresponding button on
the “Analysis” toolbar, the context menu or [Ctrl+Shift+P] key combination (see
the Annex 1).
All printed EEG pages are marked with “Start/End printing” service marker. The list of
EEG fragments sent to printer can also be seen in “Exam Inspector” window. Using
the context menu, you can print these fragments once again.
By default, the colors are converted to black-and-white ones at EEG traces printing.
But if you wish, you can print the colored EEG traces. To do this, change the corresponding setting on “Print” (Fig. 8.58) page of the current analysis style.

68

EEG Review and Editing

5.15. Review and Navigation Over EEG
EEG review and navigation windows are described in this section.
Besides the main window with EEG, Neuron-Spectrum.NET provides other windows
intended for the control of the acquisition, for the displaying of the analysis results, for
navigation over EEG. The additional windows can be in several positions:
Floating position – the window can be moved to any point of the screen. To move
the window, press the window heading with the left mouse button and without releasing it, drag the window in the required position. If you wish to change the parameters
of the floating window, point the mouse cursor to the right bottom corner of the window, press the left mouse button and without releasing it, change the size of the window. The window in the floating position can overlap some parts of EEG traces that is
why such position is not always convenient (Fig. 5.25).

Fig. 5.25. Floating position of the windows.

To avoid the trace overlapping with floating windows you can make them transparent. To do this, use
button rightward the window heading. Customize the parameters of transparency using the context menu (Fig. 5.26).

Fig. 5.26. Setting the floating window transparency.
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The semitransparent floating windows are sometimes used to show the windows
with video or topographic maps to see simultaneously the analysis results and recorded traces.
 Attached position – each window can be attached to left, right, top or bottom part
of the working area of main program window. For example, “Exam Inspector” (see
section 5.15.1 “Exam Inspector”) is better to attach to the left or right part and “EEG
Trend” (see section 6.4.17 “Trends”) to the bottom one. In the attached position the
window does not overlap EEG traces. Several windows as the tabs can be attached
to one border of main program window. To attach the window to any border of the
window, press the window heading with the mouse and drag it to the required part
of the screen (Fig. 5.27, Fig. 5.28).

Fig. 5.27. Attachment (dragging) of windows.

Fig. 5.28. Attached position of windows.
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 Pop-up position – the window is hidden, only the heading is visible. To display
the window, point the mouse cursor on the visible heading and left-click it. When
you close the window, it will automatically switch to the hidden position. To switch
the window to the pop-up position, press
button in the right top corner of
the window (Fig. 5.29).

Fig. 5.29. Pop-up position of windows.
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5.15.1. Exam Inspector
One of the main additional windows intended to show the exam structure is “Exam Inspector” window (Fig. 5.30).

Fig. 5.30. “Exam inspector” window.

To show or to hide the “Exam Inspector” window, use View|Exam inspector menu
command or [F11] key of your keyboard.
The “Exam Inspector” contains all the information concerning the exam. The exam
structure in “Exam Inspector” is shown as a tree. Using the tree elements you can
move over EEG, control the derivations visibility, open the analysis windows and
exam reports. The list and the description of the “Exam Inspector” tree elements is
given in the Table 5.2.
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Table 5.2. Description of “Exam Inspector” tree elements
Element Name

Element Description

Patient name

Root element of a tree.

Clinical info

Using this element you can open “Clinical info” window (see section 7.4 “Clinical State”).

EEG

Contains the elements describing the exam structure.

List of derivations

Contains the list of derivations of the current montage. Using the elements of
this list you can control the visibility of the separate derivations.

Impedance measurement

The list of all the measured impedances which were saved during the exam
(see section 4.5 “Electrode Impedance Measurement
”). To review the results of the impedance measurement, it is quite enough
to double-click the element with the left mouse button. At that, the window
with the measurement results will appear on the screen, and the current
position on EEG traces will move to the impedance measurement moment.

Record artifacts

The list of all the exam artifacts selected on EEG. To move to any artifact, it
is enough to double-click the corresponding element with the left mouse
button.

Epileptiform activity

The list of all the selected fragments of epileptiform activity. To move to any
fragment, it is enough to double-click the corresponding element with the left
mouse button.

Visual phenomena

The list of all the selected visual phenomena. To move to any phenomenon,
it is enough to double-click the corresponding element with the left mouse
button.

Event markers

The list of all the event markers on EEG traces. To move to any marker, it is
enough to double-click the corresponding element with the left mouse
button.

Functional tests

The list of all functional tests registered during EEG exam. To move to
the beginning of any test, it is enough to double-click the corresponding
element with the left mouse button.

Montages

The list of montages used during exam acquisition.

Analysis results

Contains the elements describing EEG analysis results.

Analysis epochs

The list of selected analysis epochs. To move to any epoch, it is enough to
double-click the corresponding element with the left mouse button.

Epoch analysis results

Contains the elements for the access to epoch analysis results.

Amplitude analysis

Contains the elements for the access to the amplitude analysis results of
the epochs.

Table of amplitudes

Using this element you can open “Table of amplitudes” window (see
section 6.4.3 “Table of Amplitudes”).

Amplitude mapping

Using this element you can open “Amplitude mapping” window (see
section 6.4.4 “Amplitude Mapping”).

Amplitude of rhythms

Using this element you can open “Amplitude of rhythms” window (see
section 6.4.6 “Amplitude of Standard EEG Rhythms”).

Spectral analysis

Contains the elements for the access to the spectral analysis results of
the epochs.

Spectrum graphs

Using this element you can open “Spectrum graphs” window
(see section 6.4.7 “Spectrum Graphs”).

Frequency characteristics

Using this element you can open “Frequency table” window (see
section 6.4.8 “Frequency ”).

Mapping of spectrum
amplitude

Using this element you can open “Spectrum mapping” window (see
section 6.4.9 “Spectrum Mapping”).

Bispectral analysis

Using this element you can open “Bispectral analysis” window (see section
6.4.11 “Bispectral and Bicoherence Analysis”).
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Table 5.2. Continued
Element Name
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Element Description

Correlation analysis

Using this element you can open “Correlation analysis” window (see section
6.4.12 “Correlation Analysis”.

Coherent analysis

Using this window you can open “Coherent analysis” window (see section
6.4.13 “Coherent Analysis”).

Periodometrical analysis

Using this window you open “Periodometric analysis” window (see section
6.4.14 “Periodometric Analysis”).

Comparative analysis

Using this element you can open “Comparative analysis” window (see
chapter (see section 6.4.15 “Comparative Analysis”).

Printed EEG fragments

All EEG pages sent to printing are listed in this element. When you select
the nested element with the left mouse button, you can review EEG
fragments printed before. Besides, using the context menu you can print
all the fragments in the list.

BrainLoc results

If during exam analysis some fragments are exported to BrainLoc
3D dipole localization software (see section 6.4.21 “Interaction with
BrainLoc Program”), all these fragments can be reviewed in this element.

LORETA results

If during exam analysis some fragments are exported to LORETA software
(see section 6.4.22 “Interaction with LORETA Program”), these fragments
can be reviewed then in this element.

List of video fragments

Contains all the video fragments recorded during an exam (only for
Neuron-Spectrum-Video.NET).

EP tests

Contains the list of tests with stimulation performed during an exam (see
chapter 9 “Neuron-Spectrum-LEP.NET).

Conclusion

Using this element you can open “Conclusion” window (see section
7.5 “Conclusion”).

Reports

Contains the list of all exam reports. To open any report, double-click
the corresponding element with the left mouse button.
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5.15.2. Extra EEG Window
Besides the main EEG window, Neuron-Spectrum.NET provides an extra window for
EEG review and analysis (Fig. 5.31). To show or hide this extra EEG window, use
View|Extra EEG window menu command or the corresponding button on the “View”
toolbar (see the Annex 1).

Fig. 5.31. Main EEG window is to the left, the extra one is to the right.

In the extra EEG window you can review EEG traces with its own scales, sweep
speed and montages. To move over EEG, the extra window is provided with own
scroll bar and own “Navigator” (see section 5.15.6 “Navigator”). In the extra EEG window (as in main EEG window) you can select the record fragments for the analysis,
the detection, the printing, etc., arrange and edit the event markers, the analysis epochs. Using the extra window you can see two fragments of the trace simultaneously
which is convenient for the comparative analysis (see section 6.4.15 “Comparative
Analysis”). Using the extra EEG window, you can review and analyze EEG even during the recording. Thus, you can observe the acquisition process in the main window,
and review and analyze the recorded part of EEG in the extra EEG window. It is convenient to perform the long-term exams.
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5.15.3. Current Montage Window
The current montage window (Fig. 5.32) is intended for displaying of the current montage. To show or hide “Current montage” window, you can use View|Current montage menu command or the corresponding button on “View” toolbar (see the Annex 1).

Fig. 5.32. The current montage window.

Using this window you can select the current derivation by clicking it with the left
mouse button. Besides, using the combo-box at the top of the window, you can
change the current montage. The list of the available montages includes all the montages of the current acquisition style (see section 8.2.2 “Acquisition Styles”).
The displaying properties of each montage depend on its settings (see section
8.2.1 “Montage Editing”). If the electrode system is used in the current acquisition
style, the list of available montages will contain only those ones that meet the selected
system.
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5.15.4. Current Impedance
To display the current impedance vales during acquisition or review, use “Impedance:
before record beginning” window (Fig. 5.33). To show or hide this window, use
View|Current impedance main menu command or the corresponding button on
“View” toolbar (see Annex 1).

Fig. 5.33. Current impedance.

In this window you can see the color-coded impedance values obtained during
the acquisition or current impedance values measured during exam review. If it is required, you can view the numerical values of measured impedances by each derivation on “Value table” tab. The borders of green, yellow and red colors of impedance
indication values can be specified in acquisition style editor on “Impedance measuring” page (see section 8.2.2 “Acquisition Styles”). In this window you can see even
those impedance values that were obtained at EEG acquisition termination (this mode
is available for a limited number of EEG systems). Besides, the color-coded current
impedance values can be displayed on trace buttons (see section 8.3 “Adjusting EEG
Review”).

5.15.5. Event List
During EEG recording, a lot of events are recorded. To display these events and
navigate over them, you can use “Event list” (Fig. 5.34). The events are divided into
several groups:
 Service events – the events connected with the change of acquisition parameters
(change of sweep speed, scale, montage, filters, etc.). The service events, as a
rule, are not of interest to a user and are hidden by default.
 User events – the event markers specified by a user.
 Print markers – the print markers arranged during exam acquisition or review.
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 Functional tests – the events of the beginning of the functional tests recording.
 Stimulation events – the events connected with the stimulation during an exam
(the beginning of the stimulation, the end of the stimulation, the change of stimulation frequency, etc.).
 Impedance measurement events – impedance measurement events occurred
during exam acquisition.
To filter the list of events in the window, you can use Show events menu command.
Please remember, that the events, which are visible in “Events list”, are visible both on
EEG traces and in “Navigator” (see section 5.15.6 “Navigator”).

Fig. 5.34. The event list.

The events list shows the event name and the time of its beginning. As for the service
events, you can see the astronomical time. To navigate to any event in the list, it is
enough to click it with the left mouse button.

5.15.6. Navigator
The “Navigator” is intended for the instantaneous move to any point of EEG trace and
schematic representation of all exam and events occurred during this exam recording.
The “Navigator” is located under EEG traces (Fig. 5.35). To show or hide the “Naviga-
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tor”, use View|Navigator menu command or the corresponding button on “View” toolbar (see the Annex 1).

Fig. 5.35. Navigator.

The advantage of “Navigator” is that it shows the whole record independently of its
size in one window schematically. The “Navigator” represents all the events, the functional tests and the selected fragments as the vertical bars. The current fragment of
the record, which is visible on the screen, is displayed in “Navigator” as a frame. If you
point the mouse cursor on any event, you will see the pop-up help with the event
name. To move to an event, click the left mouse button. To filter the events visible in
“Navigator”, you can use the context menu. To do this, point the mouse cursor on
“Navigator” and click the right mouse button. In the appeared context menu (Fig. 5.36)
the event types displayed in “Navigator” are checked.

Fig. 5.36. The “Navigator” context menu.

The event types being visible in “Navigator” correspond to the ones which are visible
in “Event list” (see section 5.15.5 “Event List”) and on EEG traces.
To move over EEG using the “Navigator”, you can move the frame indicating the current visible fragment of the traces or left-click any point of “Navigator”. Also using the
“Navigator” you can select the fragments. To select the fragment (see section 5.10
“Selection of EEG Fragments”), left-click the fragment beginning and, without releasing the mouse button, move the pointer to the fragment end.
During the exam recording the “Navigator” is updated every 10 seconds but you can
use it to move over EEG only when the recording is complete. To review the recorded
part of an exam, use “Extra EEG window” (see section 5.15.2 “Extra EEG Window”).

5.15.7. Calibration Cuts
During EEG acquisition and analysis it is convenient to have the calibration cuts on
the screen with the known height to assess EEG amplitude (Fig. 5.37). To show or
hide the calibration cuts, you can use View|Calibration cuts menu command or the
corresponding button on “View” toolbar (see the Annex 1).
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Fig. 5.37. Calibration cuts.

The visibility of the calibration cuts by default and its height for the derivations with
the common settings are downloaded from the acquisition style (see section 8.2.2
“Acquisition Styles”). You can specify the individual height of the calibration cut for
each derivation (Fig. 4.7). Besides calibration EEG trace is color-coded by default to
assess the trace amplitude. The color can be customized by a user (see section 8.4
“Color Scheme”).

5.15.8. Status Line
The status line is located under EEG traces in the bottom part of the main window
(Fig. 5.38). It is intended to show the parameters of the exam acquisition. To show or
hide the status line, you can use View|Status line menu command or the corresponding button on “View” toolbar (see the Annex 1).

Fig. 5.38. The status line.

The status line displays the name of the digital EEG and EP system used for the
exam recording, the sampling rate and the filters parameters. Before the recording
start, you can change the sampling rate using the status line. During the acquisition
and the review of an exam, you can change the filters. After the repetitive opening of
an exam it is possible to change the filters but only in case the exam contains nonfiltered data, otherwise, it is impossible to change the filters (see section 4.3 “Filter
Setup”). Also the battery charge level, position of patient’s body and luminance level
can be shown at the status line of some devices. If the free disk space is not enough,
the program will display the warning message in the status line. When the free disk
space is lesser than it is required to store 24-hour record, the program will display
the corresponding yellow-text warning message. If the free disk space is lesser than
required to store 8-hour record, the program will display red-text warning message.

5.15.9. Acquisition Panel
The “Acquisition panel” is located in the top part of the working area of the main window (Fig. 5.39). It is intended to show the parameters of EEG displaying and acquisi-
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tion. To show or hide the “Acquisition panel”, you can use View|Acquisition panel
menu command or the corresponding button on “View” toolbar (see the Annex 1).

Fig. 5.39. Acquisition panel.

The “Acquisition panel” contains the total time of the recording, the time of the functional test recording, the name of the current functional test. Using this panel, you can
perform the navigation over the recorded functional tests. Besides using the acquisition panel you can change the traces scale (only for the derivations with the common
settings), the sweep speed and the acquisition montage. With “Ref” drop-down list
(Fig. 5.40) you change the reference electrode of the current montage.

Fig. 5.40. The reference reconstruction of a montage.

Using “Acquisition montage” button

you can review EEG traces in a way they

button,
were recorded physically by the digital EEG and EP system. If you press
you can switch to trace displaying mode where you can scroll EEG traces vertically. It
can be useful to compare visually several traces. Besides this mode allows to display
the montage with a large number of derivations (128 and 256 traces) as each trace is
positioned at a definite height and those ones that do not fit the screen size, can be
seen with vertical scroll.

5.15.10. Record Time
The record time is constantly displayed on the acquisition panel (see section 5.15.9
“Acquisition Panel”). It can be also displayed at EEG traces. To show or hide
the record time at traces, you can use View|Record time menu command or the corresponding button on “View” toolbar (see Annex 1).

5.15.11. Current Function Test Time
The current functional test time is constantly displayed at acquisition panel (see section 5.15.9 “Acquisition Panel”). It can be also displayed at EEG traces. To show or
hide the record time at traces, you can use View|Current functional test time menu
command or the corresponding button on “View” toolbar (see Annex 1).
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5.15.12. Astronomical Time
At EEG review and analysis it is sometimes required to know the time of the day and
exact astronomical time when an exam was recorded. To show or hide the astronomical time, you can use View|Astronomical time menu command or the corresponding
button on “View” toolbar (see the Annex 1). The example of astronomical time displaying is shown in the Fig. 5.41.

Fig. 5.41. The astronomical time.

The astronomical time by default is located in the left top corner of EEG traces window. However, you can drag it to any part of the window using the mouse. Besides
the astronomical time, the date can also be displayed. To do this, choose the corresponding item of the context menu. Right-click the astronomical time and choose
“Show date” drop-down menu item. Also using the context menu you can change
the font size for the time displaying.

5.15.13. Current Functional Test
The name of the functional test is displayed in acquisition panel (see section
5.15.9 “Acquisition Panel”). However, if you wish, you can display it also on EEG
traces (Fig. 5.42).

Fig. 5.42. Current functional test.

To show or hide the current functional test on EEG trace, you can use View|Current
functional test menu command or the corresponding button on “View” toolbar (see
the Annex 1). The current functional test by default is located in the left top corner of
EEG traces window. However, you can drag it to any part of the window using
the mouse. Using the context menu, you can change the font size of functional test
name displaying.

5.15.14. Pop-up Windows Related to User Actions
Many options in Neuron-Spectrum.NET software can be activated with hot key combinations. For example, you can press the corresponding key combinations to change
montage, sweep speed, trace scale, stimulation frequency. To pay user’s attention to
changes occurred, the corresponidng pop-up windows appear at the screen
(Fig. 5.43).
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Fig. 5.43. Pop-up windows related to user’s actions.

The pop-up windows can be disabled with View|Show user actions pop-up messages main menu command.

5.16. Work Tables
During EEG recording it is convenient to have several big buttons allowing to control
the acquisition process and EEG trace window on the screen. During the analysis,
however, it is better to have small buttons to control the analysis process and some
visible analysis windows. The work tables are intended to store and switch quickly between different window layouts and toolbars. To control the work tables, you can use
View|Work table menu item and

toolbar button with drop-down list (Fig. 5.44).

Fig. 5.44. The selection of the work table from the drop-down list.

Using this menu item you can download the work tables from the list, save the current
layout of the windows on the desktop, remove the work tables. Also, to download the
work tables, you can use the corresponding button on “View” toolbar. The work tables
can be saved in a file and restored from a file.
By default, the program provides several work tables but you can create new work tables and remove the existing ones.
The work tables store the following data:
 The location of the acquisition, the navigation and the analysis windows on
the screen.
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 The visibility, the position, the size and the view of the toolbars and their buttons.
 The “Navigator” visibility.
 The visibility of the calibration cuts.
 The visibility of the status line.
 The visibility of the “Acquisition panel”.
 The visibility of the astronomic time.
 The visibility of the current functional test.
 The visibility of the panel for functional test recording.
 The visibility and settings of trends in “Trend” window.
You can select separately the work table for EEG acquisition and analysis (Fig. 4.4).
During the acquisition or analysis you can select any work table using View|Work table menu item or the toolbar button.
Even if you do not use the work tables, user settings contain separately the analysis
window layout, acquisition toolbar (is downloaded at the creation of a new exam) and
analysis toolbar (is downloaded at the exam opening).
Let’s study the example of the creation of the work table to analyze the epileptiform
activity. First of all, before the beginning of the new work table creation it is required to
make sure that no other work table is downloaded at present moment (otherwise all
the changes will be saved in the current work table). To do this, use View|Work table|Don’t use work table menu item. Now using Analysis|Epileptiform activity
analysis menu item, activate the “Epileptiform activity” window on the screen (see
section 6.4.18 “Epileptiform Activity”). Using the Analysis|Trends menu item, activate
“EEG trend” window on the screen and specify the trend of the number of spikes and
sharp waves in it (see section 6.4.17 “Trends”). Using the context menu of the toolbar,
set the visibility and size of toolbar buttons (see section 8.14 “Toolbar Setup”). Now to
save the current layout of the windows and the toolbar buttons to a new work table
use View|Work table|Save as… menu item. Using View|Work table|Save current
work table to file menu item, you can export the current work table to a file (for example, to move it to other computer). The example of the work table to analyze the
epileptiform activity is shown in Fig. 5.45.
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Fig. 5.45. The example of work table to analyze the epileptiform activity.

5.17. Native EEG Editing
Sometimes it is useless to store the whole EEG record in the database. It is required
to save only the most characteristic and interesting fragments of the traces. It is especially important when the long-term EEG exams are recorded. The removal of
the fragments from an exam, which do not represent any interest, allows to decrease
considerably its size and speed up the navigation over it. To remove the fragment of
the record from an exam, select the required fragment of the traces (see section 5.10
“Selection of EEG Fragments”), right-click it and choose “Delete EEG fragment from
exam” item in the context menu. Also, you can use the reverse mechanism, i.e. you
can select the fragments which should be saved in an exam. To do this, select the required fragment of the traces, right-click it and choose “Save fragment to file” item of
the context menu or press [Alt+S] key combination. The status bar under deteled
fragment is marked with grey color (Fig. 5.46).

Fig. 5.46. EEG fragment selected for the removal (to the right).
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To control EEG fragments selected for the removal or saving, use “Native EEG editing” window (Fig. 5.47). You can open this window using Edit|Native EEG editing
menu command.

Fig. 5.47. “Native EEG editing” window.

In this window you can see the list of EEG fragments selected for removal or saving.
Using “Add” button, you can add new fragments of an exam to this list. You can delete
the fragments from the list using “Delete” button. Also, you can change the borders of
each fragment in the list. If you press “Apply” button in this window or save an exam,
the results of the editing will be saved. The message window requiring to specify
the saving parameters will be displayed on the screen at the saving of the editing results (Fig. 5.48).

Fig. 5.48. Saving of EEG editing results.

You can refuse to save the exam editing results, save the editing results in the current
exam or save the editing results as a new exam, at that the native exam will remain in
the database without any changes. If the saved EEG fragments have the synchronous
video signal, you can save video or refuse it; in this case only EEG traces will remain
in the exam.
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5.18. Saving of Changes
After introducing the changes in an exam (addition of the analysis epochs, visual phenomena, artifacts, reports, etc) you can save them or refuse to save. To save
the changes, use Exam|Save menu command, the corresponding button on the toolbar (see the Annex 1) or [Ctrl+S] key combination. To close the exam, use
Exam|Close menu command, the corresponding button on the toolbar (see the Annex 1) or [Ctrl+X] key combination. If you do not want to save the changes introduced
in an exam, press “No” button in the appeared dialog box (Fig. 4.20).

6.

EEG Analysis
The stationary fragments of the record selected as analysis epochs are usually taken
into consideration at EEG analysis (see section 5.13 “Arrangement of Analysis Epochs”). Using Neuron-Spectrum.NET you can also analyze any selected fragment of
the record, the current EEG page which is visible on the screen.
Besides, you can perform the analysis during EEG acquisition directly. In this case,
the last part of the record is analyzed, its size is defined by the analysis epoch. Each
second the analysis results are updated. It provides the possibility to follow EEG
changes during the recording in the real-time mode. To display the analysis results,
use the analysis windows (see section 6.4 “Analysis Windows”).

6.1. Analysis during EEG Acquision
As it was mentioned before, Neuron-Spectrum.NET software provides the possibility
to analyze the recorded signal in the real-time mode. To display the analysis results
during EEG recording, open one or several analysis windows at your option (see section 6.4 “Analysis Windows”). Each second of the recording the analysis results in
the windows opened by you will be updated. The last recorded fragment of EEG is
analyzed. The size of the analyzed fragment is defined by the size of the analysis epoch by default (see section 5.13 “Arrangement of Analysis Epochs”). The analysis in
the real-time mode allows you to assess the parameters of the recorded EEG signal
during the acquisition and follow its changes. It should be noted, that the analysis in
the real-time mode requires higher computer performance and can not operate on
the computers with insufficient computational resources (see section 1.1 “System Requirements”).
Using “Extra EEG window” window during EEG acquisition directly, you can review
and analyze the recorded part of an exam.

6.2. Express-analysis
Express-analysis is EEG analysis which does not require the selection of the analysis
epochs. Express-analysis is used when it is necessary to assess the parameters of
some fragment of EEG record. The analysis in the real-time mode can be related to
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the express-analysis. To display the results of the express-analysis, open one or several analysis windows at your option (see section 6.4 “Analysis Windows”). In the windows opened by you the analysis results of the selected fragment of EEG record are
displayed (see section 5.10 “Selection of EEG Fragments”). If none of the record
fragment is selected, the current EEG page visible on the screen is analyzed. In this
case, the results of the express-analysis will update automatically at moving over EEG
(see section 5.4 “Navigation over EEG”). During EEG monitoring or recording, the
analysis results are displayed in the analysis windows in the real-time mode.
You can use the express-analysis both for the main and extra EEG window (see section 5.15.2 “Extra EEG Window”). Using the “Extra EEG window”, you can analyze the
recorded part of EEG directly during EEG acquisition in the main window.

6.3. Epoch Analysis
To analyze all EEG record, it is recommended to arrange first the analysis epochs in it
(see section 5.13 “Arrangement of Analysis Epochs”). The analysis epoch is the stationary fragment of EEG record. The size of the analysis epoch in seconds is defined
by the current analysis style (see section 8.7.1 “Analysis Styles”), however you can
change it using Analysis|Analysis epoch|Epoch length by default menu command.
To display the results of the epoch analysis, open one or several required analysis
windows (see section 6.4 “Analysis Windows”). In the opened analysis windows the
averaged results of epoch analysis in all the record or the selected functional test are
displayed. If you add new analysis epochs or remove the existing ones, the analysis
results will update automatically. In case of epochs missing, the analysis windows
may contain no results or express-analysis results (see section 6.2 “Expressanalysis”).

6.4. Analysis Windows
The analysis windows are intended to display the analysis results. Each window can
show the results of express-analysis (see section 6.2 “Express-analysis”) and epoch
analysis (see section 6.3 “Epoch Analysis”). To switch between the express-analysis
and the epoch analysis, use the combo-box in the right top corner of the window
(Fig. 6.1).

Fig. 6.1. Switching between express-analysis and epoch analysis.

In the left top corner of the window the analyzed fragment of the record is displayed:
 Express-analysis:
 “Selected fragment” – the selected fragment of the record is analyzed (see
section 5.10 “Selection of EEG Fragments”). The analysis results are updated
automatically at the selected EEG fragment change.
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 “Current page” – the current EEG page which is visible on the screen, none of
the fragment is selected. The analysis results are updated automatically at
the navigation over EEG (see section 5.4 “Navigation over EEG”).
 “Last epoch of record” – the last recorded part of EEG with the duration up to 5
seconds is analyzed (depending on the used duration of the analysis epochs)
directly during the acquisition. The analysis results are updated automatically
each second of the record.
 Epoch Analysis:
 “All record” – the analysis epochs of all record are analyzed. The analysis results are updated automatically at the addition, the removal and the moving of
epochs. If the analysis epochs are missed, nothing is displayed in the window.
The analysis results of each epoch are averaged.
 “Functional test” – only epochs included in this functional test are analyzed.
The analysis results are updated automatically at the addition, the removal and
the moving of epochs. If the analysis epochs are not included in this test, nothing is displayed in the window. The analysis results of each epoch are averaged.
To select the functional test for the analysis at the epoch analysis, you can use
the combo-box in the left top corner of the window (Fig. 6.2). The list contains only
those functional tests that were recorded during an exam.

Fig. 6.2. The selection of the functional test for the analysis.

When the functional test is selected from the list, the automatic navigation to the beginning of the selected functional test occurs. On the contrary, while moving over EEG
to the functional test, the analysis results of the current functional test are displayed
automatically in the analysis window. Thereby the synchronous review of EEG traces
and analysis results is provided.
Simultaneously you can use several analysis windows for EEG analysis. You can arrange them arbitrary on the screen. The analysis windows can be in several positions:
 Floating position – the window can be moved to any point of the screen. To move
the window, press the window heading with the left mouse button and without releasing it, drag the window in the required position. If you wish to change the size of
the floating window, point the mouse cursor to the right bottom corner of the window, press the left mouse button and without releasing it, change the size of
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the window. The window in the floating position can overlap some parts of EEG
traces that is why such position is not always convenient (Fig. 5.25).
Docked position – each window can be attached to left, right, top or bottom part of
the working area of main program window. For example, “Exam Inspector” (see section 5.15.1 “Exam Inspector”) is better to attach to the left or right part and “EEG
Trend” (see section 6.4.17 “Trends”) to the bottom one. In the attached position the
window does not overlap EEG traces. Several windows as the tabs can be attached to
one border of main program window. To attach the window to any border of the main
window, press the window heading with the mouse and drag it to the required part of
the screen (Fig. 5.27, Fig. 5.28).
 Pop-up position – the window is hidden, only the heading is visible. To display
the window, point the mouse cursor on the visible heading. After the end of operation with the window, it will automatically switch to the hidden position. To switch
the window to the pop-up position, press button in the right top corner of the window (Fig. 5.29).
To save the current layout of the analysis windows, you can use the working tables
option described in section 5.16 “Work Tables”.

6.4.1. Bandpass Filter
Besides the filtration at EEG acquisition (see section 4.3 “Filter Setup”) it is sometimes
useful to apply the bandpass filter to EEG traces (at the further review and analysis) to
select the standard EEG rhythms distinctly or remove noises and artifacts. Using
“Bandpass filter” window (Fig. 6.3) you can apply different filters corresponding to the
standard rhythms to EEG record. Besides, you can use the arbitrary bandpass filter
with the specified bandpass. To show or hide “Bandpass filter” window, use
View|Analysis windows|Bandpass filter menu command or the corresponding button on “Analysis” toolbar (see the Annex 1).

Fig. 6.3. The bandpass filter.

Using “Filter type:” combo-box, you can select the bandpass filter corresponding to
the standard rhythm or the arbitrary bandpass filter. Also, you can set the filter order.
The higher is the filter order, the better is the filtration quality and the slower it works.
To perform the filtration, you can specify the number of passes. Usually the singlepass filters make a definite phase shift to the signal. To avoid the phase shift,
the double-pass filtration can be used.
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You can specify the bandpass for the arbitrary filter using the input boxes for the low
cutoff frequency and high cutoff frequency. The cutoff frequencies for the bandpass filters corresponding to the standard rhythms are specified in the settings of the particular rhythm. The settings of the standard rhythms are downloaded from the current
analysis style (see section 8.7.1 “Analysis Styles”).

6.4.2. Instant Amplitude
To assess the EEG amplitude, you can use the calibration cuts (see section
5.15.7 “Calibration Cuts”). Also, to define the amplitude of one EEG wave or group of
waves you can use the wave measurement mode (see section 5.5 “Wave Measurement Mode”).
To define accurately EEG amplitude at a certain moment of the recording, use Analysis|Amplitude analysis|Instant amplitude menu command or the corresponding
button on “Analysis” toolbar (see the Annex 1).
In instant amplitude measurement mode, the instant position marker is displayed on
EEG traces, and the amplitude measured relative to the baseline for each derivation
at a certain moment is shown to the left of EEG trace buttons (Fig. 6.4).

Fig. 6.4. Instant EEG amplitude.

When the marker is dragged with the mouse or during the navigation over EEG
traces, the values of the measured amplitudes are recalculated automatically. To hide
the instant position marker and the amplitude panel, use Analysis|Amplitude analysis|Instant amplitude menu command or the corresponding button on the toolbar.
Also, you can use the context menu. To do this, point the mouse cursor on the instant
position marker or the amplitude panel and right-click it.
The topographic map of the instant amplitudes can be displayed on the screen besides the values of the instant amplitudes (Fig. 6.5). The topographic map of the instant values of the amplitudes is semitransparent and allows to review the results of
the amplitude mapping at a certain moment simultaneously with EEG review. If you
move the measuring marker, the map will also move. It gives an opportunity to follow
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the dynamics of EEG amplitude distribution in time. Using the context menu you can
copy the topographic map of instant amplitudes to the report.

Fig. 6.5. The mapping of the instant values of EEG amplitude.

To refuse the displaying of the topographic map of the instant values of EEG amplitude on the screen, use the context menu while dragging the measuring marker. To
do this, point the mouse cursor on the marker of the instant position or the amplitude
panel and right-click it.

6.4.3. Table of Amplitudes
The “Amplitude table” window is intended to show the instant, average and maximum
EEG amplitudes in the derivations (Fig. 6.6). To show or hide this window, use
Analysis|Amplitude analysis|Amplitude table menu command or the corresponding button on “Analysis” toolbar (see the Annex 1). The table shows the results of
the amplitude measurement in the derivations. The settings of the amplitude analysis
are downloaded from the current analysis style (see section 8.7.1 “Analysis Styles”).

Fig. 6.6. Table of amplitudes.
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Using the context menu, you can change the visibility of the table columns and copy it
to the current report. If you select the table row, the corresponding derivation is activated in EEG traces window. And vice versa if you change the active derivation in
EEG traces window, the selected table row will change.
The table contains data on minimum, maximum and average amplitude on the selected fragment, amplitudes at the start and at the end of the selected fragment, endstart difference, root mean square amplitude value and Lempel-Ziv compression ratio.
Lempel-Ziv compression ratio characterize signal repeatability. The better signal repeatability, the higher compression ratio. For healthy person this value may vary from
60% up to 90%, and for patients with Alzheimer disease and other cerebral disorders
it may decrease to 40%. You can monitor the treatment or the disease progress observing the time variation of the Lempel-Ziv compression ratio.
To display the table data as topographic maps, use “Amplitude maps” window (see
section 6.4.4 “Amplitude Mapping”). To show the results of the amplitude analysis by
standard EEG rhythms, use “Standard EEG rhythm amplitude” window (see section
6.4.6 “Amplitude of Standard EEG Rhythms”).

6.4.4. Amplitude Mapping
To display the results of the amplitude analysis as topographic maps, use “Amplitude
mapping” window (Fig. 6.7). To show or hide this window, use Analysis|Amplitude
analysis|Amplitude maps menu command or the corresponding button on
the “Analysis” toolbar (see the Annex 1). In this window you can see six topographic
maps simultaneously or each map separately. To select the topographic map, use
the combo-box located on the toolbar in the top part of the window. Also, using
the toolbar you can select the view of the topographic maps (2D or 3D), specify
the visibility of the electrodes on the maps and the synchronous rotation for 3D maps
(Fig. 6.8).
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Fig. 6.7. Amplitude mapping.

Fig. 6.8. 3-D amplitude mapping.

Note: The use of 3D mapping is possible only if Microsoft DirectX of 9.0с version is installed on
the computer (see section 1.2 “Program Setup”).

The settings of the topographic maps (the palette, the resolution, etc.) are
downloaded from the analysis style (see section 8.7.1 “Analysis Styles”) but you can
change them using Setup context menu command (Fig. 6.9). Also using the context
menu, you can copy the separate topographic map or all maps to the current exam
report.

Fig. 6.9. The settings of the parameters of the amplitude analysis and the topographic mapping.
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Using the settings of this window you can control the parameters of the amplitude
analysis. Also, you can setup the parameters of the topographic mapping. You can
change the quality of the topographic maps from the low one (to speed up the repainting) up to ideal one (for more detailed displaying), the map view (flat 2D or 3D), specify the color palette, the electrode visibility, the sweep step (see section 6.4.5
“Amplitude Scanning”) and the step of the palette change.
The color palette can consist of two or more colors. You can select one of the offered
color palettes using the combo-box (Fig. 6.9) or you can create your own ones using
the palette manager (Fig. 6.10).

Fig. 6.10. The manager of the palette for the topographic maps.

Using this manager, you can change any palette in the list of the available ones, create the new ones and remove the existing ones.
In the bottom part of the topographic map window (Fig. 6.7), (Fig. 6.8) the current palette bar and the boundary values of the amplitude for the mapping are located.
The “Auto” checkbox means that the boundary values of the mapping amplitude are
calculated automatically based on the minimum and maximum values of EEG amplitude. If you wish, you can uncheck the “Auto” checkbox, and change the boundary
values of the mapping amplitude. It will allow you to generate the topographic map in
a definite amplitude range.
You can also open “Amplitude mapping” extra window as for other analysis windows
using the corresponding button on the toolbar. The extra analysis window allows to
compare the parameters of the different record fragments.

6.4.5. Amplitude Scanning
The “Amplitude scanning” analysis window (Fig. 6.11) is intended to display an instant
amplitude with a definite step specified in the analysis style (see section
8.7.1 “Analysis Styles”), to show the dynamics of EEG amplitude change. You can
change the scanning step in the amplitude analysis settings manager (Fig. 6.9) using
the context menu. To show or hide the amplitude scanning window, use Analy95
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sis|Amplitude analysis|Amplitude scanning menu command or the corresponding
button on the “Analysis” toolbar (see the Annex 1).

Fig. 6.11. Amplitude scanning.

The amplitude scanning window contains two tabs: “Table” and “Mapping”. The “Table” tab shows from 9 up to 36 values of the amplitudes by the derivations measured
with the scanning step. The first column contains the amplitudes measured at the beginning of the current EEG page or the selected EEG fragment (see section
5.10 “Selection of EEG Fragments”). The “Mapping” tab (Fig. 6.12) represents from 9
up to 36 topographic maps corresponding to the table columns.

Fig. 6.12. The amplitude scanning mapping.
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Using the context menu you can adjust the parameters of the amplitude analysis and
the topographic mapping (Fig. 6.9). Also in the window with settings you can specify
the scanning step and map quantity (9, 16, 25 or 36).
Using the toolbar you can choose any map for the detailed study. Also using the toolbar buttons, you can choose the topographic mapping view (2D or 3D) and specify
the visibility of electrodes on the maps.
In the bottom part of the “Topographic mapping” tab the current palette bar and
the boundary values of the amplitude for the mapping are located. The “Auto” checkbox means that the boundary values of the mapping amplitude are calculated automatically based on the minimum and maximum values of EEG amplitude. If you wish,
you can uncheck the “Auto” checkbox, and change the boundary values of the mapping amplitude. It will allow you to display the topographic maps in a definite amplitude
range.

6.4.6. Amplitude of Standard EEG Rhythms
To display EEG amplitude separately by rhythms, use “Rhythms amplitude” window
(Fig. 6.13). To show or hide the “Rhythms amplitude” window, use
Analysis|Amplitude analysis|Rhythms amplitude menu command or the corresponding button on the “Analysis” toolbar (see the Annex 1).

Fig. 6.13. Table with EEG rhythm amplitudes.

The “Rhythms amplitude” window contains three tabs: “Table”, “Mapping” and “Histograms”. The columns of “Table” tab show the standard EEG rhythm amplitudes of
the analyzed record fragment by the derivations. Using the toolbar, you can display
the average, maximum and minimum amplitudes of the standard EEG rhythms or assymetry of standard EEG rhythms amplitude in percents in the table. If you use Setup
context menu item and the corresponding toolbar button, you can change the parame97
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ters of the amplitude analysis (Fig. 6.9). Using the context menu, you can copy
the analysis results to the current exam report. Also, you can display the analysis results as the topographic maps (Fig. 6.14) and the histograms (Fig. 6.15).
Using the toolbar of “Mapping” tab (Fig. 6.14), you can display simultaneously
the amplitude maps of all standard EEG rhythms or the selected map separately for
its detailed study. Also, you can choose the mapping view (2D or 3D), specify the visibility of the electrodes on the maps and the synchronous rotation for 3D maps using
the toolbar buttons.

Fig. 6.14. The amplitude mapping of EEG rhythms.

In the bottom part of the “Mapping” tab, the current palette bar and the boundary values of the amplitude for the mapping are located. The “Auto” checkbox means that
the boundary values of the mapping amplitude are calculated automatically based on
the minimum and maximum values of EEG amplitude. If you wish, you can uncheck
the “Auto” checkbox, and change the boundary values of the mapping amplitude. It
will allow you to display the topographic map in a definite amplitude range.
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On the “Histograms” tab (Fig. 6.15) you can see the histograms for EEG derivations
consisting of five columns of standard EEG rhythms. The column height corresponds
to the amplitude of the rhythm. All the histograms are made in one scale. The name of
the derivation for which the histogram was generated is displayed in the left top corner. The color of histogram columns is defined by the corresponding rhythm color in
the current color scheme (see section 8.4 “Color Scheme”).

Fig. 6.15. The amplitude of standard EEG rhythms. The histograms.
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You can also open “Amplitude mapping” extra window as for other analysis windows
using the corresponding button on the toolbar. The extra analysis window allows to
compare the parameters of the different record fragments. For example, to compare
the average EEG amplitudes during “Background record” and “Open eyes”, it is required to display two windows “Rhythms amplitude” on the screen, specify the analysis type “Epochs analysis” for them and select “Background record” in the first window
and “Open eyes” in the second one (Fig. 6.16) for the analysis.

Fig. 6.16. The comparison of the amplitudes of standard EEG rhythms in two functional tests.

6.4.7. Spectrum Graphs
The spectral EEG analysis performed with the use of the fast Fourier transform (FFT)
allows to transfer the recorded signal from the time domain to the frequency one.
The use of the frequency notation of the signal is the integral part of the modern
mathematical EEG analysis. To perform the fast Fourier transform in the continuous
recorded signal, the stationary fragments of the record called “analysis epochs”
should be selected. In Neuron-Spectrum.NET the analysis epoch can be of the arbitrary length. In the acquisition style you can set the analysis epoch length calculated
in seconds by default. For the fast Fourier transform it is required to have the analysis
epoch with length equal to 2 in N power of counts. To rid a user of the necessity to
calculate the number of counts at the specified sampling rate,
Neuron-Spectrum.NET provides the algorithm of automatic calculation of epoch
length for the fast Fourier transform depending on the specified length of analysis epoch in the acquisition style. For example, the analysis epoch length will be 2500
counts at 500 Hz sampling rate and for this length of analysis epoch equal to 5 sec-
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onds. At that, the epoch length for the fast Fourier transform will be 2048 counts (two
in eleventh power). Thus, 2 epochs by 2048 counts with the overlapping will be analyzed for the spectral analysis of all epoch with 2500 counts duration (Fig. 6.17).
The analysis results of two epochs will be averaged.

Fig. 6.17. The scheme to calculate epoch length for fast Fourier transform.

The “Spectrum graphs” analysis window (Fig. 6.18) is intended to display the graphs
of spectrum amplitude and spectrum power by the derivations. To show or hide
the “Spectrum graphs” window, use Analysis|Spectral analysis|Spectrum graphs
menu command or the corresponding button on the “Analysis” toolbar (see
the Annex 1).

Fig. 6.18. The “Spectrum graphs” window.
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The spectrum graphs in all visible EEG derivations are shown in this window. The signal frequency is on the abscissa axis, the amplitude or the spectrum power (depending on the settings) is on ordinate axis. You can change the analysis parameter,
the graph scale and window function using the toolbar. Also, using the toolbar buttons
you can arrange the spectrum graphs by 10-20 system (Fig. 6.19) and open “Spectrum graphs” extra window. The use of “Spectrum graphs” extra window allows to
compare the frequency spectrum of the different record fragments.

Fig. 6.19. Spectrum graphs arranged by 10-20 system.
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For example, to compare the frequency of EEG spectrum during “Background record”
and “Open eyes”, it is required to display two “Spectrum graphs” windows on
the screen, specify the analysis type “Epochs analysis” for each of them and select
“Background record” in the first window and “Open eyes” in the second one
(Fig. 6.20).

Fig. 6.20. The comparison of spectrum graphs of two functional tests.

Using [+] and [-] keys of your computer keyboard you can change the scale of spectrum graphs.
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To activate the settings of the spectral analysis parameters you can use “Frequency
spectrum settings” item of the context menu (Fig. 6.21). Also using the context menu,
you can copy the spectrum graphs to the current position of the active report of
an exam.

Fig. 6.21. The frequency spectrum settings.

In the settings window you can set the window function (it is required to smooth
the edge effects at the spectral analysis), analysis parameter (the amplitude or
the power), the scale of the spectrum graphs, the threshold percent of the asymmetry
by hemispheres and the percent to calculate the spectral boundary. In the parameters
of the spectrum graph displaying you can set the visibility of the measuring marker (to
define the amplitudes of the graphs at the selected frequency), the visibility of the instant value map, the visibility of the rhythm panel of the waves (under abscissa axis),
indicate to fill the area under the spectrum graphs or not. The color of filling corresponds to the rhythm color from the current color scheme (see section 8.4 “Color
Scheme”). Also, you can set the frequency range to display the spectrum graphs. If
you use the frequency range which differs from standard EEG rhythm ranges, you can
change it using [ * ] and [ / ] keys of the computer keyboard.
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The values of the graphs amplitudes on the specified frequency for each derivation
are displayed in the “Spectrum graphs” window at the visible measuring marker. Besides, the visualization of the topographic map of the graphs values on the specified
frequency is possible at the measuring marker shift (Fig. 6.22).

Fig. 6.22. The visualization of the values of the spectrum graphs on the specified frequency.

The topographic map of the graph values on this frequency is semitransparent. It appears automatically at the left mouse button pressing, moves together with the measuring marker. Using the context menu, which is available at the right mouse button
clicking, you can copy the map of the instant values to the current position of the active report.
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The “Spectrum graphs” window provides the function of the detailed representation of
separate spectrum graphs and their comparison. For the detailed representation of
one graph, choose it by clicking the derivation name with the left mouse button and
use the “Detailed view of spectrum graphs” command of the context menu. To display
two or more spectrum graphs and compare them, choose several graphs. To do this,
press [Ctrl] key on the keyboard and without releasing it, click the derivation names of
the required graphs with the left mouse button. Then, use the “Detailed view of spectrum graphs” command of the context menu (Fig. 6.23).

Fig. 6.23. The detailed view and comparison of spectrum graphs.

For each graph in the detailed view window you can set the visibility and the parameters of the representation (2D, 3D, colors, filling). The area under the graph is calculated for the graphs. When two graphs are compared, the percent of their mutual correlation and area ratio are calculated.
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6.4.8. Frequency Characteristics
For the table representation of the frequency characteristics of a signal use “Spectrum
table” analysis window (Fig. 6.24).To show or hide the “Spectrum table” window, use
Analysis|Spectral analysis|Spectrum table menu command or the corresponding
button on the “Analysis” toolbar (see the Annex 1).

Fig. 6.24. Frequency characteristics.

This window contains two tabs. On “By rhythms” tab you can review the parameters of
each rhythm separately or the total range of the frequencies. Using the toolbar you
can specify the frequency range for the analysis (separately by rhythms or the total
frequency range), analysis parameter (amplitude or power) and the window function
(to smooth the edge effects). Using the context menu you can setup the visibility of
the separate columns of the table and copy the table in the current report or export it
to MS Excel.

107

Neuron-Spectrum.NET (Version 3) (User Manual)

On “By parameter” tab (Fig. 6.25) you can compare the values of this parameter by all
standard EEG rhythms. Using the toolbar you can select the analysis parameter. Using the context menu you can setup the visibility of the separate columns of the table
and copy the table in the current report of an exam or export it to MS Excel.

Fig. 6.25. The frequency characteristics by parameter.

You can open “Spectrum table” extra window, as for other analysis windows, using
the corresponding button on the toolbar. The extra analysis window allows to compare
the parameters of the different record fragments.
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6.4.9. Spectrum Mapping
To display the frequency characteristics of the signal as maps, use “Spectrum mapping” window (Fig. 6.26). To show or hide this window, use Analysis|Spectral analysis|Power spectrum maps menu command or the corresponding button on
the “Analysis” toolbar (see the Annex 1).

Fig. 6.26. The spectrum power mapping.

Using the toolbar, you can select the maps, which are visible on the screen (all together or separately), the mapping value (total, average or maximum amplitude or
spectrum power, index of standard EEG rhythms or hemispheric assymetry),
the maps view (2D or 3D), the visibility of the electrodes on maps and synchronous
rotation for 3D maps. Using the context menu, you can copy any map to the current
report of an exam and adjust the mapping parameters (Fig. 6.27).
In the bottom part of the window the current palette bar and the boundary values of
the mapping amplitude are located. The “Auto” checkbox means that the boundary
values of the mapping amplitude are calculated automatically based on the minimum
and maximum values of EEG amplitude. If you wish, you can uncheck the “Auto”
checkbox, and change the boundary values of the mapping amplitude. It will allow you
to display the topographic maps in a definite amplitude range.
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You can open “Spectrum mapping” extra window, as for other analysis windows, using the corresponding button on the toolbar. The extra analysis window allows to
compare the parameters of the different record fragments.

Fig. 6.27. The setup of the mapping parameters.

In the settings window you can set the quality of the topographic maps (from the low
one to speed up the repainting up to ideal one for more detailed displaying), their view
(2D or 3D), select the color palette or create a new one for the mapping (Fig. 6.10),
the electrodes and its positions visibility on maps and step of the palette change.

6.4.10. Frequency Scanning
The “Frequency scanning” window is intended to display the scanning of the recorded
signal by the frequency (Fig. 6.28). To show or hide this window, use
Analysis|Spectral analysis|Frequency scanning menu command. Using “Frequency scanning” window you can assess the distribution of the amplitude or spectrum power by narrow frequency ranges.

Fig. 6.28. The frequency scanning.
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This window contains two tabs. The “Table” tab provides the table representation of
the frequency scanning of the signal. The “Mapping” tab (Fig. 6.29) presents the mapping of the frequency spectrum power or amplitude in the narrow frequency ranges.
Using the toolbar, you can choose the maps for the representation and the electrodes
visibility on the maps.

Fig. 6.29. The frequency scanning mapping.

Using the context menu, which is available by the right mouse button pressing, you
can copy the table and the maps to the current position of the active report of an exam
or adjust the spectral analysis parameters (Fig. 6.21).
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6.4.11. Bispectral and Bicoherence Analysis
To perform the bispectral and bicoherence analysis, “Bispectral analysis” special window is provided in Neuron-Spectrum.NET software (Fig. 6.30). To show or hide this
window, use Analysis|Spectral analysis|Bispectral analysis menu command.

Fig. 6.30. The window with bispectral analysis results.

Using this window toolbar you can display 3D graph or 2D map of bispectral or bicoherence of the selected derivations. It should be noted, that the calculation of bicoherence in one analysis epoch is useless that is why it is required to use several selected
analysis epochs for the calculation.
The slices of this graph by the selected frequency (besides bispectrum or bicoherence
graph) are shown in the bottom part of the window.
Using the context menu which available by the right mouse button clicking, you can
set up the parameters of the bispectral analysis (Fig. 6.21) and copy the analysis results in the current position of active report of an exam.
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6.4.12. Correlation Analysis
Neuron-Spectrum.NET provides the possibility to perform the correlation analysis. To
calculate and present the autocorrelation functions for EEG derivations, use “Autocorrelation” analysis window (Fig. 6.31). To show or hide the “Autocorrelation” window,
use Analysis|Correlation analysis|Autocorrelation menu command or the corresponding button on the “Analysis” toolbar (see the Annex 1). This window can be used
both in the express-analysis mode and for the epoch analysis. In the top part of
the window, you can specify the time interval for the autocorrelation function calculation. Please, pay attention that this time interval should not be too long. You can open
“Autocorrelation” extra window, as for other analysis windows, using the corresponding button on the toolbar. The extra analysis window allows to compare the parameters of the different record fragments.

Fig. 6.31. The graphs of autocorrelation functions.

The “Autocorrelation” window contains three tabs. The “ACF graphs” tab represents
the graphs of autocorrelation functions for all EEG derivations visible on the screen.
The graphs length depends on the time interval of the autocorrelation. The measuring
marker represented as the vertical red bar is intended for the displaying of the instant
values of the autocorrelation functions values. At the shift of the measuring marker
with the use of the mouse, the topographic map of the instant values can be displayed
on the screen (Fig. 6.32). The current position of a marker is shown in the status line
in the bottom part of the window.
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The area under the graphs of the autocorrelation functions can be filled with the trace
color. Using the toolbar buttons, you can set up the scale and the view of the autocorrelation functions graphs. With the use of the context menu the autocorrelation functions graphs can be copied to an exam report.

Fig. 6.32. The instant values of the autocorrelation functions.

The “Table” tab of the “Autocorrelation” window (Fig. 6.33) is intended to show the parameters of the autocorrelation functions. Using the context menu, you can change
the visible columns of the table and copy the table to the current exam report or export
it to MS Excel.

Fig. 6.33. The parameters of the autocorrelation functions.
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The topographic maps of the autocorrelation functions parameters are shown in
“Mapping” tab (Fig. 6.34). Using the buttons on the toolbar you can select the topographic maps visible on the screen and set up their view. Also, you can change the parameters of the topographic maps and copy the maps to the report with the use of
the context menu.

Fig. 6.34. The mapping of the autocorrelation functions parameters.
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Besides the “Autocorrelation” window, the “Crosscorrelation” window is also provided
for the correlation analysis performing (Fig. 6.35). This window is intended for the calculation and the visualization of the crosscorreclation function for the specified EEG
derivations. The “Crosscorrelation” window can be used both in the express-analysis
mode and for the epoch analysis. You can open “Autocorrelation” extra window, as for
other analysis windows, using the corresponding button on the toolbar. The extra
analysis window allows to compare the parameters of the different record fragments.

Fig. 6.35. The graphs of the correlation functions.

Both in “Autocorrelation” window and in “Crosscorrelation” window you can set
the time interval to calculate the crosscorrelation functions. The length of the crosscorrelation function graphs depends on this time interval. The difference between two
above mentioned windows is that the number of the displayed functions for the crosscorrelation in the “Crosscorrelation” window does not depend on the number of EEG
derivations visible on the screen, it depends on the quantity of the derivation pairs in
the current list of the derivation pairs for the crosscorrelation analysis. You can select
the list of the derivation pairs using the combo-box on the toolbar. With the use of
button you can edit the existing lists of the derivations pairs and create the new ones.
The manager of derivation pairs (Fig. 6.36) has the same principles as the montages
manager (Fig. 8.4). The only exception is that in the derivation pair manager you can
indicate the links between the derivations without creating them.
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Fig. 6.36. The manager of derivation pairs.

Using the toolbar buttons of the “CCF graphs” tab, you can control the scale and
the view of the crosscorrelation function graphs. The area under the graphs can be
filled. By shifting the measuring marker with the use of the mouse, you can review
the instant values of the crosscorrelation functions and the map of the instant values
(Fig. 6.37). With the use of the context menu, the autocorrelation functions graphs can
be copied to an exam report.

Fig. 6.37. The map of the instant values of the crosscorrelation functions.
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The parameters of the crosscorrelation functions can be specified in “Table” tab of
the Crosscorration” analysis window (Fig. 6.38).

Fig. 6.38. The results of crosscorrelation analysis.

Using the context menu you can change the visible columns of the table and copy it to
the current exam report or export to MS Excel.
The parameters of the crosscorrelation functions can be set in “Mapping” tab of
the “Crosscorrelation” analysis window (Fig. 6.39).

Fig. 6.39. The maps of the parameters of the crosscorrelation functions.
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Using the combo-box on the toolbar, you can control the maps visibility, and using
the context menu, you can copy the maps to the current exam report.

6.4.13. Coherent Analysis
The “Coherency” analysis window is intended to calculate and visualize the coherence
spectra (Fig. 6.40). To show or hide this window, use Analysis|Coherent analysis|Coherence menu command or the corresponding button on the “Analysis” toolbar
(see the Annex 1).

Fig. 6.40. The graphs of coherence spectra.

The “Coherence” analysis window can be used both in the express-analysis mode
and for the epoch analysis (pay attention that it is recommended to use at least five
epochs to perform reliable calculation of coherence spectra). You can open “Coherence” extra window, as for other analysis windows, using the corresponding button on
the toolbar. The extra analysis window allows to compare the parameters of the different record fragments. Using the toolbar, you can specify the parameter for the calculation of the frequency band (amplitude or power spectrum), the window function
and the current list of the derivation pairs participating in the coherent analysis. To
control the scale and the parameters of the graph visualization, you can use the toolbar buttons or the context menu.
The area under the graphs can be filled by the trace color or by the standard EEG
rhythm colors. By shifting the measuring marker with the use of the mouse, you can
review the instant values of the coherence and the map of the instant values. The current frequency of the measuring marker is displayed in the status line located in
the bottom part of the window. With the use of the context menu, the coherence
graphs can be copied to an exam report.
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The parameters of the coherence spectra are shown on “Table” tab of the “Coherence” window (Fig. 6.41).

Fig. 6.41. The parameters of the coherence spectra.

Using the context menu, you can change the columns of the table which are visible on
the screen and copy the table to the exam report or export to MS Excel. Using
the combo-box on the toolbar, you can choose the frequency range for the calculation
(all bandpass or separate rhythm).
The maps of the parameters of the spectra coherence by standard EEG rhythms are
shown on the “Mapping” tab of the “Coherent” analysis window (Fig. 6.42).

Fig. 6.42. The mapping of the parameters of the coherence spectra.
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Using the toolbar, you can select the maps to be visible on the screen and the mapping parameter. You can copy the maps to the current exam report using the context
menu.

6.4.14. Periodometric Analysis
During the periodometric analysis amplitude and half-period for each EEG wave are
calculated. Maximum amplitudes, average amplitudes, wave rhythm indexes, average
frequencies of wave rhythms can be analysed (Fig. 6.43). The results of the analysis
can be shown as table, maps or diagrams (Fig. 6.44).

Fig. 6.43. The periodometric analysis table.
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Fig. 6.44. Topographic maps and histograms of periodometric analysis.

Besides, the results of periodometric analysis (express analysis or epoch analysis)
can be represented as amplitude distribution histograms and wave period distribution
histograms. These histograms show the prevalence percentage of the specific amplitude or wave period in the analysed segment, respectively (Fig. 6.45).

Fig. 6.45. Periodometric analysis histogram.

122

EEG Analysis

Click the right mouse button to get to the context menu. You can copy the analysis results to the current exam report, or change periodometric analysis settings (Fig. 6.46).

Fig. 6.46. The settings of the periodometric analysis parameters.

6.4.15. Comparative Analysis
The “Comparative analysis of epochs” window is intended to compare two fragments
of EEG record (Fig. 6.47). To show or hide this window, use
Analysis|Comparative analysis|Comparative analysis of epochs menu command
or the corresponding button on the “Analysis” toolbar (see the Annex 1). The analysis
epochs should be selected in the record to compare two EEG fragments in the record
(see section 5.13 “Arrangement of Analysis Epochs”).

Fig. 6.47. The comparative analysis.
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On the toolbar you can select the template of the comparative analysis from the
combo-box. The template of the comparative analysis contains the information about
button on the toolbar you can
the epochs of functional tests to be compared. Using
set up the templates of the comparative analysis (Fig. 6.48).

Fig. 6.48. The setting of the comparative analysis templates.

In the settings of the comparative analysis templates you can create the new ones,
edit and remove the existing templates of the comparative analysis.
In the top part of the window (Fig. 6.47) there are two lists of the epochs which are divided by the functional tests. The left list is intended for the selection of the initial EEG
fragment and the right one is for the selection of the fragment for the comparison. In
the bottom part of the window the results of the comparative analysis of the selected
record fragments are displayed. The results of the analysis are displayed on the three
tabs: by both hemispheres, by the left hemisphere, by the right hemisphere.
You can select both each epoch separately and all epochs of the functional test together. At the selection of the epochs, the analysis results are updated automatically.
Besides, the shift to the beginning of the selected epoch or the test in EEG window is
performed automatically at the selection of an epoch or the functional test in the initial
list of epochs. If you select the epoch or the test in the comparison window, the navigation in extra EEG window (see section 5.15.2 “Extra EEG Window”) occurs, in case
it is visible. The use of an extra window allows to see both compared EEG fragments
simultaneously. If an extra window is not visible, the navigation is carried out in
the main window for both lists of the epochs.
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Using the context menu, you can copy the results of the comparative analysis to
the current exam report. You can change the settings of the comparative analysis
(Fig. 6.49) with the use of the context menu. The settings of the comparative analysis
are downloaded from the current analysis style by default (see section 8.7.1 “Analysis
Styles”).

Fig. 6.49. The settings of the comparative analysis.

In the “Comparative analysis settings” window you can indicate the wave rhythms participating in the comparison and the comparison criteria. Also, you can set up the view
of the analysis results (conclusion, spectrum graphs, topographic maps, histograms,
color palette of the histograms). At the change of the settings, the analysis results are
updated automatically.
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6.4.16. Mapping of Functional Tests
The “Functional tests mapping” window (Fig. 6.50) is intended to display simultaneously the topographic maps for all functional tests performed during an exam. To
show or hide this window, use Analysis|Comparative analysis|Functional tests
mapping menu command or the corresponding button on the “Analysis” toolbar (see
the Annex 1). The analysis epochs should be selected first in the performed exam.
The epochs of each functional test are analyzed.

Fig. 6.50. The maps of functional tests.
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Using the toolbar in the top part of the window you can select the view of the displayed topographic maps and the visibility of the electrode arrangement on the map.
The following types of the mapping can be visualized in this window for the comparison:
 the average EEG amplitude mapping;
 the maximum EEG amplitude mapping;
 the mapping of average spectrum power (or spectrum amplitude);
 the mapping of maximum spectrum power (or spectrum amplitude);
 the mapping of indices of standard EEG rhythms;
 the mapping of the average coherence spectra;
 the mapping of the maximum coherence spectra.
In the bottom part of the window the current palette bar and the boundary values for
the mapping scale are located. The “Auto” checkbox means that the boundary values
of the mapping scale are calculated automatically based on the minimum and maximum values of the mapping function. If you wish, you can uncheck the “Auto” checkbox, and change the boundary values of the mapping scale. It will allow you to display
the topographic map in a definite amplitude range.
Using the context menu (Fig. 6.51) you can set up the mapping parameters, copy
the visible maps to the current exam report and also control the visibility of the separate rows and columns of the table. For example, you can exclude some functional
tests from the analysis and select only the required standard EEG rhythms.

Fig. 6.51. The context menu of “Functional tests mapping” window.
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6.4.17. Trends
The “EEG and PSG trends” window (Fig. 6.52) is intended to display the different
trends of the record. To show or hide this window, use Analysis|Trends menu command or the corresponding button on the “Analysis” toolbar (see the Annex 1).

Fig. 6.52. The frequency spectrum trend.

By default the toolbar of this window can be hidden to save the space for trend visualization. To show the toolbar, choose the corresponding context menu item with right
mouse button. With the toolbar you can calculate the trends, shift over them, adjust
the sweep speed, set the time scale, control the event marker visibility and information
panel, select the visible trends: the trend of the frequency spectrum (Fig. 6.52),
the trend of standard EEG rhythm indices (Fig. 6.55), the trend of the average or
maximum EEG amplitude (Fig. 6.56), the trend of the number of spikes and sharp
waves, the trend of amplitude-integrated EEG (see section 12.1 “Amplitude-integrated
EEG”), etc.
The record artifacts are marked with grey color on trends, the current position on EEG
is indicated by red vertical line. The time scale is located in the bottom part of the window. The sweep speed control allows you to fit the trend to the current width of “EEG
and PSG trend” window or specify the required sweep speed, for example, 6 cm/hour
as it is done at amplitude-integrated EEG trend visualization (see section 12.1
“Amplitude-integrated EEG”). For each visible trend you can set the derivations to calculate it. It can be done in “EEG and PSG trend” window (Fig. 6.53). If all visible derivations are selected to calculate the trend, then all visible derivations will be analyzed.
To exclude one or several EEG derivations from the calculation, hide them (see section 5.3 “EEG Review”). In “EEG and PSG trend” window you can add EEG and PSG
trends, change their visibility and order, indicate the derivations to calculate the trend
and the necessity to fill the area under the trends.
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Fig. 6.53. The selection of derivations to calculate the trend.

As soon as you customized the visibility of trends and derivations for calculation,
press “OK” button. In “EEG and PSG trends” window you can see the selected trends.
If the long-term record is analyzed, the trend calculation may take a lot of time. As far
as trend calculation is displayed separately, you can continue the operation with the
program even during the calculation (Fig. 6.54).

Fig. 6.54. Review of several trends.

The different controls can be integrated for different trends. For example, the panel of
standard EEG rhythms is located in the left part of the screen to show the frequency
spectrum trend, the right panel contains the palette of the trend colors with boundary
values. The boundary values of the spectrum amplitude for the palette are calculated
automatically but you can change them. At that, the view of the trend will also change.
If you point the mouse cursor over the trend, you can see the pop-up semitransparent
window with current trend parameters.
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Fig. 6.55. The trend of alpha rhythm index.

When rhythm index trend is calculated (Fig. 6.55), the current calculated rhythm index
is displayed in the top part of the current position bar. The boundary values of
the trend are shown in the right part of the window (from 0 to 100%). When you
change them, the trend height also changes. The maximal value of the rhythm index,
length of analysis epoch to calculate the trend, number of epochs and derivations to
calculate the trend are shown in pop-up window in the top part of the window.

Fig. 6.56. The trend of average EEG amplitude.

At the calculation of EEG amplitude trends (Fig. 6.56), the current EEG amplitude is
shown in the top part of the current position bar. The boundary values for the trend
are given in the right part of the window. The boundary values are calculated automatically but you can change them. In the top part of the window (in the pop-up window) the maximum amplitude, the length of the analysis epoch at the trend calculation, the number of epochs and derivations to calculate the trend and the epoch number are displayed.
Using the context menu, you can copy any trend or all visible trends to the current
exam report. The parameters of calculation and displaying of some trends can be
changed using the context menu.
The number and the arrangement of the trend windows and also the derivations selected for the calculation are saved in the work table (see section 5.16 “Work Tables”)
and restored at the next exam opening.
If the trend windows are opened during the exam recording, the analysis results are
updated in them automatically in the time intervals which are proportional to the record duration. At that the last obtained values will be displayed at information panels
of trends (Fig. 6.57).
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The information panel with the current trend value (Fig. 6.57) is displayed in the right
part of the trends. For example, the diagram of the wave rhythm power ratio is plotted
for the frequency trend. The information panel can be used either during the acquisition and both during the exam review.

Fig. 6.57. The example of information panel of EEG trend.

The following types of trends are available for review and analysis:


EEG trends:
 DSA – density spectral array is meant for the visual representation of EEG frequency structure in time.
 Delta rhythm index shows the variation of delta rhythm index in time.
 Theta rhythm index shows the variation of theta rhythm index in time.
 Alpha rhythm index (α-rhythm variability) shows the variation of alpha rhythm
index in time.
 Beta rhythm index shows the variation of beta rhythm index in time.
 Avarage amplitude shows the variation of EEG average amplitude in time.
 Maximal amplitude shows the variation of EEG average amplitude in time.
 Number of spikes and sharp waves shows the time distribution of spikes and
sharp waves.
 Ratio of alpha rhythm index to delta rhythm index shows the variation of this ratio in time.
 Ratio of alpha rhythm index to theta rhythm index shows the variation of this
ratio in time.
 Ratio of (alpha+beta) index to (theta+delta) rhythm index shows the variation of
this ratio in time.
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 Correlation of wave rhythm indices shows the correlation of all wave rhythms in
time.
 Full power spectrum trend shows the variation of full power spectrum with time.
 Amplitude-integrated EEG (aEEG) is a trend of amplitude-integrated EEG (see
section 12.1 “Amplitude-integrated EEG”).
 Anesthesia depth monitor (NINDEX) displays the variation of anesthesia depth
index when using NINDEX software (see section 8.8 “Anaesthesia Depth Monitor”).
 Ratio of alpha- and beta-rhythms indices shows the ratio of alpha- and betarhythm indices in time.
 Spectral entropy trend shows the variation of spectral entropy (first order derivative from power spectrum) in time.
 Burst per minute – shows the number of bursts per minute (see chapter
12 “Cerebral Function Monitoring”).
 Interburst interval shows the interval between bursts (see chapter 12 “Cerebral
Function Monitoring”).
 Impedance – shows the changes of impedance values obtained during
an exam.
 PSG trends (see chapter 11 “Neuron-Spectrum.NET):
 SpO2 trend – trend of oxygen saturation level changes occurred during exam
(Fig. 11.6).
 Respiratory trend shows the respiratory rate changes of a patient occurred during an exam.
 Abdominal effort trend shows the “Abdom” trace amplitude changes.
 Thorax effort trend shows the “Thorax” trace amplitude changes.
 Heart rate trend shows the heart rate changes during an exam (Fig. 11.7)
 Limb movement trend shows the amplitude changes of limb movement trace
(Fig. 11.8)
 Snoring trend shows snoring trace amplitude changes.
 Body position trend shows patient's body position changes occurred during
an exam.
 Eye movement trend shows the changes of eye movement trace amplitude occurred during an exam.
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 EMG amplitude trend shows EMG trace amplitude changes occurred during
an exam.
 CPAP pressure trend shows CPAP pressure changes occurred during
an exam.
 EtCO2 level trend shows EtCO2 level changes occurred during an exam.
 PTT (pulse transition time) trend shows PTT changes occurred during
an exam.
 Luminance trend shows the luminance changes occurred during an exam.
 Temperature trend shows patient’s body temperature changes occurred during
an exam.
 PSG events – shows PSG events selected during an exam (apnea, desaturation, snoring, tachycardia, etc.).
Besides the above-mentioned trends the hypnogram can be shown in hypnogram
marking mode in trend window (see section 11.2 “Hypnogram”).
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6.4.18. Epileptiform Activity
The “Epileptiform Activity” window is intended for the analysis of the epileptiform activity (Fig. 6.58). To show or hide this window, use Analysis|Epileptiform activity
analysis menu command or the corresponding button on the “Analysis” toolbar (see
the Annex 1).

Fig. 6.58. The window of the epileptiform activity analysis.

Using the toolbar buttons you can set up the parameters of search for epileptical activity phenomena, spikes and sharp waves, start the search of epileptical activity phenomena, delete all of epileptical activity phenomena, start search for spikes and sharp
waves, delete all detected spikes and sharp waves.
The tools to search the spikes and sharp waves and epileptiform activity
detector can speed up the search and manual arrangement of epileptiform
activity events. However it is not recommended to rely completely on these
software tools. The obtained results should be reviewed by qualified medical practitioner.
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On the “Table” tab (Fig. 6.58) of “Epileptiform activity” window the table of spikes and
sharp waves by the derivations is shown. The total quantity of recorded spikes and
sharp waves and its index (quantity per hour) can be seen in the status line under
the table. The maps of the quantitative and amplitude distribution of spikes and sharp
waves are given on the “Mapping” tab (Fig. 6.59).

Fig. 6.59. Epileptiform activity mapping.

Using the “Mapping” tab of the toolbar, you can select the maps for the displaying in
the window (all or one-by-one), specify their view (2D or 3D), specify the visibility of
the electrodes and synchronous rotation for 3D maps.
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The complete list of spikes and sharp waves is shown on the “List” tab (Fig. 6.60).
The list can be sorted by the number, the type, the derivation, the time and the amplitude. To sort the list, press the heading of one of the table columns with the left
mouse button. When the spike is selected in the list, the automatic shift to it in EEG
window occurs. To delete the selected spike, press [Del] key or use the context
menu. Also using the context menu, you can delete all spikes and sharp waves, customize the search of spikes and sharp waves, copy the analysis results to the current
exam report or export to MS Excel (“Table” tab).

Fig. 6.60. The list of spikes and sharp waves.
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The list of the visual phenomena marked as epileptiform activity is shown on “Fragments” tab (Fig. 6.61). When epileptiform activity fragment is selected in the list,
the shift to its beginning on EEG occurs. To delete the selected fragment, press [Del]
key or use the context menu. Also using the context menu, you can delete all fragments of epileptiform activity and customize the search of epileptiform activity events.

Fig. 6.61. The list of epileptiform activity fragments.
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The averaged spikes and sharp waves are displayed on “Traces” tab (Fig. 6.62). Using the toolbar you can specify the scale and sweep speed of traces, visibility of
marker and topographic map of instant values. You can also apply the shift mode and
trace overlapping to compare them. In the status line under traces you can set
the length of averaging epoch and averaging shift relative to onset of spike or sharp
wave. Also you can export the averaging results to EDF+ format, BrainLoc 3-D dipole
localization software (see section 6.4.21 “Interaction with BrainLoc Program”) or
LORETA software (see section 6.4.22 “Interaction with LORETA Program”).

Fig. 6.62. The result of spike averaging.

6.4.19. Wavelet-analysis
At EEG review in EEG trace window you can see amplitude-to-time representation of
the brain signals of a patient. Such data presentation is not always the best one. Often
the useful information is encoded in the frequency domain of a signal. To receive
the information about the frequency component of a signal, use fast Fourier transform
(see section 6.4.7 “Spectrum Graphs”). In the result of fast Fourier transform specified
in the signal time domain, the spectral representation of a signal is received. However,
the fast Fourier transform just indicates the quantity of each frequency in the signal
but the domination of this or that frequency in a certain moment is not known.
The wavelet-analysis is intended to localize the spectral components of a signal in
time. It allows to receive the frequency-to-time representation of a signal.
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The “Wavelet analysis” window of Neuron-Spectrum.NET software is intended to
display the results of the wavelet-analysis (Fig. 6.63). To show or hide this window,
use Analysis|Wavelet analysis menu command or the corresponding button on
the “Analysis” toolbar (see the Annex 1).

Fig. 6.63. The wavelet-analysis window.

The “Wavelet analysis” window can be used only in the express-analysis mode (see
section 6.2 “Express-analysis”). The part of EEG visible on the screen or the selected
EEG fragment can be analyzed (see section 5.10 “Selection of EEG Fragments”).
The last recorded fragment of the record with one analysis epoch length is analyzed
during the monitoring (see section 6.1 “Analysis during EEG Acquision”). Only the selected EEG derivation or the selected fragment of the active derivation is analyzed.
Using the combo-box on the toolbar of “Wavelet analysis” window you can select EEG
derivation for the analysis. Also you can select the active derivation directly in EEG
displaying window with the use of the mouse.
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The 2D map of Wavelet analysis is shown on “2D graph” tab (Fig. 6.64).

Fig. 6.64. 2D map of Wavelet analysis.

Besides frequency-to-time representation of a signal, Wavelet analysis can have
another practical application. Let’s consider the example of the result of the Waveletanalysis of the selected fragment of EEG derivation (Fig. 6.65).

Fig. 6.65. The selected fragment of FP2-A2 derivation.

On the selected fragment there is an electro-oculographic artifact displayed as a peak
in the low frequency area on the 3D graph of Wavelet-analysis (Fig. 6.66).

Fig. 6.66. Wavelet analysis of selected fragment of FP2-A2 derivation with electro-oculographic artifact.

Besides the frequency, using the graph you can localize the time when the burst of
low frequency occurred. It should be noted that the graph of wavelet-analysis can provide only the approximate assessment of frequency-temporary representation of
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a signal. Though for the high-frequency components of a signal this assessment is
more accurate by time, for the low-frequency ones is by frequency. There is a law
named Heisenberg uncertainty principle. It says that it is impossible to measure
the frequency and the time of a signal simultaneously with the arbitrary accuracy. So,
by wavelet-analysis graph you can assess which frequency range dominates in a certain period of time but you can not assess which frequency dominates in a certain
moment of time.
Besides 3D graph of Wavelet analysis, the frequency and the temporary slices of this
graph for the specified frequency and time are presented in the bottom part of “Wavelet analysis” window.
On the “Scales” tab you can see directly the result of Wavelet analysis as several so
called scales. Each scale characterizes the behaviour of the definite frequency range
of a signal in time (Fig. 6.67).

Fig. 6.67. The scales of Wavelet analysis.

The Wavelet analysis is totally reversible operation, i.e. the initial signal can be restored from the available scales of wavelet analysis. The bottom trace (Fig. 6.67) is
the result of the reverse decomposition of Wavelet analysis, i.e. the initial signal.
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The bursts of activity characterizing the presence of the artifact – the low-frequency
oculogram are presented on the traces of two low-frequency scales of Wavelet analysis. Using the reverse Wavelet analysis you can null the fragments of low-frequency
scales in the artifact area and try to restore the initial signal by ridding of the oculogram. To do this, select the scale fragment which characterizes the artifact with
the use of the mouse (Fig. 6.68) and press [Del] key on the keyboard or the corresponding button on the toolbar of “Wavelet analysis” window.

Fig. 6.68. The selection of the scale area for the removal.

After the removal of artifact areas on the low-frequency scales, you can assess
the result of the reverse Wavelet analysis with the use of “Composition” trace
(Fig. 6.69).
Also if you return to “3D graph” tab, you can assess how the frequency-to-time 3D
representation of the initial signal has changed.

Fig. 6.69. The assessment of the reverse Wavelet analysis.
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After the assessment of the reverse Wavelet analysis, you can replace the analyzed
fragment of EEG derivation with it by pressing the corresponding button on the toolbar.
It should be noted that the removal of the “unnecessary” frequency components of
a signal with the use of the direct and reverse Wavelet analysis is not always efficient.
The scales characterize the range of frequencies, and the frequencies of the nearby
scales can overlap. Thus after the removal of a fragment in one of the scales,
the range of the frequencies will disappear from the signal, at that the remained frequencies will receive bigger share at the reverse analysis in comparison with the initial
signal. It is clearly seen on the example (Fig. 6.69).
Hereby the Wavelet analysis is good for the frequency-to-time assessment of the initial signal and in some cases can be used for the removal of “unnecessary” frequency
components, for example, at the artifact removal. The full-scale tool for the removal of
any types of artifacts from EEG recording is provided by the so called analysis of independent components which is described in the next section.

6.4.20. Independent Components Analysis (ICA)
The independent component analysis is the modern statistical computational approach allowing to decompose the mixture of the observed random processes to the
linear combination of the independent random variables.
From the point of the theory of the independent component analysis, the recorded
EEG can be considered as the mixture of signals from several independent sources of
electrical activity of a patient brain. At that, each electrode on a head surface perceives the signals from all independent sources of a brain simultaneously but with different weighting coefficients depending on their remoteness. The analysis of
the independent components allows to decompose the signals, recorded from all
the electrodes in the specified time interval, on the statistically independent components which can be considered as signals of independent sources of a patient brain.
Such decomposition as Wavelet analysis (see section 6.4.19 “Wavelet-analysis”) is
the reversal process, so after reviewing the independent components of the initial signal, you can remove some independent components or their parts (for example, artifacts), and then restore the initial signal. Such approach allows to get rid of most
known artifacts (oculogram, cardiogram, myogram) on EEG traces.
The “Independent component analysis” window of Neuron-Spectrum.NET software is
intended for the analysis of the independent components. To show or hide this window, use Analysis|Independent component analysis menu command or
the corresponding button on the “Analysis” toolbar (see the Annex 1).
The “Independent component analysis” window can be used only in express-analysis
mode (see section 6.2 "Express-analysis”), at that only selected part of EEG record is
analyzed. This limitation is connected with fact, that the decomposition of initial signal
to the independent components is the complex computing operation which can take
several seconds.
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As an example you can see EEG fragment with oculographic artifact (Fig. 6.70). During the “Open eyes” functional test such artifacts are inevitable. However, what should
be done if the “Open eyes” functional test contains several oculographic artifacts
which do not allow to select the epochs for the analysis in this functional test? You
can use “Independent component analysis” window, decompose the initial signal to
the independent components, reject the artifact ones and restore the signal.

Fig. 6.70. The selected fragment with oculographic artifact.
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The “Independent component analysis” window for the selected EEG fragment is
shown in the Fig. 6.71.

Fig. 6.71. The “Independent component analysis” window».
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The decomposition of the selected EEG fragment to the statistically independent
components is shown on “ICA decomposition” tab. Neuron-Spectrum.NET uses
the so called algorithm of the quick analysis of the independent components. At such
decomposition the most independent components of a signal are displayed the first
ones, as a rule. In Fig. 6.71 it is clearly seen that the first component is the separated
oculogram which is presented in the frontal derivations FP1-A1 and FP2-A2 and in
some other derivations. As you can see the oculographic artifacts on the trace of
the first independent component are inverted. This is a kind of limitation of ICA technique as it does not ensure the absolute accuracy, i.e. component traces may sometimes contain the initial signal in inverted form. However it does not impact the reverse
signal composition. Using the mouse, you can select the full component with the oculogram or its fragment (Fig. 6.72).

Fig. 6.72. The selection of the artifact component fragment for the removal.
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If you press [Del] button on the computer keyboard or the corresponding button on
the toolbar, you can remove the selected fragment of the independent component
(Fig. 6.73). After the removal you can assess the result of the initial signal restore using the “ICA composition” tab (Fig. 6.74). If you compare the selected EEG fragment
shown in Fig. 6.70 with the result of the initial signal restore given in Fig. 6.74, you will
see that there is no difference between them except the disappeared artifact
(Fig. 6.76). If the ICA composition results are suitable for you, and you want to replace
the selected EEG fragment with the one after the ICA composition, use the corresponding button on the toolbar (Fig. 6.74). The restored data are shown in the
Fig. 6.75.

Fig. 6.73. The removal of oculographic artifact.
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Fig. 6.74. The result of oculographic artifact removal.

Fig. 6.75. The restored EEG fragment without oculographic artifact.
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After EEG fragment restore, you will release the functional test from the artifacts and
now it is ready for the epoch arrangement and the further analysis.

Fig. 6.76. The comparison of the initial and the restored EEG fragment.

In the same way the independent components analysis allows to get rid of other types
of artifacts, such as the cardiogram and myogram artifacts.
The independent component analysis is a universal tool to remove any types of artifacts. The approach allows to clear effectively the EEG record off the objectionable artifacts in the cases they prevent seriously from the further record analysis.
Besides the removal of artifacts, the independent component analysis can be used for
localization of pathological activity sources. The order of spike-and-slow-wave complex localization is shown in Fig. 6.77. To start the analysis, select the EEG fragment
which contains the phenomena. The selected area should be wider than phenomena
area to provide enough data for the algorithm to analyse. Then, in ICA window, you
can observe that spike is distinguished into the first indepentend component. To analyse the result of independent component composition, select this component and go
to the component composition tab. The result of independent component composition
shows the area where the spike is localized. Fig. 6.77 shows that selected spike is localized to F4 electrode area. You can also see the spike localization on the amplitude
map. Besides, composition data can be exported to BrainLoc program (see section
6.4.21 “Interaction with BrainLoc Program”) or to LORETA program (see section
6.4.22 “Interaction with LORETA Program”) for more detailed analysis.
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Fig. 6.77. ICA application to localize pathological activity sources.

6.4.21. Interaction with BrainLoc Program
BrainLoc (Fig. 6.78) is a program for 3D localization of pathological electrical activity
sources. It is not included in the base delivery set and is bought separately.
Neuron-Spectrum.NET software provides two ways of data export to BrainLoc program. To export the fragment of current EEG exam in BrainLoc, select it with
the mouse (see section 5.10 “Selection of EEG Fragments”) and use Export|Export
to BrainLoc context menu item (Fig. 5.10) to selected fragment. If this item is disabled, indicate the path to BrainLoc program in the current analysis style.
Besides EEG traces you can also export evoked potentials traces to BrainLoc program (Fig. 9.1).

Fig. 6.78. BrainLoc analysis results. Projections.

150

EEG Analysis

Fig. 6.79. BrainLoc analysis results. Slices.

Fig. 6.80. BrainLoc analysis results. Maps.
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Fig. 6.81. BrainLoc analysis results. Deviation.

All the results of BrainLoc program analysis are saved in EEG exam and can be restored with Exam Inspector software (Fig. 6.82).

Fig. 6.82. BrainLoc analysis results in Exam Inspector.

6.4.22. Interaction with LORETA Program
LORETA program (Low Resolution Brain Electromagnetic Tomography) is the popular
and reliable tool for 3D representation of the electrical activity of human brain. First
this program was presented in 1994: Pascual-Marqui RD, Michel CM, Lehmann D.
Low resolution electromagnetic tomography: a new method for localizing electrical activity in the brain. International Journal of Psychophysiology. 1994; 18: 49–65.
LORETA is widely used in Europe, USA and recently it gains the popularity among
Russian neurophysiologists. The popularity of LORETA program is conditioned by
the following:
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1.

Friendly interface of the program allows to start working with it without prior training.

2.

Opened format of LORETA data allows to use it with different programs of EEG
and EP acquisition and analysis.

3.

Reliability of LORETA results is proved by long-term experience.

4.

The program is distributed free and can be used in the research (noncommercial) purposes.

To
download
LORETA
program
via
internet,
you
should
go
to
http://www.uzh.ch/keyinst/NewLORETA/Software/Software.htm site and follow
Download the LORETA-KEY©® software package link. After that the process of
the program downloading will start. The program distributive takes about 60 Mb of free
space. To install the program from the downloaded distributive, you will need
a password. Go to Request password (necessary for installation) link to request it. After the password request, it will be send to your e-mail address. As soon as you get a
password, you can install the program to your computer. For non-commercial use this
program is provided free of charge, however, if you apply it with commercial purposes
it should be paid.
LORETA program is integrated to Neuron-Spectrum.NET software. To copy
the selected EEG fragment (see section 5.10 “Selection of EEG Fragments”) to
the format of LORETA program, you can use both the context menu of the selected
fragment (Fig. 5.10) and Edit|Selected fragment|Export to LORETA main menu
item. Also using EP traces|Export to LORETA menu command of “Evoked potentials” window you can copy EP traces to LORETA format. During the export to
LORETA program the folder named after a patient will be created in the directory
specified by you. It will contain two files. The first file will contain the list of derivations,
the second one will have the data concerning these derivations. For more convenience the first file name indicates the number of exported derivations, the name of the
second one shows the sampling rate and the number of the exported samples. The
possible structure of files keeping the data in LORETA program format is shown in
Fig. 6.83. To store the data in LORETA format, it is recommended to create the separate folder (“EEG TO LORETA” in the Fig. 6.83) in which the data of different exams
will be stored.

Fig. 6.83. The possible structure of data storage for LORETA program.
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On file saving completion, LORETA software is run automatically and the processing
of saved data is started. The results of processing are shown as 3D slices of brain
(Fig. 6.91).
Below the steps to work with LORETA software in manual mode are described (when
data are exported from Neuron-Spectrum.NET software, all the steps are done automatically).
After LORETA program run, the main program window will appear on the screen
(Fig. 6.84).

Fig. 6.84. The main window of “LORETA” program.

The main menu is located in the left part of the window. Using the first item of Help
menu you can study the program features and the peculiarities of its use. Further
the example
of
data
processing
received
after
the
export
from
Neuron-Spectrum.NET software will be considered.
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Using LORETA Explorer for EEG/ERP menu command, you can review the part of
EEG or EP exported from Neuron-Spectrum.NET. To do it, double-click the indicated
menu command with the left mouse button and in the opened window of “EEG/EPR
Viewer” (Fig. 6.85) open the file with EEG/EP traces data exported from
Neuron-Spectrum.NET (“EEGData_500Hz_757Ticks.txt” in Fig. 6.83). Prior to it, indicate the number of channels and the sampling rate of the data in the opened file using the menu commands of the viewer window “(N = ?)” and “(SampleRate = ?Hz)”.

Fig. 6.85. EEG/ERP Viewer.

When a file with data is opened, you can review the exported traces (Fig. 6.86).

Fig. 6.86. EEG/EP review in "EEG/ERP Viewer”.
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To receive 3D representation of EEG/EP traces using LORETA program, it is necessary to complete the following actions.
Using Electrode coordinates maker (inTalairach space)|Based on extanded10/10
system template menu command, open the manager of the electrodes placement
scheme (Fig. 6.87).

Fig. 6.87. The manager of “LORETA” electrode placement scheme.
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Using ReadList menu item of the manager window, open the text file with the list of
exported derivation (“EEGElectrodesNames_16Ch.txt” in Fig. 6.83). After that,
the derivations included in this list, will be marked with red color on the scheme
(Fig. 6.88). To save 3D coordinates of the selected electrodes, use Save menu command. The file with the coordinates of the selected electrodes will be required at the
further data processing for the calculation of the transformation matrix. After saving of
the electrodes coordinates, close the window of placement scheme manager.

Fig. 6.88. The manager of the electrode placement scheme after the addition of some derivations.
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After the generation of the file with 3D coordinates, it is necessary to calculate
the transformation matrix. To do it, use Transformation matrix (LORETA operator)
command of the main menu. In the appeared “LORETA operator” dialog box
(Fig. 6.89) indicate the file with electrode coordinates created at the previous step in
the “Input electrode coordinates (in Talairach space)” input box. In “Output LORETA
transformation matrix” input box indicate the file name to save the transformation matrix. To enter the file names you can double-click the input box with the left mouse button. After the filling of two indicated input boxes (the rest fields are not obligatory),
press “Go” button and wait till the transformation matrix generation. After that, close
“LORETA operator” window.

Fig. 6.89. The calculation of the transformation matrix.

The matrix, generated like this, is required for the final calculation of 3D representation of EEG/EP data. Using EEG/ERP -> LORETA command of main menu, open the
window for the generation of the file with 3D representation (Fig. 6.90). In “Select (input) EEG/ERP file” input box indicate the file with EEG/EP data (“EEGData_500Hz_757Ticks.txt” in Fig. 6.83). In “Select (input) LORETA transformation
matrix file” input box indicate the file with the transformation matrix. In “Save LORETA
file (optional)” input box enter the file name for the saving of the transformation results. Also, it is necessary to indicate the number of the first and last samples of data,
which should take part in the calculation, in “First time frame (1…)” and “Last time
frame” input boxes correspondingly. As soon as you filled all the input boxes, press
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“Go” button, wait for the calculation end and close this window. At that, all the calculations are finished.

Fig. 6.90. The final calculation of 3D data representation.

To visualize the received results, open the review window of 3D data representation
(Fig. 6.91) using “LORETA viewer” command of main menu.

Fig. 6.91. 3D data representation viewer.
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In this window you can choose different slices of brain for the review by moving
the projection cursors with the mouse. To do this, press any of three projections with
the left mouse button and holding it down, shift the cursor. Also, using the menu of
this window you can open the window containing all the slices (Fig. 6.92).

Fig. 6.92. All slices of brain.

Also you can open the window with representation of electrical activity distribution
over brain surface (Fig. 6.93).

Fig. 6.93. 3D representation of electrical activity on brain surface.
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The possibilities of LORETA program are rather wide. If you wish to get acquainted
with program features in details, address to built-in reference system (help menu item)
of this program. Only main steps concerning the representation of data exported from
Neuron-Spectrum.NET software to LORETA one are provided in this chapter.
The manufacturer of LORETA program recommends to use newer and more modern
program sLORETA. This program has more convenient user interface, but
the principle of operation with program remained the same. The steps concerning
the data transfer from Neuron-Spectrum.NET software to sLORETA program also
remained unchanged.

7.

Creation of Exam Reports
The documented result of the performed exam is the exam report. Each exam can
contain several exam reports. You can create the new (empty) reports and generate
them manually and also can use the automatic generation of the reports according to
prior generated templates. As a rule, the program includes one or several report templates by default but you can create you own templates of the reports.
By default, the exam reports are stored in RTF format but if Microsoft Word 2007 or
higher is installed on your computer, the reports can be created and stored in Microsoft Word format. To do it, use Report| Use Microsoft Word command of main
menu.

7.1. New Exam Report
To create new (empty) exam report, it is necessary to choose Report|New… menu
command or use the corresponding button of the toolbar (see the Annex 1). At that,
the window with the input box for entering of the report name and the comments to it
will appear on the screen (Fig. 7.1).

Fig. 7.1. The creation of new exam report.

To create the new report, press “OK” button (or [Enter] key on the keyboard), to cancel the creation of a new report, press “Cancel” button (or [Enter] key on
the keyboard). If you do not want this window to appear again at the creation of
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the next new report, select the checkbox in the bottom part of this window (Fig. 7.2).
As soon as you fill all the required input boxes and press “OK” button, the text editor
of new exam report will appear on the screen (Fig. 7.2).

Fig. 7.2. The editor of exam report.

Besides the field to enter the report text, you can see the name of the exam report
and the toolbar to work with it on the screen. The description of the toolbar buttons is
given in Table 7.1.
Table 7.1. The description of buttons for the report editing

Button

Description
Print the exam report.
Preview the exam report.
Send the exam report by e-mail.
Customize the page settings.
Customize page header.
Search the specified text.
Replace the one text by another one.
Cut the selected text to clipboard.
Copy the selected text to clipboard.
Insert the content of clipboard to exam report.
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Table 7.1. Continued

Button

Description
Cancel the last operation.
Cancel previous changes.
Change the current font.
Select the current font name.
Select the current font size.
Report scale.
Bold type.
Italyc style.
Underline style.
Interlinear.
Superlinear.
Select font color.
Select background color.
Left-justified alignment.
Center alignment.
Right-justified alignment.
Marked list.
Export report to Adobe PDF.

After the generation of the report text and completion of all the required operations
with it (printing, sending by e-mail, etc.), you can close the window of the report editor.
To save the generated report in an exam, save the exam by pressing
button. All
the reports saved in an exam can be copied in the specified catalogue. You can
choose the catalogue to copy exam reports on the “Report” tab of “Settings” window
(Fig. 7.3) which is available using Setup|Change… menu command.
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Fig. 7.3. The general settings of exam reports.

To open the created earlier report to review and edit, use Report|Open… menu
command, choose the report you would like to open from the list of all reports
(Fig. 7.4) and press “OK” button. After that the editor of exam report with the text of
the selected report (Fig. 7.2) will be opened. Also to opne the report, you can use
“Exam inspector”.

Fig. 7.4. Opening exam report.
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7.2. Exam Report on Basis of Template
The default report templates are created to avoid manual entering of report text.
The report template is the basis for exam report generation. The order,
the composition and type of the information included in the report are defined in
the template. To create the exam report on the template basis, use
Report|Templates menu command and select the template from the list. After that,
the window for the creation of a new exam report (Fig. 7.1) will appear on the screen.
In this window you can enter the report name and comments for it. To generate
the report, press “OK” button. After the report generation the text editor window will
appear on the screen. It contains the exam report with data inserted. The order is described in the report template (text conclusions, table data, topographic maps, graphs,
etc.). To change the order or type of the information included in the report, edit the report template.

To generate quickly the report, use
button on the toolbar. If you press this
button, the exam report will be generated on the basis of template specified in
the current acquisition style as a default template (see section 8.2.2 “Acquisition
Styles”). Besides you can create a report on the basis of any default template or open
the created one using the drop-down menu of the button.
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7.2.1. Editing of Report Templates
As it was described above, the report templates define which information and in what
order should be included in the exam report. Each template can be changed with
the regards to user requirements. It ensures the flexible system of exam report generation.
To edit the report templates, use Report|Template editor… menu command.
The editor of exam report templates is shown in Fig. 7.5.

Fig. 7.5. The editor of exam report templates.

The toolbar to customize the report templates is located in the top part of the window.
Using the buttons of this toolbar, you can create new report templates, remove
the existing ones, import the templates from files, export the templates to files (for example, to transfer to other computer) and rename. You can specify hotkey combination for the quick report generation on the basis of this template (see section 8.14
“Toolbar Setup”). The combo-box of the available report templates is located in
the middle part of the toolbar. After the selection of the required report template from
this list, you can pass to its editing. The window of the template editor is divided into
three parts. The left part contains the list of the information that can be added to the
report. The information unit to add to the report is called block. All blocks are divided
into groups. The group names can be seen on the tabs. To select the active tab, leftclick it. To include the required block to the report template, drag it with the mouse to
the middle part of the window.
The interactive representation of the template is located in the middle part of
the window. Here you can see the data elements included to the report. Using
the toolbar over this representation, you can change the order of the blocks going,
remove the unnecessary ones, copy, cut and insert them from the clipboard, edit
the text, insert tags into the text. Thus you can assess the correctness of information
adding to your future report.
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The right part of the editor contains the “Settings” panel of the current block. Each
block has its own settings. Using the “Settings” bar located in the right part of the window, you can set up any block from the list of the blocks included in the report.
To add some information on exam to the report, you can use tags (see section 7.6
“Use of Tags in Report Templates”). With the toolbar you can add different tags to
the report text. During report generation these tags will be replaced with actual data
from the current exam. For example, $Name tag will be replaced with patient’s name
and $FunctionalTestDescription tag will insert the text conclusion for functional test.
It is better to use this tag in cycle body of functional test. In this case the text conclusion on all performed functional tests will be added in turn to the exam report. For
each functional test you can select the information to include to the report. To do this,
use “Report. Functional tests description” page of “Settings” window (Fig. 7.6).

Fig. 7.6. The settings of functional test description in exam report.

Besides the preset tags you can create your own user tages. The values of these tags
will be requested each time before exam report generation in a separate dialog box.
Using these tags you can add to the report those data that are not included by default.
The description of some blocks and tags that can be useful for you to create your own
report templates is given in the Table 7.2.

167

Neuron-Spectrum.NET (Version 3) (User Manual)
Table 7.2. Description of Tags to Edit the Text

Tag Description

Block Description

$Name

Inserts patient’s name to report.

$BDate

Inserts patient’s date of birth to report.

$Age

Inserts patient’s age at exam date.

$MontageNameLast

Inserts name of montage used for acquisition to
report.

$MaximumAmplitudeAlphaRhythmLeft Inserts maximal amplitude of alpha rhythm over left
hemisphere (µV) to report. If this tag is in cycle body
of functional test, the amplitude of alpha rhythm is
calculated for current test, otherwise it is done for all
analysis epochs detected during an exam. The value
of this tag can be either added to the report test or it
can be used in conditional statements. For example,
you can indicate that if the value of this tag exceeds
the specified value, a certain phrase should be added
to the report, if it does not, than other phrase is
added. Using the conditional statements you can
create multilogic report templates.
Patient’s photo

Inserts patient’s photo to report.

If…then

Inserts conditional statement to report template.
Using conditional statements you can add different
information to report depending on different
conditions. The conditional statements can be
nested. It allows making rather complex logical
schematics if it is required.

Functional test cycle

This tag is intended to sort out the cycle by all
functional tests performed during exam. The blocks
and tags included into this cycle body can add
information calculated for a certain functional test to
report.

First measured impedance

Inserts data on first impedance measurement.

Assymetry of alpha rhythm amplitude

Inserts topographic map of alpha rhythm amplitude
assymetry.

EEG/PSG trends

Inserts calculated values of EEG and PSG trends.

Amplitude analysis conclusion

Inserts amplitude analys conclusion to report.

If you wish, you can edit the existing report templates by adding, removing or setting
up the elements. Also, you can create the new templates of the reports. It should be
noted that the creation and set up of the report templates is rather long and tedious
work but if you apply some efforts you will get completely satisfying exam reports.
Let us consider the example of creation of a new exam report template. To create new
report template, use

button on the toolbar. In the new template creation window

(Fig. 7.7) enter the name of the report template and press
[Enter] key on the keyboard.
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Fig. 7.7. Creation of new report template.

Now new report template is empty (Fig. 7.8).

Fig. 7.8. Empty report template.

If you want to add a report heading, enter the text to the central area of editor window
and specify the font for it. Often it is required to write the name of medical establishment (with small font) where an exam is done before a report heading. To do this, use
conditional statement to add the name of medical establishment if it is known
(Fig. 7.9). You can enter your medical establishment name on “General” page of “Settings” window (Fig. 8.1).

Fig. 7.9. Adding report heading.
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Then add information on patient and acquisition parameters to report. To do this, add
Table-container element to report using the corresponding button on toolbar. In
the right part of window you can find the settings of current element. Set the number
of rows per unit and choose two in “Column count”. Such table-container allows to arrange different report elements in one row. For example, several topographic maps
can be arranged in one line. Fill in patient’s data in the left part of the table and acquisition parameters in the right one. Use tags to add this information to the report. To
add the tag to the report template, use the corresponding button on toolbar (Fig. 7.10).

Fig. 7.10. Adding patient’s information.

Other analysis elements (tables, topographic maps, graphs) can be added to the report template. The data calculation for these elements is done by all selected analysis
epochs (see section 5.13 “Arrangement of Analysis Epochs” ). The current element of
report template is customized in the right part of editor window (Fig. 7.11).

Fig. 7.11. Adding results of exam analysis.
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Now let’s consider the way to include the analysis results on all performed functional
tests (see section 4.12 “Functional Test Acquisition”) to the report. Use “Functional
test cycle” block of “General” page. This block does not insert any information to exam
report but the elements nested in it will be used in turn for each functional test performed during an exam. Using $Functional TestName and $FunctionalTestDescription tags add the name and the description of functional tests to the report. Then
add any other analysis results calculated for each test respectively to report using
other blocks (Fig. 7.12). On completion add a signature of physician who performed
an exam to report template. To do this, use the conditional statement. If user name is
specified (see section “Program Run” (Fig. 1.13)), it is added to report (Fig. 7.13).

Fig. 7.12. Adding analysis results of performed functional tests.

Fig. 7.13. Adding information on user who performed an exam.

Using toolbar buttons of report template you can set page orientation for this report
and also field width and header text.
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7.3. Glossary
The useful tool for the report generation is the dictionary of standard expressions or
the glossary. The dictionary is intended for the structured storage of the typical
phrases and expressions, which are usually used at an exam report generation. A user can insert the phrases from the dictionary to the current exam report. Also, you can
enlarge the dictionary with your own phrases, combine them into groups. To open
the glossary, use View|Glossary menu command or [Alt+G] key combination
(Fig. 7.14).

Fig. 7.14. Glossary.

If you want to add the phrase from the glossary to the current position of the exam report, double-click it with the left mouse button. Using the context menu, which is available at the right mouse button clicking, you can add new phrases, new sections to
the glossary, edit and remove the existing phrases and sections of this glossary.
On the “Report” tab of the program settings window (Fig. 7.3) which is available by
Setup|Change… menu command, you can set automatic opening of the “Glossary”
window at the report generation.

7.4. Clinical State
The “Clinical state” is one more text document which is kept in an exam besides
the reports. As a rule, “Clinical state” document is intended for the description of
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a patient state before an exam. To review and edit “Clinical state” document, use
Exam|Clinical state menu command.

7.5. Conclusion
The “Conclusion” is one more document which is kept together with the exam reports
and “Clinical state” document. It is intended for the interpretation writing by exam results. To review and edit “Conclusion” document, use Exam|Conclusion menu command.

7.6. Use of Tags in Report Templates
If you want to add some data to a report which will be known only at a report generation stage (for example, name and age of a patient), you can use the so called “tags”
in the text of the report templates. All the tags will be replaced by their values at
the report generation stage. The general tags of an exam are listed in Table 7.3.
Table 7.3. The general tags of an exam
Block Name

Block Description

$ID

patient’s code

$NAME

patient’s name and surname

$FIRSTNAME

patient’s first name

$LASTNAME

patient’s last name

$MIDDLENAME

patient’s middle name

$AGE

patient’s age

$SEX

patient’s gender

$BDATE

date of birth

$REGDATE

date of registration in database

$CARDCOMMENT

comments to patient’s card

$ADDRESS

address

$PHONE

phone number

$LONGDATE

exam date (long format)

$TIME

time of exam beginning

$COMMENT

comments to exam

$DIAGNOSIS

provisional diagnosis

$CARDNAME

card-file name

$CURDATE

current date

$CURLONGDATE

current date (long format)

$CURTIME

current time

$WEIGHT

patient’s weight (kg)

$HEIGHT

patient’s height (сm)

$POLICY

insurance number

$EMAIL

e-mail address

$EDITUSER

physician’s name

$CREATEUSER

physician’s/technician’s name who created an exam
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Table 7.3. Continued
Block Name

Block Description

$EDITDATE

date of last change

$DEPARTMENT

department

$BMI

body mass index

$USERFIELD1

user parameter 1

$USERFIELDN

user parameter N

The tags listed in this table can be used in any part of report template. Besides
the general tags of an exam, some text elements of a template can contain the specific tags which can be used only in the text of these elements, for example, “Amplitude analysis resume” can contain the tags with the results of EEG amplitude measurements. Using drop-down menu of
button on report template toolbar, you can
add the tags to the element text. The tags can participate in conditional and cyclic
statements.
You can define your own tags which values will be requested at the stage of the report
generation. The user tags can have line, numerical or list format. The line tags can be
used for the entering of arbitrary text information to the report. The numerical tags are
intended to add quantitative data to the report, for example, a patient’s body temperature at the moment of an exam performing, blood pressure, dominating frequency of
alpha rhythm, etc. The list tags are intended to add one of the prior defined values to
the report text, for example, the modulation level of alpha rhythm: “low”, “moderate” or
“high” (Fig. 7.15).

Fig. 7.15. Creating user tags.
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7.7. Recording of Audio Comments
Besides text recording of an exam, Neuron-Spectrum.NET software provides
the possibility to record and then play back the audio comments and interpretations.
To record the audio comments, your computer should be equipped with the microphone. The recording and playing back of the audio comments is carried out with
the use of “Dictaphone” window (Fig. 7.16). Show or hide “Dictaphone” window using
Report|Dictaphone menu item.

Fig. 7.16. The dictaphone.

Using the combo-boxes located on the toolbar of “Dictaphone” window, you can select
and set up audio recorder (several audio recorders should be connected) and audio
compression program (by default the recommended codec Microsoft ADPCM is set).
You can start the recording of new audio comment or playing back of the selected
comment using the buttons in the bottom part of the window. Besides, you can move
between the comments, remove them, change the playing back volume. You can enter text comment for each audio comment from the list (Fig. 7.17). When the comment
is selected from the list, the automatic move of EEG to the start point of audio comment recording occurs. The “Sound comment” marker is arranged on EEG automatically.

Fig. 7.17. The example of dictaphone use.

If you double-click the audio comment with the left mouse button, it will be played
back. The current position of the comment playing is shown on the time line located in
the bottom part of the window.
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8.

Program Settings
To start working with Neuron-Spectrum.NET software, there is no need in changing
any its settings. The program is already set up to perform typical EEG exams. At
the first program run you can choose the application area (Fig. 1.15). After that
the program will be automatically adjusted to perform the corresponding exam types.
However, if you wish, you can change the program settings. The settings of different
program users are stored in separate files and downloaded at the program run at
the moment of user identification (see section 1.3 “Program Run”). The settings of one
user can not impact the settings of other program users. The current settings of the
program can be saved in a file and restored from a file (for example when it is required to upload the program settings to other computer). To save the program settings to file, use Setup|Save… main program menu command, and to restore them
from a file, execute Setup|Load… menu command. If it is required to change the program settings, use Setup|Change… menu command.
The “Settings” window (Fig. 8.1) contains the following sections:
 “General” – user settings. It contains information about current user of a program
and some personal settings. On this page you can enter the name of medical establishment where the equipment is installed.
 “Acquisition”:
 “Hardware” – general settings of used device.
 “Acquisition style” – EEG acquisition mode settings. It contains the current acquisition style (see section 8.2.2 “Acquisition Styles”) and the acquisition wizard settings (see section 8.2.3 “Acquisition Wizard”).
 “Neuron-Spectrum-AM” – special settings required to operate with NeuronSpectrum-AM device.
 “Braintronics Brainbox-1166” – special settings to operate with Braintronics
Brainbox-1166 device.
 “Automatic exam export” – settings of automatic export of exams.
 “Review”:
 “Examination review” – settings of exam displaying parameters.
 “Color scheme” – settings of colors for all visual program elements.
 “Screen calibration” – settings of current monitor scale to display accurately
and correctly EEG on monitors of different sizes.
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 “Reviewing station” – settings of access parameters to remote computer in
LAN to review the exam results.
 “Analysis”:
 “Analysis style” – EEG analysis mode settings. It contains the current analysis
style (see section 8.7.1 “Analysis Styles”) and the analysis wizard settings (see
section 8.7.2 “Analysis Wizard”).
 “Visual phenomena” – list of visual phenomena. It allows adding visual user
phenomena.
 “External applications” – settings to identify the location of installed BrainLoc,
LORETA and sLORETA programs.
 Topographic maps – parameters to display topographic maps.
 Anaesthesia depth monitor – settings to work with NINDEX program allowing
to monitor anaesthesia depth.
 “Report”:
 Functional test description – the settings of description of functional tests in
exam report.
 General – general setting of exam reports.
 “Exams Manager” – “Exams Manager” settings.
 “Administration” – the program settings that can be changed only by administrator.
 “Upgrade” – the automatic update of program settings.
 “GDT” – GDT settings.
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8.1. General Settings
The general program settings (Fig. 8.1) contain the name and the password of
a current user, the checkbox for the identification performing at the program run (see
sections 1.3 “Program Run” and 1.4. “Main Program Window”) and the settings at
the program start. By default, no additional actions are performed at the program run,
but if you set the corresponding settings, the run of new exam or the opening of
the existing one after the program start can be executed automatically. The login and
the password of a user are required for multi-user program use. The login is used for
the identification of a user and downloading of the corresponding settings, and
the password is done for the protection of program login under other name. If the program is used only by one user, there is no need in performing the identification of this
user at the program run.

Fig. 8.1. The general program settings.
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8.2. Acquisition Mode Settings
On the “Hardware” page of “Acquisition” section (Fig. 8.2) you can specify the power
supply frequency, choose the notch filter type to reject the mains interference, set
the type of used headphones, pattern-stimulator diagonal, etc. On this page you can
also adjust the parameters of impedance measurement. Other acquisition and impedance measurement settings can be adjusted in acquisition style wizard (see section
8.2.2 “Acquisition Styles”).

Fig. 8.2. Hardware settings.

On the “Acquisition style” page (Fig. 8.3) you can choose and edit the current acquisition style (see section 8.2.2 “Acquisition Styles”) and the settings of acquisition wizard
(see section 8.2.3 “Acquisition Wizard”). All the settings of acquisition mode (hardware
settings, filter parameters, stimulation settings, parameters of trace displaying, etc.)
are stored in the acquisition style. You can select the current acquisition style in the
combo-box. At the selection of the acquisition style, all the settings of the acquisition
mode will be downloaded from it. Thus, you can easily switch between different acquisition settings, for example, to perform the exams using different templates. You can
select the current acquisition style before the beginning of each new exam (Fig. 4.3).
If you want to edit the current acquisition style (see section 8.2.2 “Acquisition Styles”),
you can use “Setup…” button located to the right of the combo-box.
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Besides the acquisition style, you can set up the parameters of the acquisition wizard
in this section (see section 8.2.3 “Acquisition Wizard”). By default, the acquisition wizard is not used. You can set up the acquisition wizard at the creation of each new
exam (Fig. 4.3).

Fig. 8.3. Setup of current acquisition style.

8.2.1. Montage Editing
The different montages are used for EEG acquisition depending on the number of
the placed electrodes, use of the additional channels and exam purpose. You can
specify the active acquisition montage in the acquisition style (see section
8.2.2 “Acquisition Styles”) or at the creation of the new exam (Fig. 4.3). During exam
performing you can change the active montage at any moment (see section
4.4 “Selection of Montage, Setup of EEG Scale and Sweep Speed”). The set of
the typical montages is already provided by default in the program settings but each
user can create own montages, change or remove the existing ones. To do it, use
the montages manager window (Fig. 8.4).
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You can open the montages manager by pressing
button on the toolbar of main
program window or using Settings|Montage menu command. This window can be
opened from acquisition style settings (Fig. 8.16) and using “Exam” window (Fig. 4.3).

Fig. 8.4. Editing montages.

You can see the name of the current montage in the middle part of toolbar of montage
manager window. Using the combo-box you can select other montage for editing. Also
you can create new montages (including creation on the basis of the current one),
save the introduced changes, remove the montages, export them to file and import
them from file (for example, to move to other computer) using the toolbar buttons. Besides, you can rename the montage and specify hotkey combination for it (for
the quick switch on of this montage during EEG acquisition or review). You can also
choose the table representation of montage.
The working area of the montage manager window is divided into three parts:
 “Derivations” – it contains the derivations included in the current montage. It allows
to set up the visibility and individual parameters of each derivation.
 “Scheme” – it contains the graphic presentation of scheme of electrode placement
with the possibility to create new derivations using the mouse.
 “Montage settings” – it contains the settings of the current montage. The “Derivation
settings” section contains the settings of the selected derivation (Fig. 8.5).
All the derivations included to the montage are listed in the derivation list. Using
the checkbox opposite the name of each derivation, you can change its visibility. Afterwards, you can control the visibility of the derivations at EEG acquisition using
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“Exam inspector” (see section 5.15.1 “Exam Inspector”) or the context menu of
the derivation. Using the toolbar buttons located over the list of the derivations, you
can change the order of derivations, remove them from the montage and duplicate
them. The number of the derivations included in the montage is displayed near “Derivations:” heading in brackets.

Fig. 8.5. Editing derivation settings.

Using the montage scheme in the middle part of the window, you can add new derivations to the montage by mouse click or touchscreen controls. To add the monopolar
derivation to montage, left-click on the corresponding electrode on the graphic
scheme. At that, the new derivation corresponding to the settings of the derivation in
the right part of the window will be added to montage. To create the bipolar derivation,
press the active electrode with the left mouse button and holding it down, move
the mouse cursor to the passive electrode and after that release the mouse button.
Left-click the polygraphic channel under the montage scheme to include the polygraphic channels to the montage. To include the additional “non EEG channels” to
montage, it is necessary to left-click the corresponding channel located to the right of
the montage scheme.
Some devices of Neuron-Spectrum series can be equipped with direct current channels (DC1, DC2, etc.). The sensors with stepwise (body position sensor) or continuous (for example, cannula) level of direct current can be connected to them. If you apply such sensors, it is required to adjust the direct current channels according to
the connected sensors. The sensor signal level at output is specified in the technical
manual for this sensor. If this manual is missing, the signal level can be defined experimentally, for example, you can connect the sensor to device and perform a test.
Neuron-Spectrum.NET software provides automatic calibration of direct current sen-
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sors in cases their parameters are indeterminate (see section 11.14 “Direct Current
Channels”).
Some EEG devices supported by the program do not have direct current channels. In
this case the attachment of such sensors is impossible.
Select the additional EEG channel (X1…X11 in Neuron-Spectrum-5 devices) under
the scheme of electrode placement with the mouse. The required derivation will be
added. Then in derivation settings (right part of a window) indicate the position of additional electrode. This is not an obligatory step, however it required for the correct
mapping of recorded signals.
You can use the additional derivations both for the arrangement of “10-10” scheme of
electrode placement and for the acquisition of some other biological signals (for example, EOG, EMG, etc.). Using the settings of derivation parameters, you can set
the name and the type for each derivation (Fig. 8.5).
In the right part of the window, you can set the parameters of the montage and
the derivations. You can choose the type of used device, set the number of used electrodes and select the reference electrode for this montage. Both ear electrodes and
any EEG electrode placed on a patient’s head can be used as a reference electrode.
Also, the use of the joint and averaged electrodes (in case you use the averaged electrode as a reference one, you can indicate the derivations participating in the averaging) is possible as a reference electrode. For Neuron-Spectrum-5 digital EEG and
EP system you can apply “Ref” electrode as a reference one. Besides, you can select
“Source derivation” as a reference electrode. In this case the signal from each electrode will be averaged with the signals from near electrodes. The use of such type of
reference electrode results in the amplification of the valuable EEG activity and the rejection of arbitrary EEG activity at the traces displaying.
We offer you to consider the example of the new montage creation. Let us assume
that it is required to create the montage with CZ central reference electrode to perform
for PSG studies. To create a new montage, use
button on the toolbar. In the appeared window enter the name of the new montage (Fig. 8.6).

Fig. 8.6. Creating new montage.
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The new montage does not contain any derivations. Define what number of the derivations should be in the montage. For example, it is required to create the montage
with nineteen derivations. In the right part of the manager in “Number of electrodes:”
drop-down box choose “19”. Select “Central electrode (Cz)” in the “Reference electrode:” drop-down box (Fig. 8.7).

Fig. 8.7. Parameters of new montage.

Add several monopolar EEG derivations to the montage: F3-Cz, F4-Cz, C3-Cz, C4Cz, O1-Cz, O2-Cz. To do it, left-click on the corresponding electrodes (Fig. 8.8).

Fig. 8.8. Adding monopolar EEG derivations.

After that, add two EOG derivations to the montage: FP1-Cz, FP2-Cz. The parameters of these derivations should be changed using “Derivation settings” section in
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the right part of the window. In this part (Fig. 8.5) select the type of derivations “EOG
(left)” (left eyer) and “EOG (right)” (right eyer) respectively (Fig. 8.9).
Add EMG derivation from the first polygraphic channel to montage. To do it, point
the mouse cursor to the first polygraphic channel “E1” and left-click on it.
After that, add ECG derivation to the montage. If your digital EEG and EP system has
a separate connector for ECG, than you should only add the additional ECG channel
to the montage. To do this, move the mouse cursor to “ECG” channel in the list of
the additional channels located to the right of the electrode scheme on a head and
left-click on it. Also, you can use any connector for EEG derivation as an ECG. For
example, create the derivation “F8-Cz” and set “ECG” derivation type for it (Fig. 8.9).

Fig. 8.9. Adding EOG, EMG and ECG derivations.

Add “Respiration”, “SpO2” channels to the montage and “DC1” channel for body position sensor from the list of additional channels located to the right of electrode scheme
on a head (Fig. 8.10).
To connect the snoring sensor, use “E2” polygraphic channel. Use polygraphic channels “E3” and “E4” to attach thoracic and abdominal movement efforts sensors respectively (Fig. 8.10).
To connect the limb movement sensors, create two bipolar derivations: “P3-T5” and
“P4-T6”.
To do this, point the mouse cursor to “P3” electrode on the electrode scheme, leftclick on it and holding it down, move the mouse cursor to “T5” electrode and release
the mouse button. In the same way create “P4-T6” derivation. Set “Left leg” and “Right
leg” in the “Site type:” drop-down box respectively (Fig. 8.10).
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Fig. 8.10. Adding the following channels: respiration, SpO2, body position, snoring, limb movement, thorax and abdomen.

The creation of the montage for polysomnography studies performing is completed.
Sometimes there are no connectors on your EEG and EP system for some derivations. To record such derivations, you can use additional channels.
Let us assume that using Neuron-Spectrum-5, it is required to add AF3-A1 derivation
of “10-10” system to the montage. There is no corresponding connector on the panel
of this system that is why you can use additional EEG channels: “X1…X11”. In
the right part of the montage manager window you can specify the number of derivations: 32 or 64. Use “X1” connector to arrange AF3-A1 derivation. To do this, point
the mouse cursor to “X1” and left-click on it. Then choose “AF3” in the derivation settings. Thus, using the additional EEG channels of Neuron-Spectrum-5, you can create 11 derivations of “10-10” system without having the actual connectors for them on
the device panel.

8.2.2. Acquisition Styles
All program settings connected with EEG acquisition are combined into the acquisition
styles. Use of several acquisition styles allows to switch quickly between the different
sets of acquisition mode settings (for example, to perform exams using the different
templates). You can set the current acquisition style using Setup|Change… main
menu command (Fig. 8.3) or before new exam start directly (Fig. 4.3). During exam
performing you can not change the current acquisition style but you can change any
settings of the program and device separately using main menu and toolbar.
In “EEG acquisition styles” window (Fig. 8.11) you can change the existing styles of
acquisition mode and create your own ones. To get an access to “EEG acquisition
styles”, use “Setup…” button on “Acquisition. Acquisition style” page (Fig. 8.3) Before
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the beginning of each new exam (Fig. 4.3) you can select the current acquisition style
and edit it.

Fig. 8.11. Editing acquisition styles.

In the middle part of the toolbar of acquisition style manager you can see the name of
the current style. Using the combo-box you can select other style for editing. Also you
can create new styles (including on the basis of the current one), save the introduced
changes, remove the styles, export them to file and import them from file (for example,
to move to other computer) using the toolbar buttons. Besides, you can rename
the style.
The working area of the window is divided into two parts:
 “Acquisition style settings” – it contains the settings elements.
 “Item properties” – it contains the description of the current element of the settings
tree with the possibility to change its parameters.
Further all elements of acquisition style settings will be described.
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On the “Hardware” page (Fig. 8.12) you can select the device from the list of the connected ones to be used for this acquisition style by default. Also you can run the testing program for the selected device and control its limitations in rent mode.

Fig. 8.12. Hardware settings.

Besides, on this page you can set the sampling rate of device (see section
4.2 “Sampling Rate Setup”). On “Hardware” page of “Settings” window (Fig. 8.2) you
can also choose the power supply frequency for notch filter, level of the calibration
signal, type of the used headphones, diagonal of the used pattern monitor and delay
of pattern stimulus (for LCD monitors as they have some delay at the image displaying).
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On the “Impedance measurement” page (Fig. 8.13) you can set the borders of impedance values to mark them red, yellow or green color. Also you can activate/deactivate
the impedance indication on the front device panel, stepwise impedance measurement at device button pressing, enable automatic impedance measurement before
the acquisition start or with the specified time interval.

Fig. 8.13. Impedance measurement settings.

By default before the beginning of EEG recording the impedance measurement is run
automatically if it has not been measured yet. You can disable this function by unchecking the corresponding checkbox.
Some EEG systems, for example Neuron-Spectrum-AM, allow to check impedance
during EEG acquisition and it is not required to stop the acquisition. When you use
other devices, the acquisition is paused during impedance measurement. On impedance measurement completion the acquisition is automatically continued. For your
convenience the measured impedance can be displayed with color on corresponding
trace buttons. If impedance value is unsatisfactory, the software can display corresponding warning message on traces. You can adjust the displaying of impedance
and warning messages on “Hardware” page of “Settings” window (Fig. 8.2).
On the “Filters” page (Fig. 8.14) you can adjust the parameters of filters used at EEG
acquisition by default (see section 4.3 “Filter Setup”). You can set the high cutoff frequency and low cutoff frequency and also enable the use of the notch filter. At specified sampling rate equal to 200 Hz and higher, the non-filtered data can be stored in
an exam, the filter will be applied only at traces displaying on the screen. The storage
of non-filtered data in an exam will allow to review EEG traces with an arbitrary set of
filters, changing high pass and low pass filters at EEG review on-the-fly. However,
please, remember that “on-the-fly” filtration requires the additional computer resources
and can slow down the speed of EEG review, analysis and generation of exam reports.
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Fig. 8.14. Filter settings.

You can set the frequencies of filters by either selecting them from drop-down box or
entering them manually in the corresponding input boxes if the required values are
missing. Besides you can add your values of cutoff frequencies to drop-down lists or
remove the unnecessary frequencies (Fig. 8.15). To do this, press “Change value list”
button (Fig. 8.14). During the acquisition you can change the selected frequencies of
filtration. Also you can adjust the specific filtration parameters.

Fig. 8.15. Editing LPF list.
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On the “Montage” page (Fig. 8.16) you can see the current active montage used by
default in this acquisition style. Using the combo-box, you can set other montage. During EEG acquisition or review you can change the acquisition montage or review. Also
you have an access to the montage manager from this page (see section
8.2.1 “Montage Editing”).

Fig. 8.16. Selecting current montage.

Besides the montage you can create the registration scheme. The registration
scheme defines the list of electrodes used at the acquisition and the reference electrode. If you have the registration scheme, than during an exam recording you will
have an access only to those montages which correspond to the selected registration
scheme. The digital EEG and EP system is programmed according to the selected
registration scheme (i.e. only channels indicated in the registration scheme regardless
of the current specified montage will be recorded). If the registration scheme is not selected, all montages from the list will be available for you and the device will be programmed according to the selected montage (i.e. the channels indicated in the current
montage will be recorded, if you switch the montage the used channels will be reprogrammed). In this case the signal is not recorded by non-used channels.
Using the combo-box you can select the registration scheme, and with “Montage
manager” button you can create new registration schemes, edit them and remove the
existing ones. The principle of the registration scheme creation is similar to the creation of the montages (Fig. 8.17).
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Fig. 8.17. Editing registration schemes.

On the “Functional tests” page (Fig. 8.18) you can specify the current list of the functional tests for this acquisition style. In the right part of the page all available functional
tests are listed. Using the checkboxes near them you can select the tests to perform.
With the buttons under the test list you can add, change or remove the existing functional tests. The sequence order of functional tests included to the acquisition style
(the list leftward) can be changed using the buttons under the list.

Fig. 8.18. The setup of the functional tests.

In the functional test manager (Fig. 8.19) you can indicate the name of the test (full
and short), specify the hotkey combination, the icon for displaying. To select an icon,
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press the square area to the left of “Browse” button with the left mouse button and select the icon from the combo-box (Fig. 8.20). Using “Browse” button you can set
an icon for a functional test from an arbitrary graphic file.

Fig. 8.19. Editing functional test.

Fig. 8.20. Selecting an icon for functional test.

Also in the functional test manager you can specify the time of the test record at
the automatic acquisition of functional tests (see section 4.12 “Functional Test Acquisition”), for example, with the use of acquisition wizard (see section 8.2.3 “Acquisition
Wizard”). For each functional test the description line is provided, here you can enter
the arbitrary text information.
Before the beginning of each functional test recording, a doctor performing an exam,
usually offers a patient to execute these or those actions (for example, to breath deeply or relax and close the eyes). As a rule, a doctor has to repeat one and the same
phrases for each patient at the performing the single-type exams. To get rid a doctor
of these repetitions, the program provides a possibility to play back the indicated audio files before the recording of any functional test. In the functional test manager you
can indicate the file with audio notification related to this test. In the “Sounds” file of
Neuron-Spectrum.NET working directory there are some files with audio notification
for the typical functional tests but you can record your own audio notifications in *.wav
format. During the audio notification playing back the program can switch to the monitoring mode and continue EEG recording.
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During the recording of some functional tests it is sometimes required to perform a patient’s stimulation (see section 4.13 “Stimulation during EEG Acquisition”). For each
test you can indicate the stimulation type (without stimulation, manual or software). If
you choose the manual stimulation, you can also select the stimulator and set it up for
this test. In this case in the beginning of the test record, the selected stimulator will be
programmed according to the specified settings (at that the stimulation start does not
occur). If you choose the software stimulation, you can indicate the stimulation program for this test. In this case the selected stimulation program starts automatically at
the beginning of the test recording. During the acquisition of the functional tests for
which the stimulation is not specified (without stimulation), the automatic programming
of the stimulators and the stimulation start do not occur but you can adjust the parameters of stimulation and perform the stimulation during the whole EEG record (see
section 4.13 “Stimulation during EEG Acquisition”).
To adjust the stimulators and create the stimulation programs for the current acquisition style, use “Stimulation” page. On the “Stimulators setup” page (Fig. 8.21) you can
set up all the supported stimulators. The stimulator settings specified in the acquisition
style, will be downloaded to the hardware before the exam recording. At that you can
change the stimulation settings during an exam recording (see section
4.13 “Stimulation during EEG Acquisition”).

Fig. 8.21. Adjusting stimulators.
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On the “Stimulation program” page (Fig. 8.22) you can select the stimulation program
for the current acquisition style from the list of all available stimulation programs. Also,
you can create new stimulation programs, edit the existing ones and remove them.
The stimulation program consists of one or several stimulation commands executed
consequently. For each stimulation command you can select the stimulator and adjust
its settings. Besides, the pauses between stimulation commands can be included in
the stimulation program.

Fig. 8.22. The stimulation program setup.

We offer you to consider the example of stimulation program creation. Let us assume
that it is required to create the photic stimulation program (using photic stimulator of
the digital EEG and EP system) starting from 5 Hz stimulation frequency with its further increase up to 20 Hz. The stimulation interval for each frequency – 20 seconds,
the frequency increase step is 5 Hz. To create a new stimulation program, use dropdown menu of
button located under the list of available stimulation programs
and enter the name of new stimulation program (Fig. 8.23).

Fig. 8.23. Creating new stimulation program.
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The new stimulation program will be added to the list of available ones. To add first
stimulation command, use
button again. In the appeared dialog box enter
the stimulation command parameters (Fig. 8.24).

Fig. 8.24. The setup of stimulation command parameters.

In the “Stimulation command settings” window, you can set the duration of stimulation
command, the stimulator type and all its parameters. Set 20 seconds duration and 5
Hz stimulation frequency of the first stimulation command. In the same way, add 10,
15 and 20 Hz stimulation commands to the new stimulation program. For stimulation
command with 20 Hz frequency, it is necessary to change the stimulus duration as at
50 ms stimulus duration and 20 Hz stimulation frequency, the stimulator will operate
continuously. That is why set 40 ms stimulus duration for the stimulation command
with 20 Hz frequency. If you wish, you can add the intervals without stimulation to
the stimulation program. To do it, use drop-down menu of
button to add
the pause. The stimulation commands with different stimulators can be used within
one program.

196

Program Settings

On “Scales” page (Fig. 8.25) you can adjust the scale and sweep speed of EEG
traces by default and also the visibility and the size of calibration cuts. During the acquisition or review of an exam you can change the scale of displaying and sweep
speed of traces. Besides, each derivation can have specific settings of displaying.
Also you can change the list of scale values and sweep speeds to select them quickly
during an exam.

Fig. 8.25. Adjusting scales.
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On “Markers” page (Fig. 8.26) you can see the list of available event markers in
the right part of the window (see section 4.14 “Event Markers”). In the left part of
the window you can see the list of event markers selected for use in the current acquisition style. You can add new markers, change and remove the existing ones. For
each marker you can specify the hotkey combination for quick marker arrangement on
EEG. Also, you can specify the view of event markers on EEG traces.

Fig. 8.26. The setup of event markers.
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When creating new event marker (Fig. 8.27) you can specify its name (full and short),
hotkey combination for quick marker arrangement on EEG, icon, color and type of
marker. The marker line color is defined by the current color scheme of the program
by default (8.4 “Color Scheme”), but if you wish, you can set the individual color for a
marker.
The markers are divided into two groups: the event markers and the markers with
data input. The event markers indicate the definite event occurence at a certain moment of EEG record. The markers with data input both indicate the definite event occuring and store the additional information about it (for example, to enter the blood
pressure or heart rate of a patient during EEG record). For markers with data input it
is required to define the set of input boxes, which will be filled by a user during marker
arrangement on EEG.
Also process-markers are created to show some processes during exam. As opposed
to event markers, the process-markers have onset and offset. Using process-markers
you can indicate some impacts with certain duration (for example injection and effect
of a drug).

Fig. 8.27. Creating new event marker.

On “Exam data autosaving” page (Fig. 8.28) you can set the time interval for automatic exam saving during EEG acquisition. It is very important for the recording of
long-term EEG exams to prevent the data loss in the result of power failure or other
emergencies. The exam recording terminated because of emergency can be continued by opening the required exam and selecting Exam|Restart acquisition menu
item.
Besides, you can set various parameters of auto saving, set the automatic segmentation of long examination into shorter ones, for example, to make 3 8-hour exams instead of 24-hour one. It can be required if you want to analyse and edit the exam pe-
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riodicaly while it is acquired. The option of automatic data saving at the record beginning and after its completion can be also useful.

Fig. 8.28. The setup of automatic exam saving.

Using “Evoked potentials” page (Fig. 8.29), you can adjust the acquisition parameters
of the evoked potentials (filters, epoch length, number of averagings) and stimulation
parameters.

Fig. 8.29. The setup of stimulators for evoked potentials.

On “EP templates” page you can create the templates of stimulators settings. When
you record EP, you can switch quickly between different settings using preset templates.
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Using “Video EEG” page (Fig. 8.30), you can set the parameters of the synchronous
video recording during the exam acquisition. The recording can be performed from
three video cameras simultaneously, and you can set up the parameters of each of
them. Besides, the automatic cut of video to the fragments is performed during video
recording. It is done to provide the possibility of the further removal/saving of video by
parts. You can set the duration of video fragments. You can set the duration of video
fragments. Also, if your video camera supports the option of control from the computer, you can set the video camera control protocol and port of control cable connection to the computer.

Fig. 8.30. The setup of video EEG.

You can set up available IP cameras on this page. To do this, press “Add” button. In
the appeared dialog box (Fig. 8.31) set the name of your network camera, network
address (URL), login and password to get an access and video resolution used.

Fig. 8.31. Adjusting IP camera.
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Using “Biological feedback” tab (Fig. 6.32) you can set up training protocols for BFB
(see chapter 14 “Neuron-Spectrum-BFB.NET”).

Fig. 8.32. Adjusting BFB.

On “Report” page (Fig. 8.33) you can preset the report template to be used by default
for exams recording for the selected acquisition style (see section 7.2 “Exam Report
on Basis of Template”).

Fig. 8.33. Customizing report template.
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8.2.3. Acquisition Wizard
Neuron-Spectrum.NET software allows to perform EEG acquisition in automatic
mode using the acquisition wizard. In the acquisition wizard settings (Fig. 4.3, Fig. 8.3)
you can set the operations which should be carried out during an exam. For example,
in the acquisition wizard settings you can activate/deactivate the function of the impedance measurement before the beginning of EEG recording (see section
4.5 “Electrode Impedance Measurement”), perform the monitoring and recording of
calibration signal and EEG, indicate which functional tests are to be recorded during
an exam. You can set the duration of monitoring, EEG recording and calibration. During recording of functional tests in the automatic mode, pay attention to its duration
specified in its settings (Fig. 8.19).
On the “Acquisition style” page of “Settings” window, you can adjust the acquisition
wizard settings used for an exam acquisition (Fig. 7.3). Before the beginning of each
new exam, you can set up the acquisition wizard or deny its use (Fig. 4.3).
We offer you to consider the example of typical EEG exam recording using the wizard.
Let us assume that it is required to measure the impedance during an exam and perform the recording of selected functional tests after several seconds of monitoring. To
do it, adjust the functional test beforehand, set its duration at the automatic recording
and, if you wish, indicate the audio files with notifications for these tests (Fig. 8.18,
Fig. 8.19). The example of the acquisition wizard settings is shown in Fig. 8.34.

Fig. 8.34. The example how to adjust acquisition wizard.

After a patient’s card filling (see section 4.1 “Creation of Patient Card”) the acquisition
wizard will run automatically the impedance measurement. On impedance measurement completion, EEG monitoring shall continue for 25 seconds and signal recording
shall do for 300 seconds. After that, the selected functional tests will be recorded consequently, and the exam recording will be finished.
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On exam recording completion (both using the wizard and without it), you can pass to
the analysis of the recorded exam. The analysis of an exam and preparation of exam
reports can be also automated. The analysis wizard is intended for the automatic EEG
analysis and report generation (see section 8.7.2 “Analysis Wizard”). Thus, the acquisition wizard together with the analysis wizard allows to record an exam, analyze it
and prepare the exam reports in the automatic mode.

8.2.4. Neuron-Spectrum-AM
On Neuron-Spectrum-AM page you can adjust the acquisition settings being specific
for this device (see section 13.1 “Description of Neuron-Spectrum-AM Device”)
(Fig. 8.35).

Fig. 8.35. Neuron-Spectrum-AM settings.
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8.2.5. Braintronics Brainbox-1166
On “BrainTronics BrainBox-1166” page you can adjust the settings to connect the device (see Annex 5) (Fig. 8.36). This device is equipped with Ethernet networking interface module to get an access to computer. On “Settings” page you should enter IP
address of device in your LAN and port number.

Fig. 8.36. Braintronics Brainbox-1166 settings.
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8.2.6. Exam Export
On “Examination export” page you can set up the automatic export of all recorded exams to one of available data formats (Fig. 8.37). You can specify the path to save. If
you use special program to synchronize data with cloud storage, you can upload performed exams to your cloud storage using automatic export function. Also you can select the format to export upon your choice. For example, if you plan to review
the exam at smartphone or tablet computer, you can export an exam in graphic file
format (*.png) or document format (*.rtf or *.pdf). Also an exam can be exported as a
video file (*.avi). If it is required to review and analyze EEG exam, it is preferable to
use EDF or NSARC format. An exam can be exported in several different montages.

Fig. 8.37. Adjusting automatic exam export.

Neuron-Spectrum.NET software provides an opportunity to save automatically recorded exam into the following formats:
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PNG. The exam is saved as a set of graphic files with EEG traces. If you save exam in this format, it will be saved as several graphic files with EEG traces.
The advantage of this method is the possibility to view saved exam on any computer with any operating system.



PDF (Adobe Portable Document). The exam with acquired traces and created reports is saved as PDF file. It is possible to view saved exam on any computer with
any operating system.
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RTF (file of Rich Text format). The exam with acquired traces and created reports
is saved as RTF file. It is possible to view saved exam on any computer with any
operating system.



EDF (European Data Format). Exam saved in this format can be opened only in
specialized programs, but in this case you have an opportunity to change montages, displaying scale, sweep speed, filters etc.



NSARC-archive. It is a special format used only in Neuron-Specrum.NET software. In case you save exam in this format you will be able to view it only in Neuron-Specrum.NET software. Exam saved in this format contains all exam data,
including video.



AVI video. The exam is saved as video and you will be able to view it on any PC.
If you choose this format for exam export before acquisition start, the software
prompts you for video codec used for video stream compression. It is recommended to use H.264 codec. It ensures the high quality of the video at small size
of video file. Using this format you can export even many-hour-long exams to
video files.

Exam export is done after acquisition completion and closing. The exam copy is
saved in the specified format in the selected folder. The original exam is saved in
the database. As it was stated before, this option can be used for automatic copying
of all performed exams both to selected computer folder and cloud storage in Internet
(if computer is connected to Internet). To do this, install cloud storage gateway (special program) of one of cloud storage providers (Dropbox, SkyDrive, Google Disk,
Yandex.Disk, etc.) to your computer and select the required computer folder to save
exams (Fig. 8.37). In this case all exams copied to this folder will be automatically uploaded to cloud storage in Internet that can be accessed from anywhere in the world.
If you keep your exams in the cloud storage in Internet, they can be accessed by several users at any time using any device with Internet connection.
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8.3. Adjusting EEG Review
On “Examination review” page of “Review” section (Fig. 8.38) you can set EEG review
parameters when opening the exam. For example, you can set the montage and all
exams will be opened in this montage (by default the exam is opened in the montage,
it is recorded). Also some parameters of EEG display and navigation can be specified.

Fig. 8.38. Adjusting EEG review.

You can also activate the automatic trace scaling during EEG acquisition. This option
is especially useful at PSG exam acquisition when amplitude of signals from some
sensors depends on patient and changes from exam to exam.
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8.4. Color Scheme
On “Color scheme” page (Fig. 8.39) you can change the current color scheme or create your own color scheme. The colors of all program elements visible on the screen
are defined in the color scheme. You can select the color of EEG trace background,
the color of the selected fragments, the color of the event markers, analysis epochs,
etc. If you have several color schemes, which are set differently, you can switch
quickly between them at any moment of operation with the program to change its external view.

Fig. 8.39. Adjusting current color scheme.

8.5. Screen Calibration
At EEG traces displaying on the monitors of different sizes the preset sweep speed
and the scale of the traces can differ from the specified ones. To adjust the scale of
your computer monitor, use “Screen calibration” page (Fig. 8.40) of “Settings” window.
The divisions of vertical and horizontal scales on the scale bar should coincide with
the measuring scale divisions. To calibrate the screen, apply the ruler to the screen,
and obtain the scale bar coincidence with the ruler using the mouse. If you know
the sizes of your monitor in millimeters, enter its width and height in the corresponding
input boxes. After the screen scale setup, EEG scale and sweep speed should completely correspond to the specified parameters. You can check it using the ruler.
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By default, the program is adjusted to operate with 19” monitor. If you work on
the computers with other monitor sizes, preset the screen scale beforehand.

Fig. 8.40. Adjusting screen scale.

Often if you open several analysis windows, the working area of the monitor is not
enough to review EEG and analysis results simultaneously. Neuron-Spectrum.NET
software allows to use several monitors for more convenient EEG review and analysis. In case you select “Use second monitor” checkbox, Neuron-Spectrum.NET will
automatically expand into all connected monitors if two or more monitors with
the same resolution are available. The use of two monitors allows to review EEG on
one screen and the analysis results or video on the other screen simultaneously.
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8.6. Reviewing Station
On “Reviewing station” page (Fig. 8.41) you can review desktops of all computers in
LAN where Neuron-Spectrum.NET software is run. For example, using the computer
of head physician you can review the process of EEG acquisition being run on any
computer in LAN of medical establishment. This option is also useful to control the
acquisiton quality, for example, during long-term or night exams when a nurse or
technician has an access to all EEG/PCS recording stations (computers) in the department.

Fig. 8.41. Adjusting reviewing station.

To connect to another computer within LAN, enter its IP address, connection port and
press “Connect to another computer” button. In some time (required for the connection) the window with selected computer desktop icon will appear. IP address of your
computer and access port are indicated in the corresponding input boxes. To find out
IP address of other computer within the LAN, start Neuron-Spectrum.NET software
and open this window. The number of your computer port should coincide with computer port you are connected to. It is recommended to use 8080 port, but you can
change it. IP address of your computer can not be changed.
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In the list of saved connections you can choose one PC to which you have recently
connected. It is possible to connect to several computers, for example, to monitor
the quality of acquired signal of several exams simultaneously (reviewing station), but
for each connection its unique port number should be specified (8080, 8081, 8082,
etc.) (Fig. 8.42).

Fig. 8.42. Network connection list editor.

The port numbers of PC to connect to should be as follows: first – 8080, second –
8081, etc.. You can use Settings|Network connections for reviewing stations
main menu item for the quick connection to other computers.
Note: if Windows firewall is enabled, this option may function improperly. To ensure proper operation of this option, disable Windows firewall or adjust it properly. Besides antivirus software
and firewalls may also lock network connections and should be adjusted properly. If a PC has
an Internet connection it is not recommended to turn Windows Firewall off. In this case it is required to add the permission for incoming network connections for Neuron-Spectrum.NET
software.

Besides built-in network access tools you can use third-party software not only for acquisition process observation, but also for its management. Such programs as TeamViewer, LiteManager allow user to connect to remote PC and manage it. For example,
free LiteManager software (http://litemanager.ru/, http://www.litemanager.com/) has
server and client parts. Server part is installed on the PC with the connected EEG system used for EEG acquisition. Server part makes it possible to connect to PC from
another PC’s of the network and transfer control to them. Client part is installed on PC
from which you plan to perform remote control of acquisition procedure. Client part
can be connected to several servers and vise versa, several clients can be connected
simultaneously to one server. Thus, you can simultaneously control several acquisition procedures. You can control remote PC both by local network and via Internet.
So, you can connect to several exams simultaneously, observe acquisition process,
check impedance, change acquisition parameters from any PC within local network or
via Internet.
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8.7. Analysis Mode Settings
On the “Analysis style” page of “Analysis” section (Fig. 8.43) you can select and edit
the current analysis style (see section 8.7.1 “Analysis Styles”) and the analysis wizard
settings (see section 8.7.2 “Analysis Wizard”). All settings of analysis mode (analysis
epoch size, bandpasses of standard EEG rhythms, analysis result visualization, etc.)
are stored in the analysis style. You can select the current analysis style from
the combo-box. When analysis style is selected, all settings of analysis mode is
downloaded from this style. Thus, you can switch quickly between different settings of
the analysis mode during the exam performing directly. You can select the current
analysis style before the beginning of each new exam (Fig. 4.4). To edit the current
analysis style, use “Change” button located rightward of the drop-down list.

Fig. 8.43. Analysis style settings.

Besides the analysis style you can set up the analysis wizard parameters (see section
8.7.2 “Analysis Wizard”) on this page. By default the analysis wizard is not used. You
can set up the analysis wizard at the creation of each new exam (Fig. 4.4).

8.7.1. Analysis Styles
All program settings connected with EEG analysis are combined into the analysis
styles. The use of several analysis styles allows to switch quickly between different
sets of analysis mode settings. You can set the current used analysis style using Setup|Change… item of main program menu (Fig. 8.43) or before the beginning of new
exam (Fig. 4.4). During an exam performing you can change the current analysis style
using Analysis|EEG analysis styles item of main program window.
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In “EEG analysis styles” window (Fig. 8.44) you can change the existing analysis
styles and create your own ones. To get an access to “EEG analysis styles” window,
use “Change” button on the “Analysis. Analysis style” page (Fig. 8.43) or Analysis|EEG analysis styles|List… menu item directly during exam performing. Also, you
can select the current analysis style and edit it before the beginning of each new
exam (Fig. 4.4).

Fig. 8.44. Editing analysis styles.

In the middle part of toolbar of analysis style manager you can see the name of
the current style. Using the combo-box, you can select other style for editing. Also,
you can create new styles (including on the basis of the current one), save introduced
changes, remove the styles, export them to file and import them from file (for example,
to move to other computer) using the toolbar buttons. Besides, you can rename
the style.
The working area of the window is divided into two parts:
 “Analysis style settings” – it contains the settings elements.
 “Item properties” – it contains the description of the current element of the settings
tree with the possibility to change its parameters.
Further all elements of analysis style settings will be described.
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The “Analysis epochs” page (Fig. 8.45) contains the settings to arrange analysis epochs (see section 5.13 “Arrangement of Analysis Epochs”). You can set the duration
of analysis epoch, maximum percentage of epoch overlapping (when epochs are arranged near artifacts), the arrangement area (along the record or by selected functional tests) and other parameters.

Fig. 8.45. Adjusting analysis epochs.

The “Rhythms” page (Fig. 8.46) contains the parameters of EEG wave rhythms. Using
the editable table, you can change the frequency borders of wave rhythms. For each
rhythm you can set the minimum amplitude showing rhythm presence on EEG. Besides, you can add your own standard EEG rhythms, which will be considered at visualization of graph spectrum, spectra trends, bispectrum and coherent analyses.
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“Phenomena detection” section contains the settings of automatic search of artifacts,
spikes and sharp waves, epileptiform activity and arbitrary visual phenomena.

Fig. 8.46. Wave rhythm setup.

The “Artifacts detection” page (Fig. 8.47) contains the parameters of automatic search
and selection of artifacts. You can indicate the area of artifact search (all record or selected functional tests) and search scheme (fully automatical search and selection,
search by the specified template and search by the selected fragment). At the fully
automatical search a user is not required to enter any search parameters, the program will select the artifacts of EEG record by itself. Such search scheme is the simplest one for a user but it can be inefficient in some exams (for example, at very low or
very high amplitude of the recorded signal). At the search by the specified template,
a user should indicate the parameters of the phenomenon being searched. The program will select only those visual phenomena, which satisfy the specified search parameters. At the search by the selected fragment, you will have to select the trace
area (see section 5.10 “Selection of EEG Fragments”) and EEG trace beforehand. All
areas of EEG traces, which coincide with the selected fragment with the specified correlation percentage, will be selected in the search process.
Also, you can indicate whether it is required to ask the confirmation for the selection of
each found artifact. If you select this checkbox, only those found artifacts, which received the confirmation of the selection, will be marked.
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Fig. 8.47. Adjusting parameters of artifact search.

The “Spikes and sharp waves search” page (Fig. 8.48) contains the parameters of
automatic search of spikes and sharp waves on EEG. You can set the search area (all
record, selected functional tests or analysis epochs), and also frequency and amplitude characteristics of spikes and sharp waves.

Fig. 8.48. Adjusting search parameters of spikes and sharp waves.
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The “Epileptical seizure searching” page (Fig. 8.49) contains the settings of the epileptiform activity detector (see section 5.12.2 “Epileptiform Activity Detector”). You can
specify the search area (by all record, by selected functional tests or by analysis epochs) and search scheme (fully automatical search or search by specified parameters). By default epileptiform activity detector is enabled at EEG record beginning.
Thus, the detector will switch on during the recording and analyze the recorded EEG
signal. If the detector discovers the epileptiform activity during the recording, it will be
selected automatically. Besides, the program will make an audio notification at
the moment of epileptiform activity fragment beginning. You can also use the epileptiform activity detector after the end of EEG recording.

Fig. 8.49. Adjusting search parameters of epileptiform activity.
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The “Visual phenomena search” page (Fig. 8.50) contains the parameters of arbitrary
phenomena search on EEG. To search the arbitrary phenomena, you can specify
the search area (by all record, by selected functional tests or by analysis epochs) and
search scheme (by specified template and by selected fragment). If a search is done
by specified template, a user should indicate the parameters of a phenomenon being
searched. The program will select only those visual phenomena, which satisfy
the specified search parameters. At the search by selected fragment you should beforehand select the trace area (see section 5.10 “Selection of EEG Fragments”) and
EEG trace. All EEG trace areas, which coincide with the selected trace fragment with
the specified correlation percentage, will be selected in the search process.

Fig. 8.50. Adjusting search parameters of arbitrary visual phenomena.
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On “Amplitude analysis” page (Fig. 8.51) you can set up EEG amplitude analysis parameters. You can select the way of amplitude calculation (from peak-to-peak or from
isoline to peak), minimum amplitude of EEG wave to be considered in the analysis,
quantity of topographic maps in “Amplitude Scanning” window (see section
6.4.5 “Amplitude Scanning”) and step to change the border values of color palette.

Fig. 8.51. Adjusting amplitude analysis parameters.

The “Spectral analysis” page (Fig. 8.52) contains the parameters of spectral analysis.
You can set the window function (to smooth the edge effects), analysis parameter
(amplitude or spectrum power), the scale of the spectrum graphs (see section
6.4.7 “Spectrum Graphs”). Also for the spectrum graphs, you can indicate the frequency range which is visible on them.

Fig. 8.52. Adjusting parameters of spectral analysis.
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The “Correlation analysis” page (Fig. 8.53) contains the parameters of correlation
analysis (see section 6.4.12 “Correlation Analysis”). Using the input boxes, you can
set the time interval to calculate autocorrelation and crosscorrelation functions and
also select the current list of derivation pairs for the crosscorrelation and coherent
analysis (see section 6.4.13 “Coherent Analysis”). If you wish, you can edit the lists of
derivation pairs using the corresponding manager (Fig. 6.36). Please remember, that
time intervals for the calculation of autocorrelation and crosscorrelation functions
should not be too large.

Fig. 8.53. Adjusting parameters of correlation analysis.
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The “Coherent analysis” page (Fig. 8.54) contains the parameters of coherent analysis (see section 6.4.13 “Coherent Analysis”). Using the input boxes, you can set
the level of reliability shown on the coherence graphs.

Fig. 8.54. Adjusting parameters of coherent analysis.

The “Periodometric analysis” page (Fig. 8.55) contains the parameters of the periodometric analysis (see section 6.4.14 “Periodometric Analysis”). Using the input boxes, you can set minimum and maximum wave amplitudes to add into analysis, way to
calculate the number of waves (from peak to peak, from isoline to peak), etc.

Fig. 8.55. Adjusting parameters of periodometric analysis.
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The “Comparative analysis” page (Fig. 8.56) contains the parameters of the comparative analysis (see section 6.4.15 “Comparative Analysis”). You can select wave
rhythms participating in the comparison and the comparison criteria. The average amplitudes of the selected wave rhythms, its indices and visual phenomena can be compared. The results of the comparative analysis can be shown as text interpretation
and diagrams. You can set the color palette for the diagrams. Also, in the comparative
analysis window (see section 6.4.15 “Comparative Analysis”) you can display
the graphs of frequency spectra and topographic maps for the compared fragments.

Fig. 8.56. Adjusting parameters of comparative analysis.

223

Neuron-Spectrum.NET (Version 3) (User Manual)

On “Comparative analysis templates” page (Fig. 8.57) you can create the templates
for the comparative analysis. The epochs and functional tests, which should be compared, are stored in the template. The analysis templates created by you can be used
in “Comparative analysis” window (see section 6.4.15 “Comparative Analysis”) to display quickly the comparison results of the specified fragments of EEG record during
an exam analysis. Besides, the comparative analysis templates can be used at
the description of the functional tests in an exam report (Fig. 8.77) to display
the comparison results of the functional tests in an exam report (for example, to describe the alpha-rhythm index changes at the eye opening in comparison with
the background record). For example, to define the level of alpha-rhythm depression
during “Open eyes” test, create the comparative analysis template to compare the alpha-rhythm index in two last epochs of background test and first epoch of “Open
eyes” test (Fig. 8.57). This comparative analysis template is used for the description of
the “Open eyes” functional test in an exam report (Fig. 8.77).

Fig. 8.57. Adjusting comparative analysis template.
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The “Print” page (Fig. 8.58) contains the parameters of EEG printing (see section 5.14
“EEG Printing”). At EEG printing the information about a patient, the parameters of
EEG acquisition and visualization can be displayed in the bottom part of each page.
On this page you can select what kind of information it is necessary to display at EEG
printing. Also on this page you can set up the printer parameters if it is connected directly to your computer or is available in the network. Neuron-Spectrum program
provides the possibility to print EEG directly during the acquisition but the delay of recorded data visualization during the printing is possible on the slow computers. That is
why the printing settings have an option of the delayed EEG printing during the acquisition. If this checkbox is selected, you can use

button on the toolbar, the corre-

sponding menu command or [Ctrl+P] key combination but EEG printing will not occur.
However, after the acquisition end all EEG fragments selected by you on EEG will be
printed. If the delayed printing checkbox is unchecked, EEG printing will occur directly
during EEG acquisition. All printed EEG pages are marked with “Start/End printing”
service marker. The list of EEG fragments sent to print can also be seen in “Exam inspector” window. Using the context menu, you can print these fragments again. If you
use black-and-white printer, you can select “Convert colors to black-and-white during
printing” checkbox. In case this checkbox is unchecked, the traces will be printed in
a way they are displayed on the monitor screen.

Fig. 8.58. Adjusting parameters of EEG printing.
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On “Evoked potentials” page (Fig. 8.59) you can set up the parameters of averaging
and visualization of the evoked potentials (see chapter 9 “Neuron-SpectrumLEP.NET”). You can set the analysis epoch length which will be used by default. During an exam you can change the analysis epoch at any moment, at that the analysis
results will be automatically updated. Also, you can set the delay of averaging beginning, for example, to cut the stimulus artifact. The averaging delay can be also negative if it is required to average trace fragments preceding stimulus delivery. If
the artifacts rejection level is different from zero, then only those trace areas are included in the averaging which values do not exceed the indicated threshold. On this
page you can indicate the scale, the sweep speed, the arrangement (consequently or
by “10-20” system), the visibility and the color of EP traces by default. During an exam
you can also change them.

Fig. 8.59. Adjusting evoked potentials.
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On “E-mail notifications” tab (Fig. 8.60) you can set up the system of e-mail notification sending by e-mail. If you do it, the software will automatically generate and e-mail
you notifications of such events as paroxysmal activity, breath and heart rate overranging, decreasing of oxygen saturation level. Also you can get the notifications of
hardware and software errors occurred during an exam and information on exam progress within specified period (for example, onсe per hour) to ensure the remote control of the exam. The software screenshot with obtained traces and analysis results
(for example, trends) is attached to the exam report. To use this option you should
specify the electronic address of the recipient and parameters of e-mail box from
which these notification will be send. In case you meet with difficulties while filling
the form, address your IT administrator or other specialist. Check if the entered data is
correct using “Test mail” button.

Fig. 8.60. E-mail notification.

E-mail notification is a convenient tool to get remote access to exam (including via Internet), however Internet connection realibitity depends on
the connection channel between recipient and sender. Neurosoft Company
can not ensure the delivery of all sent notifications and is not responsible
for the delivery time.
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On “Polysomnography” page (Fig. 8.61) page you can set up the parameters of sleep
stage analysis. You can specify the duration of analysis epoch, sleep stage scoring
system. Also, you can set the number of sequential epochs for detection of sleep onset and persistent sleep onset.

Fig. 8.61. Adjusting sleep stage analysis.
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On “PSG events” page (Fig. 8.62) you can see the list of PSG events built-in
Neuron-Spectrum.NET software by default. Besides, you can add your own PSG
events. You can select the trace type for each event. When you select the trace fragment of the specified type, the context menu with the list of PSG events defined for
the trace of this type displayes on the screen. You can indicate the selection color for
your own PSG events. The color of the typical PSG events is defined by the current
color scheme (see section 8.4 “Color Scheme”).

Fig. 8.62. Adjusting PSG events.
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On “Respiratory event analysis” (Fig. 8.63) page you can set the parameters for
automatic search and selection of respiratory events. You can specify the minimal duration of respiratory events and minimal decrease of breath movements amplitude in
percents from the mean level. If you check “Take into account oxygen desaturation
level while respiratory event detection” checkbox, only the respiratory events with amplitude decrease at simultaneous decrease of oxygen saturation level up to the specified one will be selected.

Fig. 8.63. Adjusting parameters of respiratory event analysis.
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On “Oxygen desaturation analysis” page (Fig. 8.64) you can set the parameters of
automatic search and selection of oxygen desaturation events.

Fig. 8.64. Adjusting the parameters of oxygen desaturation analysis.

On “Heart rate analysis results” page (Fig. 8.65) you can specify the parameters for
automatic search and selection for cardiac events during a sleep (tachycardia, bradycardia, asystolia).

Fig. 8.65. Adjusting the parameters of heart rate analysis.
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On “Snoring analysis results” page (Fig. 8.66) you can set the parameters for automatic search and selection of snoring events.

Fig. 8.66. Adjusting the parameters of snoring analysis.

On “Limb movement analysis” page (Fig. 8.67) you can set the parameters for automatic search and selection of limb movement events.

Fig. 8.67. Adjusting the parameters of limb movement analysis.
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On “Hypoventilation analysis (EtCO2)” page (Fig. 8.68) you can set the parameters for
automatic search and selection of hypoventilation events. The hypoventilation is a record fragment where carbon dioxide level (CO2) at expiration exceeds the specified
value.

Fig. 8.68. Adjusting parameters of hypoventilation analysis.

8.7.2. Analysis Wizard
Neuron-Spectrum.NET provides the possibility to perform EEG analysis in the automatic mode using the analysis wizard. In the analysis wizard settings (Fig. 4.4,
Fig. 8.34) you can indicate the operations which should be done during an exam analysis. For example, in the analysis wizard settings you can specify whether it is necessary to fulfill the artifacts search before EEG analysis (see section 5.12.1 “Search and
Selection of Artifacts”), to perform automatic arrangement of analysis epochs, and
which templates should be used for exam reports generation (see section 7.2 “Exam
Report on Basis of Template”). You can indicate when it is required to run the analysis
wizard: after the acquisition finishing or at the opening of an exam which is not analyzed yet.
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Usually different windows and toolbar buttons are required for EEG acquisition and
analysis: at EEG recording, as a rule, the windows and buttons for the acquisition control are used and at the analysis – the buttons and windows for the performing and
displaying of analysis results. In the analysis wizard settings you can select the work
table (see section 5.16 “Work Tables”), where you should switch before the analysis
start. Thus, you can use one table for EEG acquisition and another one for analysis.

Fig. 8.69. The example of analysis wizard setup.

On “Analysis style” page of “Analysis” section, you can indicate the analysis wizard
settings (Fig. 8.43). Before the beginning of each new exam it is possible to set up
the analysis wizard or deny its use (Fig. 4.4).
At the wizard start, the window offering to confirm the wizard run (Fig. 8.70) will appear on the screen. You can refuse the wizard run or correct its operation.

Fig. 8.70. The request to confirm the analysis wizard run.

By default the analysis wizard is disabled.
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8.7.3. Visual EEG Phenomena
“Visual phenomena” page (Fig. 8.71) is intended to edit the list of available visual
phenomena (see section 5.10 “Selection of EEG Fragments” and 5.12.4 “Search and
Selection of Arbitrary Visual Phenomena”). The elements of visual phenomena table
can not be changed. You can add your own visual phenomena to this table. The phenomenon color on EEG can be specified for each visual phenomenon. The color of
common phenomena depends on the selected color scheme (see section 8.4 “Color
Scheme”). The arbitrary color can be set for user phenomena.

Fig. 8.71. Adjusting visual phenomena.
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8.7.4. External Applications
On “External applications” page (Fig. 8.72) you can specify the path to BrainLoc (see
section 6.4.21 “Interaction with BrainLoc Program”), LORETA and sLORETA (see
section 6.4.22 “Interaction with LORETA Program”) programs installed on your PC. If
all the listed programs are installed to computer folders by default,
Neuron-Spectrum.NET will detect them automatically.

Fig. 8.72. Adjusting access to external applications.
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8.7.5. Brain Mapping
On “Brain mapping” page (Fig. 8.73) you can set the parameters of mapping. For amplitude maps you can choose the quality: from low (to speed up the visualization) up
to ideal one (for detailed displaying). The maps can be 2D or 3D.
The color palette can be also selected from drop-down list or your own color palette
for mapping can be created. You can indicate whether it is required to arrange electrodes on maps or to show mapped values.

Fig. 8.73. Brain mapping.

237

Neuron-Spectrum.NET (Version 3) (User Manual)

8.8. Anaesthesia Depth Monitor
Neuron-Spectrum.NET software used together with any device of Neuron-Spectrum
series can be used as anaesthesia depth monitor. The NINDEX software (purchased
separately) is used for anaesthesia depth index calculation. On “Anaesthesia depth
monitor” page (Fig. 8.74) you can allow data transmitting from Neuron-Spectrum.NET
program to NINDEX program through one of the polygraphic channels of your device.

Fig. 8.74. Adjusting anaesthesia depth monitor.
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Herewith, if the current electrode montage contains the chosen polygraphic channel,
then data during exam will be displayed both in Neuron-Spectrum.NET software and
will be transmitted to NINDEX software (it should be launched) (Fig. 8.75). NINDEX
program calculates the current anaesthesia depth index (NINDEX value 100 indicates
that patient is awake, 0 indicates patient’s unconsciousness, and NINDEX values
within 35 to 65 corresponds to insensibility to pain stimulus), displays it, and transmits
to Neuron-Spectrum.NET software. Current NINDEX and bispectral index values are
displayed in the Neuron-Spectrum.NET status line, and NINDEX trend can be observed in “EEG and PSG trends” window (see section 6.4.17 “Trends”. NINDEX trend
allows to observe its dynamics during exam. Besides, Neuron-Spectrum.NET software can inform you when current NINDEX value is out of specified normal values.

Fig. 8.75. NINDEX program for anaesthesia depth index calculation.
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8.9. Report
The “Report” section contains two pages (Fig. 8.76). On “General” page you can indicate whether it is required to display the dialog box with the request of report naming
before its generation or show “Glossary” window automatically. Also you have an access to the report templates (see section 7.2.1 “Editing of Report Templates”). Here
you can specify the font used in reports by default and, if it is required, a folder to copy
all created exam reports automatically.

Fig. 8.76. Adjusting exam report.
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On “Functional test description” page (Fig. 8.77) you can choose information to be
added to a report by selecting rhythms separately for each functional test. To include
information on performed functional tests to the report template, open “Functional test
cycle” drop-down menu that contains two other tabs: “Functional test name” and
“Functional test description” (see chapter 7 “Creation of Exam Reports”). The “EEG
report” report template already contains these tabs. To adjust the functional test description in the report on the basis of this template, select what type of information and
which wave rhythms should be added to the report for each test (see section 7.2.1
“Editing of Report Templates”). If the comparative analysis template is created for
the current functional test (Fig. 8.57), than it can be selected in the corresponding
drop-down list. In this case the comparative analysis results can be included to the report.

Fig. 8.77. Adjusting functional test description in the exam report.
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8.10. Exam Manager
Some settings of “Exam manager” (see chapter 3 “Operation with Exam Manager”)
are displayed on the corresponding page. You can indicate the folder for the temporary exam storage and the media size to archive and keep the data.

Fig. 8.78. “Exam manager” page.
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8.11. Administration
Only administrator of Neuron-Spectrum.NET software has an access to “Administration” page (Fig. 8.79). Here the administrator can set the visibility of some input boxes
for new exam window, define the additional parameters to enter when creating an
exam, indicate patient’s sex by default. Administrator can add program users.

Fig. 8.79. “Administration” page.
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8.12. Software Upgrade
Only administrator of Neuron-Spectrum.NET software has an access to “Upgrade”
page (Fig. 8.80). Here an administrator can set the parameters of automatic updating
of Neuron-Spectrum.NET software versions.

Fig. 8.80. “Upgrade” page.
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8.13. GDT
On “GDT” page (Fig. 8.81) you can indicate the parameters of exam information exchange for GDT international protocol.

Fig. 8.81. “GDT” page.

8.14. Toolbar Setup
Neuron-Spectrum.NET software provides the possibility to change the size of toolbar
buttons (from small ones up to huge ones), its visibility, arrangement and view.
The arrangement of the windows on the screen for EEG reviewing and analysis with
current settings of toolbar is stored in the current work table (see section
5.16. “Work Tables”). By switching between work tables, you can change the interface
of the program. As a rule, the work table of the acquisition (with windows and buttons
for EEG acquisition control) is used for EEG recording and the work table of
the analysis (with windows and buttons for the analysis control) is done for the review
and analysis. The visible toolbars, the buttons visible on them, its sequence and size
are defined for each work table. Even if you do not use the work tables at the operation with program, you can set up the current toolbars.
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To set up the toolbar, right-click on any toolbar. In the context menu choose Setup…
item. In the appeared window (Fig. 8.82) you can set up the visibility of the toolbar.
Select the checkboxes of those toolbars, which should be visible on the screen. To set
up each toolbar separately, select it and choose the button view, its size and text
width.

Fig. 8.82. Adjusting toolbar visibility.

Using “Commands” page of “Toolbar setup” window (Fig. 8.83) you can control
the visibility of each button separately. The commands are combined into groups, for
example, commands for acquisition, navigation, report. In the right part the list of
available commands of selected group can be seen. To add a command to toolbar,
just drag it with the mouse (or use touchscreen) on the toolbar you want to add it. If it
is required to remove the command from the toolbar, use the mouse.

Fig. 8.83. Adjusting toolbar.
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By changing the set of buttons being visible on the screen, you can control not only
graphic interface of the program but also impact its functionality. For example, for
a nurse performing EEG acquisition, the program can contain only several big buttons
for an exam creation, impedance measurement, acquisition start and functional tests.
For a doctor performing an analysis of the recorded exam, the program can contain
the buttons for navigation, control of analysis windows visibility and preparation of
exam reports.

8.15. Key Combinations
The key combinations are intended to speed up the operation with the program. All
main operations at an exam performing have its own key combinations (see the Annex 1). If you work with program everyday, it is very convenient to memorize key
combinations for the main operations. It will allow to decrease the time spent for
an exam performing and its further analysis and get rid of the necessity to use menu
and program toolbar.
Many Neuron-Spectrum.NET commands can be duplicated with already preset key
combinations. You can specify your own key combinations for each command. Also
you can set the key combinations for your own montages, functional tests, event
markers.
To set or change the key combination for the selected command, press “Hotkey” button near the selected command (Fig. 8.83). In the appeared window (Fig. 8.84) you
can choose the key combination for the selected command. Even several key combinations can be specified for each command. To add new key combination, select
the corresponding input box and press the key combination on your keyboard. If
the entered key combination is already used for other commands, you will be informed
on it and other variants will be offered. The available key combinations are listed in
the hidden drop-down menu in the right part of the window.

Fig. 8.84. Adjusting hotkey combinations for commands.
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9.

Neuron-Spectrum-LEP.NET
Neuron-Spectrum-LEP.NET program allows to record and analyze the evoked potentials. It is protected by a special software key, which allows to use it only with the definite device. The key is the file with *.nskey extension, it is located in the work directory
of a program. If the key file for the connected device is not found in the work directory
of the program and on root disks of a computer, you will not be able to record
the evoked potentials. The key file is supplied with the program distributive and installed automatically at the program setup. If it is necessary, you can order the key file
from your dealer or Neurosoft Company directly.
Neuron-Spectrum-LEP.NET program allows to register and analyze the following
evoked potentials:


Flash and pattern visual evoked potentials.



Long-latency auditory evoked potentials.



Long-latency somatosensory evoked potentials.



Event evoked potentials (averaging of EEG fragments marked by user’s event
markers).



Endogenous and cognitive evoked potenitals (P300, MMN, CNV,
“Bereitschaftspotential” readiness potentials on patient’s button pressing,
GoNoGo).



Advanced ERP (Event-Related Potentials) are evoked potentials intended for customization of stimulation and averaging settings for researchers. It is possible average patient’s response using three types of stimuli).



ERP are evoked potentials connected with events of following paradigms: P300,
MMN, CNV, TOVA (Test of Variables of Attention), Mathematical, Stroop Task,
VCPT (Visual Continuous Performance Task).

The program allows averaging of the fragments both with repetitive and single pulse
stimulation.
Any fragment of EEG record with the stimulation can be averaged as EP (see section
4.13 “Stimulation during EEG Acquisition”). Besides, you can create special tests with
the stimulation of the required modality using the functional test manager (Fig. 8.19).
To do it, change the settings of the current acquisition style (see section
8.2.2 “Acquisition Styles”).
To visualize and analyze the results of averaging, use “Evoked potentials” window.
You can show or hide this window using Analysis|Evoked potentials menu command or the corresponding button on “Analysis” toolbar (see the Annex 1). Also, to
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control the visibility of this window, use [F12] key of your computer keyboard.
The view of “Evoked potentials” window is shown in Fig. 9.1.

Fig. 9.1. The “Evoked potentials” window for EP visualization and analysis.

The settings of EP trace displaying are downloaded from the current analysis style
(see section 8.7.1 “Analysis Styles”).
In the top part of “Evoked potentials” window, you can see the toolbar. Using this toolbar you can select the functional EP test for the analysis, change the scale (also “+”
and “-” keys), trace sweep (also “*” and “/” keys). Besides, using the toolbar buttons
you can activate the evoked potentials settings window (Fig. 9.2), change the arrangement of traces (by sequence or by “10-20” system), change the visibility of
the measuring marker and instant values map, change the visibility of total, odd and
even traces. Also, you can activate the EP trace shift mode. In this mode you can
move EP traces vertically relative to each other using the mouse. It is convenient to
use this mode for the comparison of several traces.
In “EP settings” window (Fig. 9.2) you can indicate the length of the averaging epoch,
delay of averaging beginning relative to the stimulus moment (for example, to cut
the stimulus artifact; the delay can be negative to start averaging before stimulus),
the artifacts rejection level (trace fragments, which have the values exceeding this
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level, will not be included in the averaging). At zero artifact rejection level all parts of
traces will be included in the averaging except those which are marked by a user as
artifacts. Also in “EP settings” window you can indicate the scale, the sweep speed,
the arrangement of the traces, the visibility of total, odd and even traces and its color.
To create or edit the markers of EP components you should switch to the corresponding editor (Fig. 9.3).

Fig. 9.2. The settings to display evoked potentials.
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Using EP component marker editor you can create you own component markers and
edit the existing ones (Fig. 8.80). In the left part of the window you can see the list of
the available component markers, in the right one you can observe the settings of
the selected marker. Using the toolbar buttons under the list, you can create new EP
component markers, change their sequence in the list and remove them. In the settings of each component marker you can indicate the minimum and maximum latency
of a component, the peak direction and the admissible noise level (or minimum peak
amplitude). The component markers will be arranged on EP trace automatically. After
the automatic arrangement of EP component markers you can change the position of
each of them manually.

Fig. 9.3. Creating and editing EP component markers.
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In “Evoked potentials” window, EP traces can be arranged sequentially or by “10-20”
system. In the first case EP traces are placed one under another as they follow in
the montage. In this mode you can use the measuring marker and instant values map
(Fig. 9.1, Fig. 9.4). If you shift the measuring marker using the mouse, the instant amplitude values are displayed in the left part of the window. Also, the instant value map
can be displayed on the screen. The running time of the measuring marker is shown
in the right bottom corner of the window.

Fig. 9.4. Measuring instant amplitudes of evoked potentials.
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If you have a big quantity of EP traces, the most convenient trace arrangement is by
“10-20” system (Fig. 9.5). At such arrangement, each EP trace is displayed in individual limited area according to the position of EEG electrode. Using the context menu,
you can copy EP traces in the current position of active exam report.

Fig. 9.5. Arranging EP traces by “10-20” system.
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The panel of EP component markers is located under EP traces in “Evoked potentials”
window (Fig. 9.6). Using “EP component markers” drop-down menu (Fig. 9.7) you can
show/hide the component markers on EP traces, hide the panel of component markers. Also, using this menu you can open EP component marker editor (Fig. 9.3).

Fig. 9.6. The panel of component markers.

Fig. 9.7. The control menu of EP component markers.

The panel of component markers contains two tabs. The comparative table of markers
of EP trace components by latency and amplitude in shown on “Table” tab. Using
the context menu you can change the visibility of the table columns and copy the table
to the current position of exam report.
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The topographic maps of latency and amplitude of EP components (Fig. 9.8) or intervals between the markers (Fig. 9.9) are shown on “Mapping” tab.

Fig. 9.8. The mapping of latency and amplitude of EP components.

Fig. 9.9. The mapping of latency and amplitude of intervals between EP components markers.

Using the context menu, you can change the visibility of maps and copy them to
the current position of active exam report. The panel of component markers can be
hidden with the use of “Hide EP components markers panel” menu command
(Fig. 9.7). Besides, to control the visibility of panel of component markers, you can
use [Ctrl+F12] key combination.

255

Neuron-Spectrum.NET (Version 3) (User Manual)

The current length of analysis epoch (the change of epoch length is possible directly
from the status line), the stimulation description, the number of averagings and
the number of removed stimuli are displayed in the status line located in the bottom
part of “Evoked potentials” window (Fig. 9.1).
If “Evoked potentials” window is visible during EEG acquisition, the averaging results
of the current EP test are displayed in it in the real-time mode. As soon as you stop
the acquisition, the list of the recorded EP tests is available on the toolbar of “Evoked
potentials” window and in “Exam inspector”. When you select EP test from the list,
the averaging results are updated automatically. Besides, at EEG scrolling the results
of EP test averaging correspond to EEG test in “EEG” window.
Any fragment of EEG record with the stimulation can be treated as the functional EP
test. Also special functional tests for the acquisition of the evoked potentials are created in Neuron-Spectrum.NET software. The typical tests with the stimulation for EP
acquisition are provided in the program settings by default. Besides, each program
user can create her/his own functional tests with the stimulation for the acquisition of
the evoked potentials (Fig. 8.18). If EP test contains the stimulation program,
the stimulation of the required modality is started automatically at the test recording.
The settings of stimulators in this case are defined by the stimulation program commands. The functional test can contain the stimulator settings for the manual stimulation (Fig. 8.19); in this case the stimulation is not run automatically but is started by a
user command. In this case the stimulator settings are already downloaded to the device according to the test settings. It is convenient to start the stimulation from “Stimulation” window (Fig. 4.18). Also, in this window you can select any connected stimulator from the combo-box, set up its parameters and start the repetitive or single pulse
stimulation. At every start of new stimulation, new averaging will be performed in
“Evoked potentials” window.
All data from Evoked potentials” window (traces, tables, topographic maps) can be
copied to the current position of an active exam report using the context menu. For
the automatic paste of EP analysis results at the exam report generation, you can use
the special blocks for the insertion of EP traces, tables and maps. It is recommended
to use these blocks in “Functional test cycle” block. In this case, the EP analsys results for each test with the stimulation will be pasted to an exam report (see section
7.2.1 “Editing of Report Templates”).
You can export EP traces to EDF+ format, BrainLoc program for 3D localization of
pathological activity (if it is installed on your computer) and to LORETA program format (see sections 6.4.21 “Interaction with BrainLoc Program” and 6.4.22 “Interaction
with LORETA Program”) using EP traces main menu item of “Evoked potentials” window.
So far, there are a lot of programs allowing to generate arbitrary sequence of stimuli
for patients (including animated stimuli, simultaneous audio and video stimuli). Using
flexible abilities of these programs you can implement not only standard paradigms,
but also create your own patterns to deliver stimuli of different modalities. The example of such third-party program is Presentation software (http://www.neurobs.com/),
which is now widely known and used in various scientific researches. As a rule (but it
256

Neuron-Spectrum-LEP.NET

is not necessary), Presentation software is launched on a separate PC on which
a patient is working, and a device, acquiring patient’s response to delivered stimuli is
working on another PC. So, the question on how to synchrone stimulation program
and program to average patient’s responses may arose. If you use Presentation
stimulation program as a stimulating program and Neuron-Spectrum.NET program as
a averaging one, you can synchronize two PCs by connecting them with COM-toCOM cable, which connects two serial ports of different computers. Modern computers are rarely equipped with COM ports, so a user should apply USB-to-COM
adapter, which is used as virtual COM port. At that you should specify COM port used
for stimulus information transmission in the Presentation software settings (Fig. 9.10).

Fig. 9.10. Choosing COM port to transmit information about stimuli.
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You should set up СОМ port as it is shown in Fig. 9.11 by pressing “Properties” button.

Fig. 9.11. Adjusting COM port to transmit information on stimuli.

According to stimulation scenario used in Presentation software it is necessary to
send codes of corresponding stimuli to chosen COM port.
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Neuron-Spectrum.NET software can receive codes of stimuli by COM-to-COM cable
and place corresponding event markers. For this purpose the program has virtual
stimulator called Presentation stimulation. In its settings you should specify the COM
port from which the program receives codes of stimuli (Fig. 9.12).

Fig. 9.12. Setting up Presentation stimulation.

So, when you run “Presentation stimulation” test or choose “Presentation stimulation”
stimulator as an active one in “Stimulation control” window (Fig. 4.18) and start stimulation, you also start monitoring of chosen COM port. All codes of stimuli received by
this port from Presentetion software will be displayed in Neuron-Spectrum.NET software as event markers with codes of stimuli. If you enable the possibility to average
event evoked potentials (Fig. 9.2) in “Evoked potentials” window (Fig. 9.1) you can
average traces for each code of stimulus separately.

10. Neuron-Spectrum-Video.NET
During long-term EEG/PSG monitoring use automatic saving option to keep
data backups during acquisition (see Fig. 8.28)
Neuron-Spectrum-Video.NET program adds the possibility of video and audio recording synchronously with recorded EEG. After the exam performing, you can edit
the recorded video and audio and save the most interesting fragment in the exam.
Neuron-Spectrum-Video.NET supports up to three simultaneously working video
cameras and the same number of audio recording devices. The program is protected
by a special software key, which allows to use it only with the definite device. The key
is the file with *.nskey extension, it is located in the work directory of a program. If
the key file for the connected device is not found in the work directory of the program
and on root disks of a computer, you will not be able to record video at exam recording. The key file is supplied with the program distributive and installed automatically at the program setup. If it is necessary, you can order the key file from your
dealer or Neurosoft Company directly.
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10.1. Setup of Equipment for Video and Audio
Recording
To perform the video recording of a patient during an exam, at least one video camera
should be connected to a computer. The setup of the connected video devices is carried out in the editing window of the current acquisition style (Fig. 10.1).

Fig. 10.1. Adjusting video recording.

In “Video device:” combo-box you can select one of the video cameras connected to
the computer (the driver of the video camera should be installed beforehand) for video
recording. Select the program for video signal compression in “Video compressor:”
combo-box. The compression program is intended to decrease the memory capacity
required for video storage. It is recommended to use Microsoft MPEG-4 Video Codec
V1 video codec.
Using “Setup” button you can change the parameters of the selected video camera.
Also, you can select the checkboxes to save the proportions of video and uncheck
them if a picture will be stretched out all window area.
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In recent times IP cameras which are connected to PC via Ethernet local network or
Wi-Fi wireless interface have a wide distribution. The advantage of IP cameras is that
video transmitting distance is unlimited. To connect an IP video camera to NeuronSpectrum.NET software, install the software supplied with video camera. Camera can
be used with Neuron-Spectrum.NET software only if corresponding DirectShow video
filter for it is installed. Universal software (for example AZcendant IP Camera Filter or
IPCamAdapter (MJPEGCamera) allows to connect almost every IP camera to PC. To
connect the program to IP camera, choose manufacturer, camera model, its network,
IP address, user and password (if the access to the camera is protected with password) on “Settings” page (Fig. 10.2).

Fig. 10.2. Adjusting connection to IP video camera.
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The network cameras manufactured by Axis Company (http://www.axis.com/) should
be connected using Axis Streaming Assistant software. You can download the latest
software version from manufacturer’s website. Axis Streaming Assistant software
automatically discovers all Axis IP-cameras on the network and integrates the special
DirectShow video filter. In this case the network cameras can then be used with Neuron-Spectrum.NET software. IP cameras with installed Axis Streaming Assistant software can support both video and audio streams via built-in microphone. To enable
audio option, select “Record sound from this video device” checkbox (Fig. 10.1).

Fig. 10.3. Adjusting connection of Axis network comera using Axis Streaming Assistant software.

Besides DirectShow video filter you can use other facilities integrated to NeuronSpectrum.NET software to connect network video cameras (Fig. 8.31).
During exam (at the video recording synchronously with EEG) the program automatically divides the video record to the fragments of a definite length to provide the possibility to edit them. On “Settings” page (Fig. 10.4) you can indicate the duration of one
fragment of video record. After the acquisition end, you can save only those video record fragments which can represent any interest to decrease an exam volume. Also
you can indicate whether to start the video recording automatically at EEG acquisition
start.
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If the camera selected by you supports the control from a computer, you can indicate
the video camera control protocol and computer port to which the control cable in
connected.

Fig. 10.4. Adjusting video signal recording parameters.

To record the sound during an exam, the microphone should be connected to computer and set up. To set up the parameters of the sound recording, use “Sound record” page (Fig. 10.5). Using the combo-boxes you can select one of connected devices for sound recording and program for sound compression. The sound compression program is intended to decrease the memory capacity required for audio storage.
It is recommended to use Microsoft ADCPM program for the sound compression. Using “Setup” button you can change the parameters of selected device for sound recording.

Fig. 10.5. Adjusting sound recording parameters.
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10.2. Recording of Video and Audio During Exam
The “Video EEG (video camera 1)”, “Video EEG (video camera 2)” and “Video EEG
(video camera 3)” windows (Fig. 10.6) are intended to record, review and edit video
and audio during an exam. To show or hide these windows, use Video EEG menu
command or the corresponding buttons of “Video EEG” toolbar (see the Annex 1).
Before the record beginning, you can select and set up the devices for video and audio recording, also choose the programs for its compression (by default these settings
are downloaded from current acquisition style) using the toolbar of “Video EEG” window. The recording of video can be run automatically at EEG acquisition start or by
pressing the button located in the left bottom corner of the window. During the acquisition, you can stop and renew the video recording using this button. If you stop EEG
recording, the recording of video is terminated automatically.
Under the video picture you can see the current time scale with the indication of
the current position for the current fragment of video record, the button of sound volume control at playing back and the buttons of video picture zooming in/out.
The buttons for recording, playing back, navigation over the video record, controls of
playing back speed, saving of current frame to file or exam report are located in
the bottom part of the window.

Fig. 10.6. The recording of video and audio during exam.

On EEG acquisition completion, video recording is automatically stopped and you can
view the recorded video together with EEG traces in “Video EEG” window. If during
the review you should see an image from video camera again, use “Live” button.
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If the video camera supports the possibility to control it from the computer and the cable of video camera control is connected to the computer port, you can use the video
camera control window (Fig. 10.7).

Fig. 10.7. The control of video camera from the computer.

The port and the protocol of video camera control are set in the current acquisition
style (Fig. 10.4), but you can change them using the menu of this window. Using video
camera control window you can switch on/off the camera, change the angle of view,
zoom and remember the current position of camera and restore the positions saved
before, activate highlighting.
When you play back the video record, the marker of synchronization with video appears on EEG traces. If you move the marker on the traces and move over EEG,
the image is changed synchronously with video in “Video EEG” window. The position
on EEG traces is synchronized automatically with the current video fragment in “Video
EEG” window at the video playing back.
Using the buttons in the right bottom corner of the window you can set the proportions
of the video image and the visibility of the video fragment list in the right part of
the window (Fig. 10.8). Using the toolbar buttons of video fragment list, you can both
remove and protect from deleting the video and audio signal of each fragment separatly and all fragments at once. For example, if you plan to select the record fragments, which should be saved in an exam, they should be protected from the removal,
and then you can use the button to remove all fragments. After that, all fragments
which were not protected from the removal, will be deleted. The fragment protected
from the removal can be deleted only individually after the supplementary confirmation.
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Fig. 10.8. Editing video and audio record fragments.

When you select the fragment in the list, the navigation to its beginning in EEG window is performed automatically. The fragment size is displayed under the list for
the selected fragment. Using toolbar buttons you can export current image to file or
exam report or save the whole video to file. You can carry out the navigation over
the recorded video fragments using “Exam inspector” (see section 5.15.1 “Exam Inspector”).

11. Neuron-Spectrum.NET
While performing the long-term recording, use the function of automatic
exam saving during the acquisition (see Fig. 8.28).
Neuron-Spectrum-PSG.NET software is protected by a special license key, which allows to use it only with the definite device. The key is the file with *.nskey extension, it
is located in the work directory of a program. If the key file for the connected device is
not found in the work directory of the program and on root directories of hard disks of
a computer, you will not be able to use it. The key file is supplied with the program distributive and installed automatically at the program setup. If it is necessary, you can
order the key file from your dealer or Neurosoft Company directly.
The way to place PSG electrodes and sensors to perform full-range PSG study is described in Annex 4.
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Neuron-Spectrum-PSG.NET program allows to analyze both sleep structure and
respiratory events during a sleep. The example of Neuron-Spectrum-PSG.NET
analysis window arrangement is shown in Fig. 11.1.

Fig. 11.1. Sleep stage analysis.

11.1. Acquisition Montage
Depending on the used digital EEG and EP system you can select either the default
montage or create your own PSG montage (see section 8.2.1 “Montage Editing”). For
Neuron-Spectrum-5, Neuron-Spectrum-4/P and Neuron-Spectrum-AM digital systems
we provide the default PSG montages. The electrode and sensor placement on a patient during PSG exam is described in the Annex 4 of this manual. To facilitate the attachment of PSG electrodes and sensors, you can use the coloured trim for the front
panel (Fig. 11.2).

Fig. 11.2. The trim for Neuron-Spectrum-4/P front panel to perform PSG exams.
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The system can be equipped with the special patient unit Neuron-Spectrum-PU5 to
ensure quick temporary disconnection of a patient from EEG and EP system (for example, to leave the ward) and connection to it during an exam.

11.2. Hypnogram
The results of sleep stage scoring are displayed in “Hypnogram” window (Fig. 11.3).
To show or hide this window, you can use Sleep analysis|Hypnogram menu command or the corresponding button on “Polysomnography” toolbar (see Annex 1).

Fig. 11.3. Hypnogram.

The vertical red line indicates the current position on the record. Using the context
menu, you can copy the hypnogram to the current exam report.
The event bars can be displayed together with the hypnogram in this window:
 Arousals – arousal events during sleep.
 Respiration – respiratory events (hypopnoea, obstructive, central and mixed apnea).
 HR – cardiac events (tachycardia, bradycardia, asystole).
 Desaturation/SpO2 – oxygen desaturation events.
 Snoring – snoring events.
 Limb movements – limb movement events.
 Hypoventilation.
You can control the visibility of the above-mentioned event bars using the context
menu of “Hypnogram” window, which is available by the right-click. Besides the event
bars, other EEG and PSG trends (see section 6.4.17 “Trends”) can be displayed in
this window including respiratory trend, heart rate trend, SpO2 trend, etc.
Using the buttons of “Hypnogram” window toolbar, you can set the sleep stages manually (both after the end of the exam recording and during the recording). Besides,
you can also use the computer keyboard:
 [1] – first sleep stage.
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 [2] – second sleep stage.
 [3] – third sleep stage.
 [4] – fourth sleep stage (only for classification of “Rechtschaffen and Kales” (1968);
in classification of American Academy of Sleep Medicine (2007) the fourth stage of
slow sleep is absent).
 [5] or [R] – REM sleep.
 [W] or [0] – wake stage.
 [M] – movement time.
 [→] (right arrow button) or [PgDn] – the shift to the next analysis epoch. If the next
analysis epoch is not marked and the program is in the hypnogram marking mode,
it will be automatically detected as the previous marked analysis epoch.
 [←] (left arrow button) or [PgUp] – the shift to the previous analysis epoch.
 [U] – reset of markers of current analysis epoch.
 [Alt+U] – shift to the next unselected analysis epoch.
To perform the automatic marking of the hypnogram, you can use “Auto” button and
the corresponding drop-down list.


Automatic search of artifacts – search and selection of record artifacts.



Automatic sleep staging – the automatic scoring of the sleep stages and the hypnogram marking.
The automatic hypnogram scoring is the tool to facilitate and speed up
a doctor’s work only and it can not pretend to the diagnostic reliability.



Search of rapid eye movement events – the automatic search and selection of eye
movement events on EOG traces.



Respiratory event detection – the automatic search and detection of respiratory
events (hypopnea, obstructive, central and mixed apnea). The settings of automatic search algorithm for respiratory events are kept in the current analysis style
and can be changed in “Respiratory events” window (Fig. 11.15) using the context
menu.



Oxygen desaturation detection – the automatic search and detection of oxygen
desaturation events. The settings of automatic search algorithm for oxygen desaturation events are kept in the current analysis style and can be changed in
“Oxygen desaturation analysis results” window (Fig. 11.21) using the context
menu.
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Heart rate disturbance detection – the automatic search and detection of cardiac
events (tachycardia, bradycardia, asystole). The settings of automatic search algorithm for cardiac events are kept in the current analysis style and can be
changed in “Heart rate analysis results” window (Fig. 11.34) using the context
menu.



Snoring detection – the automatic search and detection of snoring events.
The settings of automatic search algorithm for snoring events are kept in the current analysis style and can be changed in “Snore analysis results” window
(Fig. 11.34) using the context menu.



Limb movement detection – the automatic search and detection of limb movement
events. The settings of automatic search algorithm for limb movements are kept in
the current analysis style and can be changed in “Limb movement analysis results” window (Fig. 11.37) using the context menu.



Hypoventilation detection – automatic search and detection of hypoventilation using to end-tidal CO2 trace. End-tidal CO2 concentration is measured with the use
of capnograph during the exam. The settings of automatic search algorithm for
hypoventilation events are kept in the current analysis style and can be changed
in “Hypoventilation analysis (EtCO2)” window (Fig. 11.37) using the context menu.

If you press “Auto” button, all the listed operations of the automac search and detection will be executed one after another. Using the elements of “Auto” combo-box, you
can run each of them separately.
Besides, you can exclude some elements from the automatic analysis using the dropdown list by unchecking the corresponding checkboxes.
Neuron-Spectrum.NET allows the simultaneous storage of several scorings of hypnograms. At that, any several scorings can be displayed at the same time. Usually, it
is convenient to store the automatically marked hypnogram and manually marked
hypnogram or hypnogram marked by a trainee and by an expert for the further comparison. At that, the active hypnogram marking which is taken for the calculation of
PSG analysis results is always one. To control the hypnogram scorings, use “Scoring”
item of “PSG” drop-down list. Using the drop-down list of this button commands, you
can create new scorings of the hypnogram, remove the unnecessary one, select
the active scoring to calculate the results of PSG analysis. Also, you can open several
scorings to compare them. The pressed
button indicates that the hypnogram
marking mode is switched on (it is switches on automatically at “Hypnogram” window
displaying). In this mode one PSG analysis epoch is displayed in EEG window (by default, its length is 30 seconds) and hot keys to start sleep stages scoring. If you release

button, the hypnogram marking mode will be switched off.

Using “Hypnogram” window toolbar, you can clean the current hypnogram scoring,
perform the navigation by analysis epochs (also to navigate by epochs, you can use
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[←], [→], [PgUp], [PgDn] buttons of your keyboard). Using
button, you can
switch to the next unmarked analysis epoch ([Alt+U] keys of the keyboard).
In hypnogram scoring mode one analysis epoch is displayed on the computer screen
(by default its length is 30 seconds), but sometimes it is convenient to see the previbutton of “Hypnogram” winous and next analysis epochs at the scoring. Using
dow toolbar, you can set the sweep speed to review several analysis epochs.
Also using the toolbar buttons, you can set the markers of light switch on
, patient body position change during a sleep
tion sensor is missed). Using
dows with PSG analysis results.

and off

(it is required only if a body posi-

button with drop-down list, you can open any win-

Using
button of “Hypnogram” window toolbar you can set up the time interval
for the hypnogram being visible on the screen. By default whole hypnogram irrespective of its duration is seen in the window.
Besides the hypnogram, different event bars and EEG/PSG trends can be displayed
in this window with Analysis|Trends main menu item. The example of “Hypnogram”
window with several event bars and PSG trends is shown in Fig. 11.4.

Fig. 11.4. Hypnogram with events and trends.

CPAP button located on the toolbar is intended for manual entering of CPAP pressure
in case CPAP device is not connected to digital EEG and EP system via DC channel
or airflow pressure sensor (nasal cannula). To obtain CPAP pressure automatically,
connect CPAP device to your digital EEG and EP system using direct current channel.
In this case the used DC channel should be included to the montage (see section
8.2.1 “Montage Editing”). Besides CPAP connection to DC channel you can use nasal
pressure channel (Cannula) to obtain CPAP pressure. To do it, connect CPAP to cannula and add one more “Cannula” derivation with “CPAP pressure” derivation type to
the montage. If CPAP is connected to electroencephalograph using DC channel or
cannula channel, the program arranges treatment pressure titration markers automatically during the exam. СРАР systems manufactured by BMC company can be
connected to PC COM port. In this case you can control its work with the help of Neuron-Spectrum.NET software.
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Using
button, you can set the separate review mode for EEG and PSG traces
with different sweep speed (Fig. 11.5).

Fig. 11.5. Review of EEG and PSG traces with different sweep speed.

In this mode EEG traces are displayed in the top part of the screen with sweep speed
specified for EEG. In the bottom part of the screen all traces with PSG sweep speed
(one or several PSG epochs per screen) are displayed. EEG and PSG windows are
synchronized, i.e. if you move over EEG traces, PSG traces are moved automatically
and vice versa. The blue rectangle in PSG window indicates the record fragment being visible in EEG window.

11.3. PSG Trends
“EEG and PSG trends” analysis window (Fig. 11.4) (see section 6.4.17 “Trends”) allows to follow the dynamics to estimate the changes of specified values during
an exam. To open or hide “PSG trend” window, use Analysis|Trends menu command.
In “EEG and PSG trend” window the following trends can be shown:
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SpO2 trend – trend of oxygen saturation level during exam (Fig. 11.6).



Respiratory trend – shows respiratory rate changes of a patient during an exam.



Abdominal effort trend – shows peak-to-peak amplitude changes of “Abdom”
trace.



Thorax effort trend – shows peak-to-peak amplitude changes of “Thorax” trace.



Heart rate trend – shows heart rate changes during an exam (Fig. 11.7).
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Limb movement trend – shows amplitude changes of limb movement traces
(Fig. 11.8).



Snoring trend – shows amplitude changes of snoring trace.



Body position trend – shows body position changes of a patient during an exam.



Eye movements trend – shows amplitude changes of eye movement trace during
an exam.



EMG amplitude trend – shows amplitude changes of EMG trace during an exam.



CPAP pressure trend – shows CPAP pressure changes during an exam.



EtCO2 level trend – shows EtCO2 level changes during an exam.



PTT (pulse transit time) – shows PTT changes during an exam.

 Light trend – shows light changes during an exam.
 Temperature trend – shows patient’s temperature changes during an exam.
 PSG events – shows PSG events detected during an exam (apnea, desaturation,
snoring, tachycardia, etc.).

Fig. 11.6. SpO2 trend.

Fig. 11.7. HR trend.

Fig. 11.8. Limb movement trend.

The vertical red line with instant amplitude on the trend indicates the current position
in exam. Using the input box located in the right part of the window, you can control
the border values of a trend. Using
button, you can open the unlimited number of
additional trends for their simultaneous review.
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The information panel with the current trend value is displayed in the right part of
the trend (Fig. 11.9). For example, the current respiratory rate is visualized on the information panel of the respiratory trend. The information panel can be used both during the acquisition and during the exam review.

Fig. 11.9. The example of PSG trend information panel.

11.4. Arrangement of PSG Events
During polysomnography analysis the search and detection of different phenomena is
very important, for example respiratory events, cardiac events, snoring events and
limb movement events. Neuron-Spectrum.NET provides the set of algorithms for
automatic search and detection of PSG events. Using the context menu of a trace or
the corresponding analysis window, you can run the automatic search of events of this
type. For example, using the context menu of respiratory trace or “Respiratory analysis during a sleep” window you can start the search of respiratory events. After
the search finishing, the analysis results are updated automatically.
Besides the automatic detection of PSG events, Neuron-Spectrum.NET allows to detect them manually. To do it, select the required trace fragment and choose the required phenomena type in the drop-down list (Fig. 11.10).

Fig. 11.10. Manual arrangement of PSG events.

The separate list of admissible events is defined for each trace type, but you can supplement this list with your own events on “PSG events” tab in analysis style editing
window (Fig. 8.62). To speed up the manual arrangement of events, the event selec274
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tion menu is displayed only once when detecting the first event for this derivation. At
next selection the events of this derivation are identified automatically as previous
one. To activate the menu of available phenomena while selecting, hold [Ctrl] key of
your computer. After each phenomena selection the corresponding analysis results
are automatically updated. There is a tab to review the list of corresponding PSG
events in each PSG analysis window.
To review all selected PSG events of all types, use “PSG events” window (Fig. 11.11).
To show or hide this window, use Polysomnography|Sleep analysis results|PSG
events menu command.

Fig. 11.11. PSG events.

You can see the list of all selected PSG events in this window. The name, the duration, the sleep stage and the detection way are displayed for each event. If you click
the table column heading with the mouse, this parameter will be sorted in ascending/descending order. In case you click the event with left mouse button, the automatic navigation to the selected event occurs. Using drop-down list you can control
the visibility of different event types, perform automatic event search, remove events
using the toolbar.

11.5. Sleep Structure Analysis
When the marking of the current hypnogram is over (see section 11.2 “Hypnogram”),
the results of its analysis are displayed in the “Sleep staging results” window
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(Fig. 11.12). To show or hide this window, use Polysomnography|Sleep analysis
results|Sleep stage analysis menu command. The window contains three tabs.
The “Sleep statistics” tab contains the table of calculated parameters of sleep structure. Using the context menu, you can copy the table to the current position of the active exam report or in MS Excel (if MS Excel is installed on your computer). Also using
the context menu you can set up the visibility of the table rows (for example, if some
table lines contain uninteresting information, you can hide them).

Fig. 11.12. Sleep structure analysis.

The “Sleep statistics” table contains the following parameters:
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Exam date – the date of exam performing.



Recording start time – the astronomical time of record beginning.



Recording end time – the astronomical time of record finishing.



Light off – the astronomical time of light switching off. If the “Light off” event marker is not set, than the time of the record beginning is considered.



Light on – the astronomical time of light switching on. If the “Light on” event
marker is not set, than the time of the record beginning is considered.

Neuron-Spectrum.NET



Time in bed (TB) – the total time from the “Light off” marker up to “Light on” marker.



Epoch duration – the duration of analysis epoch (by default its duration is 30 seconds).



Epochs count – the number of epochs in the record.



Total sleep period time (TSPT) – the time from the moment of sleep onset up to final awake considering the wakes during the sleep.



Start of sleep period – the astronomical time of sleep period onset.



End of sleep period – the astronomical time of sleep period end.



Total sleep time (TST) – the time from sleep onset up to final awake without considering the wake periods during the sleep, i.e. total time of all sleep stages without wake stages.



Sleep onset latency – the time from the “Light off” event marker up to beginning of
first of the three consecutive epochs of the first sleep stage or the first epoch of
any other sleep stage.



Persistent sleep latency – the time from the first “Light off” event marker up to occurrence of 20 continuous epoch (set in the analysis style) of any sleep stage.



Wake time after sleep onset – the total time of wakefulness from the first epoch of
steady sleep up to “Light off” event marker.



Total wake time during sleep period – the total time of wakefulness after the sleep
onset up to moment of final awake.



Wake time after final arousal – the total time of wakefulness from the final wake up
to “Light off” event marker.



Number of segments during sleep period time – the total number of segments during the sleep period. The segment on the hypnogram is considered to be the consequence of analysis epochs (one epoch is also possible) with similar sleep stage.



Number of segments during sleep – the total number of segments during
the sleep.



First awake latency – the time from the sleep onset up to the first awake during
the sleep.



Last delta-sleep event latency – the time from the sleep onset up to the beginning
of last delta epoch. Delta sleep – the sleep on the third and fourth stages.



Number of awakenings – the number of awakes after sleep onset (the number of
segments of wake stage).
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Number of awakenings with more than 3 minute duration – the number of awakes
with more than 3-minute duration after sleep onset.



Sleep efficiency index (TST/TB) – the relative index of sleep efficiency calculated
as the ratio of total sleep time to time in bed, in percents.



Sleep efficiency index 2 (TSPT/TB) – the relative index of sleep efficiency calculated as the ratio of total sleep period time to time in bed, in percents.



Movement activation index – the number of movement time segments which results in the change of the current sleep stage in terms of one sleep hour.



Number of arousals – the number of arousal events per total sleep time.



Arousal index – the ratio of arousal number to total sleep time measured in hours,
i.e. the arousal number per sleep hour.



Sleep quality index – the index of sleep quality.



Relative sleep quality index – the relative index of sleep quality.



Number of sleep cycles. The first sleep cycle is the period from the first sleep epoch up to the last epoch of first REM (Rapid eye movement) sleep. All periods of
REM-sleep emerging within 60 minutes after the first one are included into the first
cycle. The second and all other sleep cycles are the periods from the first epoch of
any sleep stage (except REM) which follows the last REM period included in
the previous sleep cycle before the next REM period ending (also REM periods
within 60 minutes from it are included in it). If the period is not ended with REM, it
is not considered to be a sleep cycle (for example, if the wake does not occur from
REM).



REM sleep latency – the time from the sleep onset to first epoch of REM-sleep.

On the second tab of “Sleep stages” window (Fig. 11.13) the parameters of sleep
stages and wake periods are given. Using the context menu, you can copy the table
and the graph to the current position of active exam report. Besides, the table can be
copied to MS Excel (if MS Excel is installed on your computer). Also, using the context
menu, you can set up the visibility of the table columns and rows (for example, if some
table columns or rows contain uninteresting information, you can hide them).
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As soon as you selected the table row with the use of left mouse button, the graph located in the bottom part of the window is updated. The values of the selected table
row are displayed on the graph.

Fig. 11.13. Parameters of sleep stages.

The table contains the following columns:
 Wake – wakefulness state.
 S1 – first sleep stage.
 S2 – second sleep stage.
 S3 – third sleep stage.
 S4 – fourth sleep stage.
 NREM – non-rapid eye movement sleep.
 REM – rapid eye movement sleep.
 S (supine) – supine position.
 NS (non-supine) – non-supine position.
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The “Sleep stage statistics” table contains the following parameters:


Latency period. For the first sleep stage is the time from the light off up to sleep
onset, for the rest ones is the time from sleep onset up to the corresponding sleep
stage occuring.



Stage duration – the total duration of wakefulness period (after the sleep onset)
and each sleep stage. Delta sleep is the third and fourth sleep stages. NREM are
sleep stages from first one up to the fourth one.



Percent of TSPT in sleep stage – the ratio of stage duration to the sleep period
time, in percents.



Percent of TST in sleep stage – the ratio of sleep stage duration to the total sleep
time, in percents.



Number of stage segments – the number of segments of each stage.



Average segment duration – the average duration of segments of each stage.



Maximum segment duration – the maximum duration of segments of each stage.



Latency of maximum segment – the latency period of maximal segment of each
stage, i.e. the time from light switching off up to the maximum segment occurrence.



Percent of maximum segments – the ratio of maximum segment duration of each
stage to the total duration of all segments of this stage, in percents.



Number of minimum segments – the number of minimal segments of each stage.
The minimal segment is considered to be the one with one analysis epoch duration.

On the third tab of “Sleep staging results” (Fig. 11.14) the result of arousal analysis
during an exam is shown. The arousal events are arranged manually. However
the program automatically detects its connection with nearest PSG events and divides
all arousals to three types:
 Respiratory effort-related arousals (RERAs).
 Limb-movement-related arousals.
 Spontaneous arousals.
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For each arousal type total number of arousal during a sleep and index can be calculated. Also the quantity and index of arousals during NREM and REM stages and
separately for supine and nonsupine positions are calculated.

Fig. 11.14. Analysis of arousals.

Using the context menu, you can copy the table and the graph to the current position
of active exam report. Besides, this table can be copied to MS Excel (if MS Excel is
installed on your PC). You can adjust the visibility of columns and rows of this table
(for example, if some table columns or rows contain uninteresting information, you can
hide them) with the context menu. If you left-click a table row, the graph in the bottom
part of the window is updated. The values of selected table row are displayed on this
graph.
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11.6. Respiratory Analysis During Sleep
To review the respiratory events during a sleep, you can use the “Respiration analysis
during sleep” window” (Fig. 11.15). To show or hide this window, use Polysomnography|Sleep analysis results|Respiration analysis during sleep menu command.
The window contains several tabs. The first tab “Respiratory events” (Fig. 11.15)
shows the results of analysis of respiratory events as table and graphs.

Fig. 11.15. Respiratory analysis results during sleep.
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Using the context menu, you can change the settings for the automatic search of respiratory events (Fig. 11.16).

Fig. 11.16. Adjusting parameters to detect automatic respiratory events.

Neuron-Spectrum.NET can detect such respiratory events as hypopnea, obstructive
apnea, central apnea, mixed apnea. The search of the indicated events is carried out
using the airflow, thoracic and abdominal efforts traces. In the context menu of airflow,
thoracic and abdominal efforts traces you can calculate the breath rate and display it
on traces for more convenient analysis.
Also using the menu of “Respiratory analysis results” window, you can set up the visibility of table rows and columns and run the automatic search of respiratory events,
copy the table or graph to exam report.
As soon as you selected the table row with the use of left mouse button, the graph located in the bottom part of the window is updated. The values of the selected table
row are displayed on the graph.

283

Neuron-Spectrum.NET (Version 3) (User Manual)

The results of the respiratory event analysis depending on a body position are shown
on the second tab (Fig. 11.17).

Fig. 11.17. Respiratory events and body position.

Each row in the table has the following subrows:
 S (supine) – supine position.
 NS (non-supine) – non-supine position.
 R (right) – right lateral position.
 L (left) – left lateral position.
 P (prone) – prone position.
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The results of respiratory events analysis depending on sleep stages are shown on
the third tab of “Respiratory analysis during sleep” window

Fig. 11.18. Respiratory events and sleep stages.
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The list of all selected (either manually or automatically) respiratory events is given on
the fourth tab (Fig. 11.19). Using this list you can navigate over the respiratory events.
If you left-click on the column headings of this list, you can sort it in different order, for
example, by increase or decrease of event duration, by sequence in the recording, by
type.

Fig. 11.19. The list of respiratory events.
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The dependence of respiratory events on CPAP pressure is shown on the “CPAP” tab
(Fig. 11.20). Using this table you can assess for what CPAP pressure values
the number of respiratory events is decreasing to the acceptable level.

Fig. 11.20. The dependence of respiratory events on CPAP pressure.
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11.7. Oxygen Desaturation Analysis during Sleep
To analyze the oxigen saturation, use “Oxygen desaturation analysis results” window
(Fig. 11.21). To show or hide this window, use Polysomnography|Sleep analysis
results|Oxygen desaturation analysis menu command. The window contains several tabs. The results of oxygen saturation analysis during a sleep are shown as table
on the first tab (Fig. 11.21).

Fig. 11.21. Oxygen desaturation indices.
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You can change the settings of oxygen desaturation analysis using the context menu
(Fig. 11.22).

Fig. 11.22. The parameters of automatic oxygen desaturation detection.

Also using the context menu you can copy the table to the current position of active
exam report or MS Excel (if MS Excel is installed on your computer). Besides, you can
run the automatic search and selection of desaturation events. The visibility of table
rows can also be set up using the context menu.
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The list of all analysis epochs with averaged saturation value for each epoch is given
on the second tab (Fig. 11.23). If you left-click the column headings of this table,
the epochs will be arranged either in ascending order of oxygen saturation
(Fig. 11.24) or in descending order.

Fig. 11.23. The oxygen desaturation value for epochs.
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Using the row selection in this table, you can navigate over the exam traces. Thus, if
you sort the saturation epochs in ascending order and select the first row, you will
move to the epoch with minimal saturation.

Fig. 11.24. The saturation values sorted in ascending order.
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The results of oxygen saturation analysis during a sleep are given on the third tab
(Fig. 11.25) but they are structured for more convenience. Using the context menu of
this table you can copy the data of this table to an exam report.

Fig. 11.25. Desaturation analysis.

The list of all selected (either manually or automatically) oxygen desaturation events is
given on the fourth tab (Fig. 11.26). Using the left mouse button, you can select
events in the list and navigate over them. If you left-click on the column headings of
this list, you can sort it in different order, for example, by increase or decrease of
event duration.

Fig. 11.26. Desaturation events.
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Using the context menu of SpO2 trace you can display the text with current saturation
value on the traces.
The dependence of oxygen desaturation events on CPAP pressure is shown on
“CPAP” tab (Fig. 11.27). Using this table you can assess for what CPAP pressure values the number of oxygen desaturation events is decreasing to the acceptable level.

Fig. 11.27. The dependence of oxygen desaturation events on CPAP pressure.
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11.8. Heart Rate Analysis during Sleep
To analyze heart rate results during a sleep, use “Heart rate analysis results” window
(Fig. 11.28). To show or hide this window, use Polysomngraphy|Sleep analysis results|Heart rate analysis menu command. The window contains four tabs. The results of heart rate analysis during a sleep are shown as table and graphs on the first
tab (Fig. 11.28).

Fig. 11.28. Heart rate analysis.
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Also using the context menu you can copy the table and the graph to the current position of active exam report. Besides, the table can be copied to MS Excel (if MS Excel
is installed on your computer). Also you can change the settings of heart rate analysis
(Fig. 11.29).

Fig. 11.29. The parameters of automatic detection of cardiac events.

Using the context menu of “Heart rate analysis results” window, you can run the automatic search and the detection of cardiac events. Neuron-Spectrum.NET allows to
detect tachycardia, bradicardia and asystole events in automatic mode. Using
the context menu of ECG trace you can recalculate the positions of QRS markers if
they were not arranged during exam recording. Also, using the context menu of ECG
trace you can display the current heart rate (HR) value on the trace.
The visibility of table rows can be changed with the use of context menu. The selection of table rows results in graph updating and in several cases (if it is possible) in
navigation over exam traces.
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The list of analysis epochs with averaged HR value for each epoch is given on the second tab (Fig. 11.30). If you left-click the column headings of this list, you will sort
the list in HR descending/ascending order (Fig. 11.31).

Fig. 11.30. HR for epochs.
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Using the row selection in this table, you can navigate over the exam traces. Thus, if
you sort the HR epochs in descending order and select the first row, you will move to
the epoch with maximal HR (Fig. 11.31).

Fig. 11.31. HR epochs in descending order.
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The list of all selected (either manually or automatically) cardiac events is given on
the third tab (Fig. 11.32). Using the left mouse button, you can select the events in
the list and navigate over them. If you left-click the column headings of this list, you
can sort it in different order, for example, by increase or decrease of event duration,
by sequence order or by event type.

Fig. 11.32. Cardiac events.
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The heart rate scattergram of a patient is given on “Scattergram” tab (Fig. 11.33).

Fig. 11.33. R-R intervals scattergram.

11.9. Snoring Analysis during Sleep
To review the snoring analysis results during a sleep, use “Snoring analysis results”
window (Fig. 11.34). To show or hide this window, use Polysomnography|Sleep
analysis results|Snoring analysis menu command.

Fig. 11.34. Snoring analysis.
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The window consists of table and graphs. If you select the table row, thus, you will
change the visible graph. The values of the selected table row are displayed on
the graph.
The table contains the following columns:
 NREM – non-rapid eye movement sleep.
 REM – rapid eye movement sleep.
 S (supine) – supine position.
 NS (non-supine) – non-supine position.
Using the context menu of the window, you can change the settings of snoring analysis during a sleep (Fig. 11.35) and run the automatic search of snore events.

Fig. 11.35. The parameters of automatic detection of snore events.

Also using the context menu you can change the visibility of table rows, and if you
wish, copy the table to the current position of active exam report or to MS Excel (if MS
Excel is installed on your computer).
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All manually selected or automatically detected snore events are listed on “Fragments” tab (Fig. 11.36).

Fig. 11.36. Snoring events during a sleep.
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11.10. Limb Movement Analysis during Sleep
To review the limb movement analysis results during a sleep, use “Limb movement
analysis results” window (Fig. 11.37). To show or hide this window, use Polysomnography|Sleep analysis results|Limb movement analysis menu command.

Fig. 11.37. Limb movement analysis results.

The table contains the following columns:
 NREM – non-rapid eye movement sleep.
 REM – rapid eye movement sleep.
 Wake – wakefulness state.
 S (supine) – supine position.
 NS (non-supine) – non-supine position.
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The “Analysis” tab consists of three tables with limb movement analysis results and
a graph. The values of the selected row of one of the tables are shown on the graph.
The visibility of table rows and columns can be changed with the use of context menu.
Besides, using the context menu, you can change the settings of limb movement analyzer (Fig. 11.38).

Fig. 11.38. The parameters of limb movement analysis.

Also using the context menu you can run the automatic search of limb movement
events. Each table can be copied to the current position of active exam report or to
MS Excel (if MS Excel is installed on your computer). The graph can also be copied to
the exam report.
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11.11. Body Position Analysis
To review a patient’s body position analysis results, use “Body position analysis results” window (Fig. 11.39). To show or hide this window, use Polysomnography|Sleep analysis results|Body position analysis menu command.

Fig. 11.39. The body position analysis during a sleep.

The table contains the following columns:
 NREM – non-rapid eye movement sleep.
 REM – rapid eye movement sleep.
The window consists of the table and the graph. The values of the selected table row
are indicated on the graph. The visibility of table rows can be changed with the use of
context menu. Also using the context menu you can copy the table and graph to
the current position of active exam report. The table can be copied to MS Excel (if MS
Excel is installed on your computer).
The body position of a patient is analyzed using data of body position trace received
from the corresponding sensor. If the body position trace is missed in the current montage, the analysis is performed by body position markers arranged during the exam or
on the basis of exam video record.
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11.12. Hypoventilation (EtCO2) Analysis
Hypoventilation is an increase of carbon dioxide content at patient’s expiration.
To analyze hypoventilation during the sleep, use “Hypoventilation analysis (EtCO2)”
window (Fig. 11.40). To show or hide this window, use Polysomnography|Sleep
analysis results|Hypoventilation analysis (EtCO2) menu command.
First tab of this window contains the table with measurement results of end-tidal CO2
(EtCO2) calculation parameters and selected hypoventilation events. When you select
the table row, the corresponding graph of analysis results appears in the bottom part
of the window.

Fig. 11.40. “Hypoventilation analysis (EtCO2)” window.

The table contains the following columns:
 NREM – non-rapid eye movement sleep.
 REM – rapid eye movement sleep.
 Wake – wakefulness state.
 S (supine) – supine position.
 NS (non-supine) – non-supine position.
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The second tab of this window contains the list of EtCO2 averaged values by PSG
epochs. You can sort out this list in ascending/descending order by clicking the heading of the correcponding table column with the left mouse button.
“Events” tab contains the list of all hypoventilation events selected manually and
automatically. This list can also be sorted out. When you select an event, the navigation over it is carried out automatically.

11.13. “Sleep Analysis” Exam Report Template
The “Sleep analysis” report template (Fig. 11.41) is preset in Neuron-Spectrum.NET
program for the automatic generation of polysomnographic exam reports.

Fig. 11.41. “Sleep analysis” report template.

Each user of the program can change this report template or create the new report
template for polysomnographic exams. The procedure of report template creation is
described in details in chapter 7 “Creation of Exam Reports”.
The exam elements which can be inserted to report template are listed on “Polysomnography” tab of “Report templates editor” window (Fig. 11.41). Except all PSG analysis tables and graphs available in the program you can add the text blocks with
the description of this or that analysis results to the report (for example, “Sleep stage
analysis text block”, “Respiratory analysis text block”). Each such text block provides
the special tags to add different exam data to the report. The detailed information concerning the use of tags in the exam reports is given in chapter 7.6 “Use of Tags in Report Templates”.
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The example of PSG exam report generated on the basis of “Polysomnography” template is shown in Fig. 11.42.

Fig. 11.42. The example of PSG exam report.
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11.14. Direct Current Channels
Devices of Neuron-Spectrum series may have direct current channels. These channels can be applied to connect the direct current sensors during PSG studies. The direct current sensors can be of two types: with continuous signal level and stepwise
signal level. The sensors with continuous output signal level, such as airflow sensor
(for example, cannula, CPAP pressure), are intended to measure the value which
continuosly varies with time. The potential difference at outputs of such sensors is, as
a rule, proportional to measured signal level. The maximal/minimal output voltage
level of such sensors is regulated by the manufacturer and is indicated in the corresponding documentation. This information should be specified in the derivation settings using this channel. For example, it is required to connect the cannula to the first
DC channel, the voltage of this cannula sensor can vary from -300 to 300 mV. In this
case in DC1 derivation settings indicate the channel type (respiration), signal type
(continuous signal) and output signal level (Fig. 11.43). Besides, you can set filters for
sensors with continuous signal level depending on the type of measured signal.

Fig. 11.43. Setup of DC channel for continuous signal.
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The sensor with stepwise signal level such as body position sensor has some stepped
output signal instead of continuously changing one. Each step level is defined by
the manufacturer and is indicated in the corresponding documentation. The example
of body position sensor setup is shown in Fig. 11.44.

Fig. 11.44. Setup of DC channel for stepped signal.

DC sensors, as a rule, have internal power sourse (batteries). In some time the batteries should be replaced to new ones.
Sometimes it happens that DC sensor does not have the corresponding documentation or the output signal level does not correspond to the indicated one, for example,
because of batteries discharge. In this case you can detect the output signal level experimentally by creating the exam and changing the settings of the corresponding derivation till you adjust the correct values. To make it automatically,
Neuron-Spectrum.NET ensures automatic calibration of DC sensors. To run it, use
the context menu of the corresponding trace (Fig. 11.45).

Fig. 11.45. Automatic calibration of DC sensor.
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12. Cerebral Function Monitoring
Neuron-Spectrum.NET together with any other digital EEG and EP system manufactured by Neurosoft Ltd. can be used to monitor the cerebral functions. As a rule, this
technique is applied in neonatology for early detection, diagnostics of the neonatal
central nervous system (CNS) abnormalities and assessment of the brain maturation
in newborns. The 24-hour cerebral function monitoring is intended for the premature
neonates with birth injuries or with CNS abnormalities. Also the cerebral function
monitoring can be prescribed to adults. Often the monitoring of comatose patients is
performed to assess the CNS state.
As a rule, to perform the cerebral function monitoring, two to four bipolar EEG derivations are used. The recording lasts from several hours to several days depending on
the exam purpose.
By default Neuron-Spectrum.NET software settings provide two typical montages for
the cerebral function monitoring. “CFM 1 (aEEG)” montage contains two bipolar EEG
derivations: P3-Fz and P4-Fz (Fig. 12.1).

Fig. 12.1. The montage for the cerebral function monitoring.
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The “CFM 2 + biomonitoring” montage besides indicated EEG derivations contains
respiration channel, ECG channel and oxygen saturation channel to monitor
the respiratory and cardiovascular systems of a patient simultaneously (Fig. 12.2).

Fig. 12.2. The montage to monitor cerebral functions, respiratory and cardiac activity.

Using the montage editor, you can change the existing montages to monitor the cerebral functions or create new montages considering your digital EEG and EP system
features (see 8.2.1 “Montage Editing”).
It should be noted that to monitor the cerebral function, it is recommended to use at
least two bipolar EEG derivations: P3–Fz and P4–Fz. This option is implemented in all
digital EEG and EP system manufactured by Neurosoft Ltd. The “CFM 1 (aEEG)”
montage contains O1-A1 and O2-A1 derivations, where A1 is used as Fz, O1 and O2
as P3 and P4 respectively.
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12.1. Amplitude-integrated EEG
The main method to analyze the recorded data while performing the cerebral function
monitoring is the amplitude-integrated EEG (aEEG). The aEEG trend is calculated by
all recorded EEG derivations or by each derivation separately (Fig. 12.3).

Fig. 12.3. The example of aEEG trend.

As a rule, aEEG trend is displayed with the standard sweep speed of 6 cm/h.
The width of aEEG trend indicates the variations of minimal and maximal EEG amplitudes. The amplitude is set along the linear scale within 0 to 10 µV and along
the logarithmic scale within 10 to 100 µV. The semi-logarithmic scale helps identifying
the low-voltage activity changes and avoiding the display overload with high amplitudes.
The importance of amplitude-integrated EEG is that with definite central nervous system (CNS) abnormalities the aEEG trend of a patient has a certain form (the so called
aEEG patterns). There are several types of aEEG patterns that can be easily differentiated. When you define the pattern of aEEG trend of a patient, you can diagnose
the certain type of CNS abnormality and predict its further development. The CNS
maturation at early stages can be easily corrected that is why the cerebral function
monitoring is widely spread in neonatology. Besides the abnormality diagnostics,
the cerebral function monitoring must be performed to assess the treatment process
and impact of corrective measures on CNS maturation.
Neuron-Spectrum.NET software enables to plot down and inteprete automatically
aEEG trend by the following pattern types:
 Continuous voltage pattern — the constant level of EEG amplitude. This pattern
type evidences the normal CNS functioning of a patient.
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 Discontinuous high voltage pattern — the inconstant level of EEG amplitude with
the shift to high amplitude area.
 Discontinuous low voltage pattern — the inconstant level of EEG amplitude with
the shift to low amplitude area.
 Burst suppression pattern — the presence of such pattern on EEG may evidence
the epileptiform activity.
 Burst — the presence of such pattern on EEG may evidence the epileptiform activity.
 Nearly isoelectric pattern — the isoline, the extremely low level of EEG amplitude
that may evidence the serious CNS abnormalities or dysfunction.
 Undefined pattern — the undefined pattern that does not match the parameters of
above-mentioned ones.
The listed patterns can be defined by a user both manually or automatically with
the use of software.
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Besides the above-mentioned patterns you can detect the presence of epileptiform
activity on EEG by the specific form of aEEG trend. Using the aEEG it is easy to detect the epileptic seizures of the newborns that are hard to diagnose by other means.
Several examples of aEEG trends that evidence the epileptic seizures of a patient are
shown in Fig. 12.4.

Fig. 12.4. The example of aEEG trends with epileptic seizures.

On the first trend (from the top) you can see the rare single bursts of epileptiform activity. On the second trend these bursts are repetitive. You can observe the continuous pathological activity of brain on the third trend.
The examples of aEEG trends with the specific patterns are shown in Fig. 12.5,
Fig. 12.6, Fig. 12.7, Fig. 12.8 and Fig. 12.9.

Fig. 12.5. The example of continuous voltage pattern.
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Fig. 12.6. The example of disсontinuous voltage pattern.

Fig. 12.7. The example of burst suppression pattern.

Fig. 12.8. The example of burst pattern.
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Fig. 12.9. The example of nearly isoelectric pattern.

At present several atlases on amplitude-integrated EEG are issued where the possible aEEG trends and ways of their interpretation are described.

12.2. Electrode Placement
The cerebral function monitoring technique is rather simple. The required number of
recording EEG electrodes is placed on a patient’s head according to the used montage (Fig. 12.1). The main difference is that the electrodes should be fixed on a patient’s head during the long-term period (up to several days).
Table 12.1. The description of electrode use and way of placement to perform the cerebral function monitoring.
Electrode Type

Way of Fixation

Bridge EEG
electrode
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Use to Monitor
the Cerebral Functions

Note

It is not applicable for longterm exams.

Ag/Cl cup
electrode

On electrode adhesive
paste (for example,
“Unipaste”, “TEN 20”)

Cup electrodes fixed with
the adhesive paste are most
often used for long-term
examinations and are
applicable both in adults
and children.

The reliability of electrode
fixation on a patient’s head
depends directly on the
quality of the adhesive
paste. Often the electrodes
are additionally fixed with
the special adhesive plaster
at such type of fixation.

Ag/Cl cup
electrode

Cup electrode with
electrode gel or paste
fixed with collodion

The electrode placed with
the use of collodion is fixed
well. However, in some
cases it is not recommended to use the collodion
because it emits the ether
vapor that can harm
a patient (for example, a
preterm infant).

To remove the electrodes
from a patient’s head after
the exam finishing, use
collodion remover.
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Table 12.1. Continued
Electrode Type

Way of Placement

Use to Monitor
the Cerebral Functions

Note

Disposable
EEG/ECG
electrode
(hydrogel)

Self-adhesive

In some cases the selfadhesive electrodes are
good variant for long-term
EEG monitoring.

The application area of
such electrodes can be
limited (for example, the
thick hair on a patient’s
head or humid atmosphere
inside the premature infant
incubator).

Needle
(subdermal)
electrodes

Insertion under the skin
of a head with the
additional fixation with
adhesive plaster.

The use of needle
electrodes provides good
impedance during the whole
exam.

It is reasonable to apply
needle electrodes when
you examine non-mobile
patients.

If you use subdermal needle electrodes, it is recommended to use galvanic skin responces technique to monitor and assess the pain (see section 12.6 “Galvanic Skin
Responces Technique to Monitor and Assess the Pain”).
Besides EEG electrodes, in some cases it is required to place airflow sensor, SpO2
sensor and ECG electrodes.

12.3. Monitoring
This exam does not differ from common routine EEG recording (see chapter 4 “EEG
Acquisition”). However long-term exam duration imposes some limitations. For example, it is recommended to use 200 Hz sampling rate of EEG traces instead of 500 Hz
to decrease the exam size. It is also recommended to measure impedance during
the exam and amend the electrode placement quality if it is necessary. The “CFM
(aEEG)” acquisition style is specially provided in Neuron-Spectrum.NET software to
perform the cerebral function monitoring. This style contains all required acquisition
settings (see section 8.2.2 “Acquisition Styles”).
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Besides EEG traces the different results of obtained data analysis are displayed on
the screen during the exam, for example, EEG trends (Fig. 12.10). The corresponding
diagram is displayed for each trend type on the information panel in the right part of
trends.

Fig. 12.10. EEG acquisition and trend review.

During the acquisition the trends are recounted periodically as far as the new data are
obtained.
Besides during an exam Neuron-Spectrum.NET software runs automatically the impedance measurement in a specified period of time and in case of insufficient impedance warns with audio signal and visual information as big red text over the traces
that it is required to change the electrode placement quality.
Often during the long-term monitoring the video information is recorded to perform
more detailed analysis synchronously with patient’s data. The use of video information
during an exam analysis (Fig. 12.11) allows separating movement events, study
movement character during epileptic seizure, etc. However, one should remember
that the storage of video information increases considerably the exam size that is why
Neuron-Spectrum.NET software provides the facilities to edit the video. This function
allows saving only those video fragments that are significant for the analysis or delete
the video completely after the analysis finishing.
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Fig. 12.11. Synchronous video recording.

12.4. Analysis of Recorded Data
To review the results of obtained data analysis, it is recommended to use the special
work table “CFM (aEEG)” integrated in the standard program settings (Fig. 12.12).

Fig. 12.12. The cerebral function monitoring.

The set of trend that are visible on the screen is set arbitrarily (see section 6.4.17
“Trends”). Each trend can be calculated both for all recorded EEG derivations and for
each derivation separately. For example, in Fig. 12.12 you can see two aEEG trends
calculated for each derivation separately. The separate trend calculation by the selected derivations can be useful if one or several electrodes were disconnected during
an exam for a long time.
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If you press right mouse button, the context menu for “EEG and PSG trends” window
will be activated. Here you can enable the function of automatic aEEG trend interpretation. In this case the program will automatically define the patterns of amplitudeintegrated EEG (Fig. 12.13, upper aEEG trend). Besides, the diagram of measured
value ratio is displayed for each trend type on the information panel in the right part of
“EEG and PSG trend” window. For aEEG trend, for example, it is a pattern ratio by
their duration during an exam. If automatic interpretation of aEEG trend does not satisfy you, switch to manual pattern arrangement mode using the context menu
(Fig. 12.13, the bottom aEEG trend).

Fig. 12.13. The automatic interpretation of aEEG trend.

The scale with color indication of current pattern is displayed in the bottom part of
the window, under aEEG trend. Besides the diagram the pattern name in the current
recording position is displayed on the information window in the right part of the window.
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Using the context menu (right mouse button), you can copy aEEG trend and its interpretation to an exam report (Fig. 12.14).

Fig. 12.14. aEEG trend copying to exam report.

Along with the cerebral function monitoring, if it is necessary, you can record data
concerning respiratory, cardiovascular activity of a patient, level of oxygen saturation,
body temperature, etc. In Fig. 12.15 you can see the exam example with two EEG
derivations, respiratory channel, ECG channel and SpO2 channel.

Fig. 12.15. Monitoring of cerebral function, respiratory and cardiovascular activities.

At that you can see the averaged values of breath rate and heart rate for current exam
period on the information panel of trends of breath rate and heart rate.
Sometimes when you supervise comatose patients, it is required to estimate
the vegetative state of such patient. In this case “passive” cerebral function monitoring
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is not enough, it is required to perform a patient’s stimulation with evoked potentials
recording. Neuron-Spectrum.NET software allows recording the evoked potentials of
different modalities simultaneously with EEG acquisition (see chapter 9 “NeuronSpectrum-LEP.NET”).

12.5. Reviewing Station
Often several “Cerebral function monitor” exams are performed simultaneously in one
clinic. At that, if all used PC’s are connected in one local network, you can organize
a reviewing station for them. It allows to observe all acquisition processes simultaneously on one computer. You can also connect to several other computers performing
acquisition from any PC within the network (see section 8.6 “Reviewing Station”). At
that you can save on this PC all addresses of computers on which exams are performed and later only choose the PC to connect to from the list of available ones.
Saved connections are displayed in Setting|Network connections for reviewing
station main menu.
Note: For simultaneous access to several computers the connection port for each of
these computers should be specified (Fig. 8.42). Besides the firewalls should be either
disabled or set up properly.

12.6. Galvanic Skin Responces Technique to
Monitor and Assess the Pain
During cerebral function monitoring it is sometimes required to apply subdermal
needle electrodes. In this case it is recommended to monitor the pain during needle
electrode insertion as newborns, for example, can not verbally communicate the pain.
To assess the pain during needle insertion it is offered to use galvanic skin responces
technique.
The galvanic skin response (GSR) or fluctuations in electrodermal activity (opposite
response) is widely used in medicine to assess non-specific response of a body including pain.
In particular, GSR allows to assess the pain in patients who can not verbally communicate it (infants, patients in general anesthesia, patients in ICU, etc.).
Any amplifier supported by Neuron-Spectrum.NET software can be used to obtain
GSR. The acquisition can be done with the use either single-channel or multi-channel
scheme. In most cases signle channel is enough to assess the pain.
The pain assessment is often done at subdermal needle electrode insertion (when patient is prepared to intraoperative monitoring, cerebral function monitoring, before
needle EMG study, etc.).
It is recommended to use the following procedure to asses the pain:
1.
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Add the polygraphic channel to obtain GSR. To do this, open the “Montage Manager” dialog box (see section 8.2.1 “Montage Editing”) using either Set-

Cerebral Function Monitoring

ings|Montage menu command or
toolbar buton. Select the required polygraphic channel and specify “GSR” site type for it.
2.

Place the disposable EMG electrodes on a patient before subdermal needle electrode insertion. Active and reference electrodes can be fixed at fingers or palm,
the ground electrode is placed arbitrarily at a patient’s body (Fig. 12.16).

Fig. 12.16. The electrode placement scheme for GSR acquisition.

3.

Start trace acquisition (see section 4.8 “EEG Acquisition”). Using “Scale” combobox of EEG window toolbar select the scale when amplitude of GSR trace
fluctuations in background test is close to baseline.

4.

Start inserting the subdermal needle electrodes. Observe the GSR trace on
the screen to monitor the pain. The increase in fluctuation amplitude of GSR
trace idicates the pain response. Try to minimize it. After needle electrode
insertion GSR trace should return gradually to baseline one (Fig. 12.17). In case
it does not happen, remove the needle electrode and insert it again.

Fig. 12.17. GSR trace during subdermal needle electrode insertion: before the electrode insertion –
baseline (first two seconds), electrode insertion (from second to fourth second), after electrode insertion
(after fourth second).

5.

On electrode placement completion it is required to measure the impedance (see
section 4.5 “Electrode Impedance Measurement”). If the obtained values are satisfactory, you can start EEG acquisition. If it is required, you can change the montage to exclude GSR trace from the montage.

If GSR trace is recorded during the whole exam, than it is possible to follow the current value of maximum amplitude of GSR trace during an exam using a maximum
amplitude trend (see section 6.4.17 “Trends”).
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13. Ambulatory EEG/PSG Monitoring
Besides the stationary devices Neuron-Spectrum.NET allows operating with ambulatory EEG/PSG recorders. Neuron-Spectrum-AM is intended for EEG or PSG study
(Fig. 13.1). The signals obtained during an exam from different channels are saved as
encrypted data into the internal memory card of the device. Then the exam results can
be copied from the memory card of the device to the exam database on the computer
to store, review and analyze the data.

Fig. 13.1. Neuron-Spectrum-AM EEG/PSG recorder.

13.1. Description of Neuron-Spectrum-AM Device
Neuron-Spectrum-AM is completely autonomous, it is supplied with four finger batteries/rechargeable batteries of AA type, has four control buttons and built-in screen.
The left side panel of the device contains the channel sockets to attach EEG electrodes and different sensors for PSG recording:
 16-21 EEG channels according to “10-20%” standard system (the number of EEG
derivations depends on the necessity to record other channels).
 Separate bipolar ECG channel (ECG).
 Two bipolar EMG channels (EMG1, EMG2).
 Two EOG channels (EOGl, EOGr).
 Direct current channel (DC).
 Snoring sound channel (Snore).
 Airflow thermistor channel (Flow).
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 Rib cage movement channel (Thorax).
 Abdominal movement channel (Abdom).
 Two limb movement channels (LML, LMR).
The standard socket for the electrode cap connection to record EEG using 10-20%
system is located on the top side panel of the device.
The right side panel contains sockets for:
 Oxymetry channel (SpO2).
 Nasal pressure channel (Cannula).
Besides, the device is equipped with a built-in body position sensor. It allows recording the positions of patient’s body during an exam. Built-in light sensor allows to
put “Lighting off” and “Lighting on” markers automatically during acquisition.
The rear panel of the device contains the fixing ears to fix the device on a belt fastened at a patient’s body. Also the device can be fixed on a patient’s body with
a special bag.
The battery compartment is located on the front panel under the cover. It has the connector for the up to 32 Gb memory card of SD type. The device can be used without
the memory card, however, in this case it is imposible to save the exam data in
the device memory. The device can transmit the obtained data to the computer database via W-Fi wireless interface. In other words, Neuron-Spectrum-AM ambulatory
recorder can be used as stationary device for EEG/PSG recording with the use of WiFi connection.
If the batteries are installed, you can switch on the device using “Power” button. Using
the rest three buttons located leftward the screen, you can work with the device menu
displayed on the screen. The up and down buttons are intended to move along
the menu items, the middle button is the selection/action button. For example, to
switch off the device, move to the corresponding menu item and press the middle button (action button) to confirm.
Note: During an exam recording the “Power” button stands for a patient button (i.e. this button
pressing does not result in the device switch off but arranges the event marker of patient button pressing).
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Besides built-in menu items you can see current date, time and also the battery
charge level on the device screen. Using the corresponding menu items you can
specify current date, time and menu language. Also using the menu you can create
a new exam, measure impedance, run and terminate acquisition. Thus, with this builtin menu you can carry out ambulatory exams without connecting to computer. However, to analyze the obtained exam data, they should be copied from the device
memory to the database on the computer. To do this, extract the memory card from
the device and connect it to your computer via USB card reader or plug it into the corresponding slot (Fig. 13.2).

Fig. 13.2. The transfer of exam data from the memory card to the database on the computer.

13.2. Recorder Connection to Computer
You can connect Neuron-Spectrum-AM recorder to the computer directly using
the wireless Wi-Fi interface. At that except the exam transfer from the memory card to
the database you will be able to carry out the stationary exams, monitor the process of
signal recording to the internal memory of the device, record simultaneously the exam
to the device memory and the computer exam database. Besides, you will get an access to additional settings and control tools of Neuron-Spectrum-AM recorder.
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Many modern computers have built-in Wi-Fi modules, also you can use USB Wi-Fi
adapter or Wi-Fi point to connect the recorder to your computer. It is possible to establish several connections with different computers (Fig. 13.3).

Fig. 13.3. The possible variants of recorder connection to a computer.
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From one computer you can get an access to several Neuron-Spectrum-AM devices,
for example, to organize the flow of the ambulatory exams (Fig. 13.4).

Fig. 13.4. The connection of several devices to one computer.

328

Ambulatory EEG/PSG Monitoring

In general case the recorder connection scheme via Wi-Fi is the following (Fig. 13.5).

Fig. 13.5. The connection of several Neuron-Spectrum-AM devices to several computers.

Thus, you can connect to any available device from any computer with Wi-Fi access.
To connect Neuron-Spectrum-AM device to the existing wireless network, use
the Wireless network built-in menu item. Then select Add profile|Network search
sub-item. As soon as the search is finished, select the required network from the list of
found wireless networks (WEP encryption is recommended). Then select Open connection menu item and enter the network security key for the selected wireless network. To type the text, use the buttons on the device. When the input box appears,
press the action button, at that the symbol matrix will appear. Using the up and down
buttons, select the string with the required symbol. As soon as the string is selected
with up and down buttons, choose the required symbol in the string and press the action button. This procedure should be repeated several times till the security key is entered. After that, select the Set menu item with the up and down buttons and press selection/action button. On IP address tab select Automatic DHCP menu item or Static
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for the manual entering of IP address. After that the wireless connection profile is
saved in the device memory. To connect to the wireless network next time, select
the saved profile and press Connect button.
If the wireless Wi-Fi network is missing, create it. Let us consider the example of wireless network of “computer-computer” type with the use of USB Wi-Fi adapter. First install the driver for your Wi-Fi adapter and connect the adapter to one of USB ports of
you computer. Then using the built-in facilities of your operating system, create new
wireless network of “computer-computer” type. Specify the network name (it is specified arbitrary but it is recommended to use only Latin letters and figures), the encryption type (WEP is recommended) and network security key. As soon as the network is
created, it should appear in the list of wireless networks. After that on Wireless network tab of the built-in menu of Neuron-Spectrum-AM device select Add profile|Create manually menu item, enter the network name, Ad-hoc connection mode
(computer-computer network) and the encryption type (WEP is recommended). Then
on Authentication tab select Open connection menu item and enter the network security key. After that select Static menu item on IP address tab, then select the IP
address from the list, for example, 192.168.000.002. Next select the subnetwork mask
from the list, for example, 255.255.000.000 and gateway address, for example,
192.168.000.000. After that the connection profile is saved. Now it is required to
change the network adapter settings for TCP/IPv4 protocol. In the dialog box with settings for this protocol check Use static IP address checkbox and indicate the IP address, for example, 192.168.000.001(first two numbers of computer and device IP addresses must match, and second two numbers must differ from one another). Thus,
the setup of wireless network connection is over. To connect to your computer, open
the created network profile on Wireles network tab of build-in device menu and select Connect menu item. If you have any difficulties in the device connection to
the computer, address to your system administrator, network specialist or in the service center of Neurosoft company where our specialists are always glad to help you.

13.3. Wi-Fi Connection Wizard
To set wireless connection between PC and Neuron-Spectrum-AM device you can
use Wi-Fi connection wizard. You can use Wi-Fi connection wizard if your computer
has a built-in Wi-Fi adapter or USB Wi-Fi adapter is connected to it.
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To run the wizard, launch the “Ambulatory monitoring” application and press
toolbar button. This button is located to the right from “Current device” dropdown list. In
the wizard window that appears (Fig. 13.6) the program prompts you to create Ad-hoc
wireless connection between your PC and Neuron-Spectrum-AM device.

Fig. 13.6. Step 1 of the Wi-Fi connection wizard.

Note: Sometimes it is necessary to turn off or adjust the OS firewall, user account control
(UAC) and antiviruses to set the Wi-Fi connection.

In the second step (Fig. 13.7) you can choose the available Wi-Fi adapter from
the list, set the Wi-Fi profile name (“Neurosoft” name is set by default), specify the IP
address for your PC and subnet mask. If you are not a wireless network specialist,
just press “Next >” button. After that the Wi-Fi connection profile with set parameters
will be created on your PC. To connect to the created wireless network you have to
enter network security key (“12345” by default). After the successful input of the network security key the Wi-Fi network will be waiting for device connection. To connect
the device to the Wi-Fi network switch off the device, remove the memory card from it
and connect the card to the computer using, for example, USB card reader. Then, in
the third step (Fig. 13.8), choose your memory card from the dropdown list of available memory cards, and press “Next >” button. Wi-Fi connection wizard will copy all
the network parameters to the memory card and you will be able to copy them to
the device. Close the wizard window using “Finish” button. Then disconnect the memory card from the PC, insert it into the device slot and switch the device on. Choose
Wireless network|New profile|Load from memory card item in the built-in menu.
After the successful profile creation choose it from the list of available profiles and
choose Connect menu item. Message “The device is ready to work with program” on
the device screen indicates that the Wi-Fi connection with the device is set and you
can work with it as with any other device connected to your PC via USB.
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Fig. 13.7. Step 2 of the Wi-Fi connection wizard.

Fig. 13.8. Step 3 of the Wi-Fi connection wizard.

If your computer has no built-in or USB-connected Wi-Fi module, but it is connected to
a local network which contain hotspots, or to the existing Wi-Fi network, you can also
setup wireless network connection between Neuron-Spectrum-AM device and PC. To
do it, use Wireless network|New profile|Network search built-in menu item. Choose
wireless network that you want to connect to and enter the connection parameters
manually. You can also use “Ambulatory monitoring” window utility, if you do not want
to enter all the parameters manually. To do it, connect the memory card to the PC and
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press
toolbar button. This button is located to the right from “Memory card” dropdown list. In the window that appears (Fig. 13.9) choose your memory card from
the list of available memory cards, choose wireless connection type (Infrastructure or
Ad-hoc), network profile name, encryption type and network security key.

Fig. 13.9. Saving of Wi-Fi connection settings on the memory card.

Then press “Record” button, disconnect the memory card from the PC, insert it into
Neuron-Spectrum-AM device slot, turn the device on and choose Wireless network|New profile|Load from memory card item in the built-in menu. After the successful profile creation choose it from the list of available profiles and choose Connect menu item. Message “The device is ready to work with program” on the device
screen indicates that the Wi-Fi connection with the device is set and you can work
with it as with any other device connected to your PC via USB.

13.4. Variants of Operation on Recorder
Let us consider several variants of operation on Neuron-Spectrum-AM recorder.
1.

The autonomous use of Neuron-Spectrum-AM device for recording of ambulatory
EEG/PSG exams with the further copying of exams from the device memory card
to the exam database on the computer without connecting the device via Wi-Fi.

In such case there is no need to create Wi-Fi connection of the device with
the computer. The start of new exams, the impedance measurement, the recording
finishing are carried out with the built-in device menu. As soon as the memory card is
full or after each ambulatory exam, extract the memory card from the device and plug
in it to the computer to transfer the exams to the computer database to store, review
and analyze the data. To do this, open the battery compartment on the front panel of
the device, extract the batteries, push the memory card to extract it. Plug the memory
card into the computer slot or to USB memory card reader. After that start “Ambulatory monitoring” program using the icon on the desktop or the Start menu item of the
operating system. Also you can start Neuron-Spectrum.NET software and select the
Settings|Ambulatory monitoring main menu item. Then the “Ambulatory monitoring”
window will appear on the screen. On the toolbar in the top part of this window you will
see the name of your memory card. If several memory cards are connected to your
computer, you can switch between them using the combo-box. If one memory card is
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connected to the computer, it will be selected automatically (Fig. 13.10). The next
combo-box contains the connected Neuron-Spectrum-AM devices, however in this
case it is empty (the work with it will be described below).

Fig. 13.10. The operation with the memory card in “Ambulatory monitoring” window.

The list of exams kept on the memory card is located in the left part of the window.
Using the toolbar buttons you can copy or move the selected exams to the current
database on your computer. The current database is shown under the list of exams.
If it is necessary you can select other database or create new database using
the corresponding button. As soon as the exam is copied to the database, you can
remove the selected exams from the memory card using the toolbar buttons. Also
you can format the memory card. In this case all exams will be removed from
the memory card and the current acquisition parameters will be recorded to the card.
Set up these parameters in the bottom part of the window, under the exams. The acquisition parameters include the sampling rate, the filters and the montage. By default the “Ambulatory EEG monitoring” montage is selected. It contains 21 EEG
channel according to “10-20%” system with Cz reference electrode to record EEG
using the standard electrode cap. In the combo-box you can select any other montage or change the current montage. To change the montage, open the montage editor by pressing the corresponding button (see section 8.2.1 “Montage Editing”). On
the information panel in the bottom part of the window you can see the name of your
memory card, the type of the file system, the quantity of the free space and current
date and time synchronized with the system time of your computer. In the right part of
the window the monitoring area is located. While working with memory card, this area
is disabled. The order of the further work with the exams copied to the database does
not differ from the one with the stationary exams (see sections 5 “EEG Review and
Editing” and 6 “EEG Analysis”).

334

Ambulatory EEG/PSG Monitoring

2.

The use of the Wi-Fi for the recording of EEG/PSG exams.

In this case the memory card may be missing, as far as the exam recording is done
directly to the exam database on your computer. In such case Neuron-Spectrum-AM
operates as a stationary digital EEG/EP system connected via Wi-Fi. The procedure
of operation does not differ from the one with other digital EEG/EP systems manufactured by Neurosoft Ltd. (see section 2 “Quick Start”). Using the device menu, activate
Wi-Fi and establish the connection usign Wireless network item. Wait till “Device is
ready to work with the program…” message appears. After that you can start the new
exam in Neuron-Spectrum.NET software. The peculiarity of this approach is that Wi-Fi
is active along all exam and is used to transfer the data from the device to the computer.
If you use memory card with the device, then during the acquisition via Wi-Fi you can
create an exam backup copy on the memory card. To do it, check the corresponding
option on Neuron-Spectrum-AM tab in acquisition style settings before the exam start
(see section 8.2.4 “Neuron-Spectrum-AM”). If this option is active, then exam data
will be saved simultaneously to computer database and to the memory card. If there
are some device connection troubles during the acquisition (for example, examined
person leave the wireless network coverage area for some time), you can restore
data from the backup copy on memory card. If you record video in the exam, the device will move to emulation mode (by firmware command) in case of connection troubles. At that it continue video recording and record isolines instead of EEG traces.
When the device connection resumes, the software connects to the device automatically and continue recoring. When you finish with acquisition, you can copy backup
data from the memory card to the database on your PC, and using Exam|Recover
losted via Wi-Fi exam data menu item restore all missed Wi-Fi recording data. At
that you receive full exam without missings of data with synchronous video.
The use of Wi-Fi during long-term period speeds up the discharge of the device batteries. According to the next approach, Wi-Fi connection is activated for a short period of time to control the device or monitor the signal being recorded and then is automatically disabled to save the battery charge.
3.

The Wi-Fi connection is used to set up the acquisition parameters (sampling rate,
filters, montage), run/stop the ambulatory exams, monitor the quiality of the signal
being recorded and copy the exams from the memory card of the device to
the exam database on the computer.
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As soon as you established the Wi-Fi connection of Neuron-Spectrum-AM device with
your computer, you can run “Ambulatory monitoring” window using the corresponding
icon on the computer desktop or the menu item in the Start menu of your operating
system. Besides, you can use the Settings|Ambulatory monitoring item of the main
menu of Neuron-Spectum.NET program. If one Neuron-Spectrum-AM recorder is attached to the computer, it will be connected automatically. The device connection via
Wi-Fi takes about 2-5 seconds (Fig. 13.11).

Fig. 13.11. The automatic connection to the only available Neuron-Spectrum-AM recorder.

As soon as the device is connected, you can start working in “Ambulatory monitoring”
window (Fig. 13.12).

Fig. 13.12. The work with the connected device.

In the combo-box located in the top part of the window you can see the current connected device. If there are other available Neuron-Spectrum-AM devices in Wi-Fi
network, you can connect them by selecting in the list. In case you want to discon336
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nect the current device and, for example, start working with the memory card connected to computer, select it in the “Memory card:” combo-box. If you close the “Ambulatory monitoring” window, the Wi-Fi connection of your computer with the current
device will be terminated.
The list of the carried out exams stored in the device memory is located in the left
part of the window. Using the toolbar buttons you can copy or transfer them to
the current database on the computer. The current database is displayed under
the exam list. If it is necessary, you can select other database on your computer or
create the new database using the corresponding button. Also using the toolbar buttons you can delete the selected exams from the memory card and format the memory card. When you work with the device, not with the memory card connected to
the computer, you can create new exams or continue the recording of the exams
created before. To create a new ambulatory exam, use the corresponding toolbar
button located above the exam list (Fig. 13.13).

Fig. 13.13. Creating new ambulatory exam.
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As soon as you filled a patient card, patient’s data are recorded to the current database and the ambulatory exam with the data recording to the internal memory card of
the device is started. The impedance measurement is run automatically before
the recording start (Fig. 13.14).

Fig. 13.14. Measuring impedance before the recording.

When you obtain the satisfactory impedance values, you can start the recording by
closing the impedance measurement window (Fig. 13.15).

Fig. 13.15. Ambulatory exam recording.

During the exam recording you can review the traces being recorded to the internal
memory card of the device in the right part of the window. Using the toolbar over
the trace area you can change the trace visualization scale (“+” and “-” keys) and
the sweep speed (“*” and “/” keys). Also with these toolbar buttons you can stop and
resume the monitoring of the data being recorded or stop the exam recording.
The recording can also be stopped with the corresponding button on the toolbar located above the exam list. Here you can also start the impedance measurement dur338
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ing the exam recording. After impedance measurement finishing, the exam recording
is continued automatically. Other operations with the exams are disabled during
the recording. The name and the serial number of the selected device, its state,
the battery charge level and the free space on the memory card are indicated in
the bottom part of the information panel. The current position of a patient’s body,
the current date and time synchronized with the system time of your computer are
displayed in the right part of the information panel.
Make sure that the quality of the obtained traces is satisfactory, then close the “Ambulatory monitoring” window or connect to other device or memory card. The started
ambulatory exam on this device will continue till it is stopped or the battery is discharged or the free space on the internal memory card is exhausted. When closing
the “Ambulatory monitoring” window the Wi-Fi connection can be automatically
closed to save the battery charge (Fig. 13.16). In this case to activate the device
connection to the computer, enable the Wi-Fi connection using the internal menu of
the device.

Fig. 13.16. Automatic closing of Wi-Fi connection.

To save the battery charge and card memory space you can use the delayed acquisition function. It allows to start the recording at a user specified time (not just after
the electrode placement and impedance check). It is important for PSG studies when
it is required to record the traces obtained during the sleep. In this case the electrodes
can be fixed on a patient at the end of the working day, at 6 p.m. and the recording is
to be started at 10 p.m. when a patient is already in bed. Thus you can skip four hours
of record when a patient was awaked. Besides, you can save the battery charge and
card memory space. This function can be activated from the device menu and in “Ambulatory monitoring” window (

button).
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To stop the ambulatory exam being started, you can use the Stop recording internal
menu item of the device. If you have enabled Wi-Fi connection, you can stop
the exam using your computer. Open “Ambulatory monitoring” window and in
the combo-box select the device which carries out the ambulatory recording (if only
one device is available, the connection to it is done automatically). In case the device
is in the monitoring mode, the warning message will appear on the screen
(Fig. 13.17).

Fig. 13.17. The connection to the device which executes the exam recording.
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The connection to the device used to record the ambulatory exam can be done to
control the quality of the obtained data or to stop the acquisition. Besides, you can
measure the impedance. Other operations with the device are inaccessible during
the recording (Fig. 13.18).

Fig. 13.18. The control of the recorded data quality during the ambulatory exam recording.

To continue the recording of the ambulatory exam, close the “Ambulatory monitoring”
window or disconnect from the current device by selecting other device (“Current
headbox:” combo-box) or memory card connected to the computer (“Memory card:”
combo-box). To stop the recording of the current exam, use the corresponding button
on the toolbar located over the exam list (Fig. 13.19).

Fig. 13.19. The termination of the ambulatory exam recording.
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As soon as the ambulatory exam is stopped, the list of exams appears again in
the left part of the window. You can copy these exams, transfer to the current database (or to files in EDF format) or remove from the memory card. It is also possible to
continue the recording of the selected exam. While copying or moving the exam to
the database, the exam data will be copied to those patient card created in the database at a new ambulatory patient entry. If an exam was created using the internal
device menu, a patient’s name will not be displayed and the program will inquire
about it while copying exam to the database (entering of patient’s name is not obligatory). Using the context menu of the exam list you can change the visibility of the table columns, for example, you can hide Exam size column and instead of it you can
display Sampling rate and Montage columns hidden by default. Also using the context menu you can enable/disable the tooltips and automatic connection to the only
available device.
As soon as the exam is copied to the database on the computer, you can remove it
from the device memory card. The exam transfer function will automatically remove it
from the memory card if the copying to the database occurred correctly. It should be
noted that the exam copying from the device memory card to the device database
using Wi-Fi connection takes more time in comparison with the copying from
the memory card connected to the computer. That is why to transfer the long-term
ambulatory exams to the database it is sometimes advisable to extract the memory
card from the device and connect it to the computer directly.
4.

The Wi-Fi connection can be set up using Android application on your phone or
tablet. It is used to create, run and stop the ambulatory exam, monitor the quiality
of the signals being recorded.

Neuron-Spectrum-AM software for Android devices (Android version not lower than
2.2) is available at Google Play. The software allows working with NeuronSpectrum-AM recorder using Android devices (mobile phones or tablets) via Wi-Fi
connection.
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To start working with the system connect Neuron-Spectrum-AM recorder and Android device to the same wireless network. As soon as you did it, the list of NeuronSpectrum-AM devices available in this network will be displayed at NeuronSpectrum-AM program start (Fig. 13.20).

Fig. 13.20. The list of devices available in the network.

The list elements contain information about serial number of device, battery charge
level, free and total space on memory card, and information about exam recording. If
the exam is being recorded at the moment, the name of the patient is displayed.
To start working with the device, select it in the list. The connection process can take
some time (Fig. 13.21). To stop this process, click “Back” button on your mobile
phone or tablet.

Fig. 13.21. Connection to the device.
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If exam is not recorded at the moment, the list of exams saved on memory card will be
displayed (Fig. 13.22). Otherwise, the software will work in acquisition mode. While
software works with recorder, the serial number of recorder, battery charge level, and
free space on memory card are displayed at the top of the screen.

Fig. 13.22. The list of exams performed using the device..

The exam list items contain patient’s name and the space on memory card occupied
by the exam.
In this window you can start the acquisition of any exam from the list, measure
the current impedance for one of exams, create a new exam, and delete any existing
exam.
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To create a new exam click “Create new examination” button. Then enter full name of
patient and click “Next” button (Fig. 13.23). To cancel the action, use “Back” button on
Android device.

Fig. 13.23. Creating new exam.

To create new exam with montage settings from default template and launch impedance measurement, click “Next” button (Fig. 13.24).

Fig. 13.24. Measuring impedance.

Impedance values are displayed as the list of electrodes with impedance values on
these electrodes. The higher is impedance value, the higher is the position of it in
the table.
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Click on “OK” button to run the created exam and display acquired data (Fig. 13.27).
To move back to the previous page (with the list of exams) press “Back” button
(Fig. 13.22). At that the acquisition will not start.
To delete existing exams, open menu (using “Menu” button on Android device) and
choose “Exam deletion” item. At that the software will go to exam deletion mode
(Fig. 13.25).

Fig. 13.25. Deleting exams.

Then mark the exams to be deleted and click “Remove” button. At that chosen exam
will be removed and software will go to the page with the list of exams.
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Click the element of the exam list to display the list of actions which can be performed
on exam (continue acquisition or measure impedance) (Fig. 13.26).

Fig. 13.26. Selecting further action on the exam.

To cancel the selection, click “Back” button.
The “Continue acquisition” item helps to start exam acquisition and display acquired
data (Fig. 13.27).

Fig. 13.27. Recording an exam.

In this mode you can measure impedance and stop exam recording only. If you click
“Back” button, the program will stop working with recorder and will go to the start
screen (Fig. 13.20). The main part of the acquisition screen contains the acquired
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traces. In the right bottom corner you can see the body position icon. The buttons to
change scale and sweep speed are located in the right upper corner (Fig. 13.28).

Fig. 13.28. Changing trace scale and sweep speed.

To adjust filters you should open menu and choose “Filters” item. At that the list of
available filters will be displayed (Fig. 13.29).

Fig. 13.29. Changing filters to display acquired data.

You can apply filters and move back to the acquisition window by clicking “Back” button.
Consequently you can use all described variants of work with Neuron-Spectrum-AM
recorder and interchange them when it is required. Thus Neuron-Spectrum-AM recorder is a universal tool that allows carrying out both stationary and ambulatory EEG
and PSG exams.
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13.5. Replacement of Batteries during an Exam
Sometimes during the ambulatory exam you may need to replace the rechargeable
batteries (the sound notification is initiated when the battery charge is too low). To replace the batteries during an exam select “Stop recording” item of the internal device
menu and then “Switch off device” item. Open the battery compartment located on the
front panel of the device and replace the batteries. After installation of new (or
charged) batteries, close the battery compartment and switch on the device using
“Power” button. Then select “Start recording” item of the internal device menu.
The recording will be continued in the terminated exam. If you did not pay atterntion to
the battery charge in time, and the divice switched off spontaneously, you can still
continue the recording of the terminated exam using “Start recording” item of the internal device menu. The corresponding event marker will be arranged at the recording
break.
Note: To ensure the continuous recording of the ambulatory exam, replace the batteries in
time and check the availability of the free space on the internal memory card of the device. In
average, one hour of the ambulatory exam (21-channel EEG by “10-20%” system with 200 Hz
sampling rate) occupies 60 Mb. The completely charged batteries with 2700 mA*h capacity
can ensure the continuous recording during more than 24 hours. The operation with the device
using the Wi-Fi conneciton decreases the operating time of device.

13.6. Ambulatory Exams
Often in the large clinics it is required to organize the large amount of exams with
the use of several ambulatory recorders. In this case it is required to check the battery
charge level and free space on the memory card of several devices at once.
The easiest and most reliable way to organize such work is to replace the batteries after each exam and copy each exam to the database. In this case the device will contain charged batteries and free memory card for each new exam. One can use only
the device firmware to organize such amount of exams:
 install the empty memory card (with acquisition parameters) to the device;
 insert the batteries, close the battery compartment cover;
 connect the required cables or electrode cap to the device;
 fix the electrodes and the device on a patient’s body;
 switch on the device using “Power” button;
 select the “Create new exam” item of the internal menu;
 select “Impedance measurement” menu item;
 as soon as the satisfactory electrode placement is achieved and good impedance is
obtained, select “Start exam recording” menu item;
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 during the exam recording you can connect to the device via Wi-Fi to control
the quality of the recorded signal. To activate the Wi-Fi, select “Wireless network”
item of the internal menu, select the required profile and press “Connect” button;
 as soon as the exam is finished, select “Stop recording” menu item to stop the recording, then “Switch off the device” menu item;
 remove the electrodes and the device from a patient;
 extract the batteries from the device and insert them in a charger;
 extract the memory card and transfer the recorded exam to the database on
the computer.
To perform a large amount of the ambulatory exams, you can also use Wi-Fi connection with your computer. To control the Neuron-Spectrum-AM recorders easily and
quickly, use Neuron-Spectrum.NET features. If Neuron-Spectrum.NET is run, and
the recording is not started or is not reviewed, it checks the devices available via Wi-Fi
constantly in the background mode. If any device is detected, the program will offer to
connect it (Fig. 13.30).

Fig. 13.30. The automatic detection of connected recorders.
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If you wish, you can disable this function by selecting “Do not show this window again”
checkbox. To open the detected device, press the corresponding button. After that
Neuron-Spectrum-AM wizard will appear on the screen (Fig. 13.31).

Fig. 13.31. Neuron-Spectrum-AM wizard.

In the top part of this window you can see the information about the connected device
and in the bottom part you can observe the list of exams on the memory card and
the control buttons. Using this window, you can start quickly a new exam or terminate
the current one, copy or transfer the exam from the memory card to the database, remove the exam from the memory card. However, in this window you can not review
the data being recorded during the exam and can not specify the acquisition parameters in the device. If you need, you can use the “Open window “Ambulatory monitoring”” button to open the corresponding window, but, as a rule, it is not required at
the large amount of exams.

13.7. Customization of Acquisition Parameters in
Neuron-Spectum-AM
When you run the exam using “Ambulatory monitoring” window, the required acquisition parameters for a new exam are set using this window settings. You can specify
the sampling rate of traces, filters by channels and montage of a new exam. In case
you run the exam from the internal device menu or Neuron-Spectrum-AM wizard,
the acquisition parameters for a new exam are read from the current memory card of
the device. Thus, before creating such exam, the memory card should be formatted
using “Ambulatory monitoring” window and the default acquisition parameters should
be saved on it.

13.8. Direct Recording of Current Exam Data to
the Database
Sometimes during the ambulatory exam recording it may be required to reveiw
the data being recorded to the memory card or record these data simultaneously as
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a stationary exam to analyze them immediately. To do it, establish the device connection with your computer using “Wireless network” item of internal device menu. As
soon as “Device is ready to work with the program” message appears on the device
screen, press “New exam” button in Neuron-Spectrum.NET software. When the device is connected, you can work with it in a usual way. You can measure the impedance, start the monitoring and the signal acquisition. At that the recorded part of
the exam can be analized in the process of the exam recording.

13.9. Key Combinations
Using Neuron-Spectrum-AM device you can use key combinations to perform most
frequent actions:
 short pressing of “Power” button before EEG acquisition start allows to launch impedance check; second pressing finishes the impedance check, saves results to
exam and starts signal monitoring; third pressing starts acquisition.
 short pressing of “Power” button during the ambulatory monitoring allows to create
patient’s event marker. This marker can be used to save the period of time when
a patient feels something suspicious during an exam.
 to start new exam, press the upper button located rightward the device screen holding “Power” button down.
 to connect to the last used Wi-Fi network, press the middle button located rightward
the device screen holding the “Power” button down.
 to switch the device off, press the lower button located rightward the device screen
holding the “Power” button down.
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14. Neuron-Spectrum-BFB.NET
Neuron-Spectrum.NET can be used to treat by biofeedback method.
Neuron-Spectrum-BFB.NET is protected by a license key. It allows using the software with a certain device only. The key is a file with .nskey extention, which is located in the current software directory.You are not able to use the software if the key
file for the connected device is not found in the current software directory or in the root
disks of the PC. The key file is supplied with the software distributve and is installed
automatically during program setup. If it is required, the key file can be ordered from
your dealer or from the Neurosoft Ltd. directly.
The essence of the biofeedback technique is to “feed back” current physiological indexes determined by a clinical protocol to a patient. Return data can be represented
in visual format on the PC screen or audio format. The protocol is a set of conditions
regulating the carrying out of biofeedback procedure. All biofeedback protocols are divided into two large groups. The first one, denoted in English-language publications
as “neurofeedback”, is a modification of various EEG brain parameters (amplitude,
power, coherence, and other fundamental EEG rhythms (also called “neurotherapy”)).
The second one, denoted as “biofeedback”, combines vegetative (sympatheticparasympathetic) activation parameters subjected to alteration (skin conductibility,
cardiogram, heart rate, breathing, electromyogram, temperature, photoplethysmogram, etc.). Neuron-Spectrum-BFB.NET allows a user to create protocols referring to both groups (“neurofeedback” and “biofeedback”).
According to the American Association for Applied Psychophysiology and Biofeedback (AAPB), “biofeedback is a non-drug treatment. Hardware assistance allows to
record, amplify, and “feed back” physiological data to a user. The main method’s objective is to educate the user for self-regulation skills. Feedback facilitates the physiological-regulation learning process as well as a learning process of any art. Equipment
makes available to the user the information that cannot be perceived under ordinary
conditions”.
Schematically, biofeedback procedure includes in a continuous monitoring of certain
electrophysiological indexes and “reinforcement” of specified range of values by multimedia, gaming and other techniques. In other words, a biofeedback interface is
a sort of “physiological mirror”, reflecting internal processes of a patient. During
the course of biofeedback sessions it is possible to strengthen or weaken certain
physiological parameter, and hence the tonic activation level of that regulatory system, whose activity the parameter indicates.
Thus by means of physiological feedback biofeedback methodology allows people to
modify their behavior towards achieving a larger extent of self-regulation and homeostatic equilibrium. Based upon both classical conditioning theory fundamentals of Ivan
Pavlov and implicit learning, biofeedback learning process is associated with particular “altered” states of consciousness as well. Although these states haven’t been ex-

353

Neuron-Spectrum.NET (Version 3) (User Manual)

plored much by the moment, they refer directly to the creative process and human
creative abilities in a general sense.
Currently available group and multicentric data evidence that efficient use of biofeedback methods allows decreasing drug burden by 1.5-2 and even more times, dealing
with such kind of chronic diseases as epilepsy, attention deficit hyperactivity disorder
(ADHD) in children and adolescents, migraine and others. It also permits to cut down
numbers of sickly people and the ones suffering from long period illness by more than
50%. Also in 60% of patients suffering from neuroses, depressive and anxiety disorders the prescribed drugs can be eliminated completely during treatment and recovery
periodn. Biofeedback therapy, being included in standard medical rehabilitation program, reduces recovery period by 2-5 times objectively as well as number of repeated
appointments to doctor considerably. All this points show us not only an iatric advisability but an economic feasibility of large-scale introduction of biofeedback technology.
Complicated rhythmic pattern of bioelectrical activity of brain (electroencephalogram)
is an interaction result of its multiple regulatory systems, ensuring the highest level of
integration and control of a body. By having an opportunity to modify rhythmic activity
pattern of brain, we gain an access to the key factors determining the function of its
regulatory systems. As a slightly simplified but not primitive form, functional features
of basic EEG rhythms can be represented in the following way.
One of the principal axes, showing peculiarities of normal rhythmical EEG activity, is
related to a behavioral arousal vector. So, slow-waves of EEG activity (delta rhythm
(0.5-4 Hz)) are related to recovery processes, especially during sleep, and low arousal
degree. Delta waves are intensified noticeable during many neurological and other
disorders. On the contrary, superfluity of intensified delta waves in the EEG practically
guarantees disorders of attention and other cognitive dysfunctions. Intensified theta
rhythm (4-8 Hz) is often observed at psychotic disorders, confused mental states,
brain concussions. At the same time normal theta waves are related with altered
states of consciousness and emotional reaction as well. Alpha rhythm (8-12 Hz) corresponds to the “idle mode of brain mechanism” and is associated with relaxed wakefulness state. Feelings of fear, anger, anxiety, cause alpha rhythm depression. Sensorimotor rhythm (12-14 Hz) is usually related to the state when a body is physically at
rest and attention state, directed outside. It is reduced noticeably during attention deficit disorders, morbid fears, insane violation, chronic stress related disorders. Normal
beta rhythm (14-20 Hz) is related to the highest cognitive processes and attention focusing.
BFB-alpha-training. Investigation of alpha rhythm properties and then overall enthusiasm about alpha conditions capabilities seem to be the very starting point in development of BFB methodology. Besides repeated self-reports concerning “comfortable”,
“pleasant”, “relaxing” and “restful” nature of alpha conditions, the personal anxiety rate
was revealed to have been decreased reliably after BFB alpha treatment therapy.
Also alpha protocol was used in pioneer studies of improving activity efficiency under
conditions of peak stress performance. At the moment alpha protocol is used in
the treatment of psychosomatic, neuroticl, depression and other disorders, in a vary-
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ing degree associated with alterations in brain arousal systems and, as a consequence, with increased arousal level of vegetative and central nervous system.
BFB-theta-training. If alpha rhythm related conditions were relaxing and pleasant,
theta conditions, characterized by intensified theta rhythm in EEG, were primarily
evaluated in terms of increasing creative abilities. The social importance, that one of
the clinical alpha/theta protocol variants has while treating alcohol and drug addiction,
cannot be overemphasized. A work by E. Peniston and P. Kulkosky revealed 80%
positive result in BFB-therapy using alpha/theta protocol after 3 years treatment of
groups of alcohol addicted people, while the result of other (more or less traditional)
therapies (psychotherapy, autotraining, etc.) proved to be unreliable for the same
groups.
BFB-beta-training. Operant amplification of EEG beta range (16-20 Hz) affects positively in treatment of different kinds of neurological disorders. Thus, beta-component
intensification along with theta-component reduction is effective in treatment of different epilepsy syndromes, attention deficit disorder and hyperactivity, post-stroke disorders (spasticity, paresis, plegias), posttraumatic syndrome, comatose states, etc. In
recent years such properties as reliability, nontoxicity, noninvasivity are increasing
more and more the relevance of BFB-technologies in pedagogics and pediatrics: at
the moment in the USA alone BFB-therapy is practiced widely in more than 700 clinical centers.
BFB-SMR-therapy. M. Sterman’s works revealed, that convulsion threshold can be
increased by BFB-intensification of EEG sensorimotor rhythm (SMR) of human and
animal, in that way seizure frequency and seizure intensity can be decreased during
different epilepsy syndromes right up to their complete cessation. So, according to
average statistical data, approximately in 50% of cases of BFB-therapy (30-50 sessions) it is allowed to cancel anticonvulsant therapy without seizure relapse.
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Some standard preset protocols can be found in Neuron-Spectrum-BFB.NET software
settings. Besides it is possible to create training protocols according to specific goals
of a specific case. Open the required window using Analysis|Biofeedback main
menu item. At the same time to provide feedback to an examinee, a second screen is
recommended to be used. If the second screen is attached to the computer, NeuronSpectrum-BFB.NET software displays selected biofeedback mode on screen automatically. Current training protocol can be selected in the “Neurofeedback manager”
window (Fig. 14.1). Set of training conditions, included in current protocol, can be seen
below. The protocol must include at least one training condition. New training protocols
can be created in this window as well as training conditions can be appended. Each
condition can be disabled both before training process and during it. At the same time
any parameter of each training condition can be corrected in order to simplify or complicate a training task for the examinee.

Fig. 14.1. BFB manager window.

Usually at the beginning of the training, until an examinee understands software operation principles well, it is difficult to meet the training conditions. And a physician,
who performs the training, can weaken some conditions for a while, for example,
maximum index threshold of an alpha rhythm. After an examinee will be able to meet
the conditions successfully, these conditions can be complicated.
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Besides training protocol selection, feedback mode can be selected as well. Three
feedback modes are available at the moment:


“Goldfish”. This feedback mode enables an examinee to move a goldfish along
the screen, competing in speed with his/her own previous training result. Goldfish
speed is proportional to training success (Fig. 14.2).



Slide-show. This feedback mode presupposes a demonstration of preselected
slides on a patient’s screen. If training conditions are met successfully, a slide will
be clear, otherwise it will be fuzzy.



Video film. This feedback mode presupposes a selected video film to be reproduced on a patient’s screen. Definition quality and sound level depend on success
of training condition fulfillment.

Fig. 14.2. “Goldfish” feedback mode.

Before training an examinee should be instructed. To begin the training, push
the “Start Training” button. During the training current training success for each condition and current average condition success are displayed on “Neurofeedback manager” window. If an examinee copes with one of training conditions poorly, this condition can be weaken for a while or disabled by adjusting the parameters (Fig. 14.3).
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By default all visible montage derivations are used for to training success analysis. If it
is required, some derivations can be hidden during the training process, thus, they will
be excluded from training success analysis. As a rule the use of great number of electrodes is not required for BFB-training. A few derivations are usually enough. Selection of used derivations depends on specific training goals. Duration of training session is determined in each specific case.

Fig. 14.3. Current training success displayed in “Neurofeedback manager” window.

To finish the training session, push the “Stop learning” button.
If performed examination is saved in database, you can open it later and estimate
training success during the examination. It may be important to assess training success dynamics.
Besides EEG Neuron-Spectrum-BFB.NET program allows to record ECG, respiration,
EMG traces and galvanic skin responces that are used to calculate and ensure biofeedback. Thus, with BFB technique you can adjust respiratory rate, heart rate, amplitude of EMG signal obtained from a certain muscle and amplitude of galvanic skin responces.
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Annex 1. Main Menu Command Description
Command

Icon

Command Description

Key
Combination
Work with Exam

New…

Ctrl+N

Start of new exam (for new patient or the one
whose card already exists in the database).

Open…

Ctrl+O

Opening of an existing exam from exam database
(with the possibility to create a new exam).

Import…
Save

Exam opening from file in EDF+ format.
Ctrl+S

Saving of opened exam to the database (all
changes introduced into exam are saved).

Save as…

Saving of opened exam to file in EDF+ format, as
a clip or set of graphical files.

Save to removable disk

Saving of opened exam to CD, DVD, flash disk or
any other data carrier in EDF+, NSDAT formats,
as a clip or set of graphical files.

Send…

Sending of the current exam by e-mail.
Closing of the current exam (if some changes
were made in an exam, the program will send an
inquiry whether to save the introduced changes or
not).

Close

Information…

Review and change of exam parameters and
patient card.

Clinical state

Opening of clinical state window (with
the possibility to edit it).

Conclusion

Exit

Opening of the interpretation window (with the
possibility to edit it).
Alt+X

Program exit.

EEG Acquisition
Sampling rate

Setup of sampling rate for the acquisition of a new
exam (is possible only before the acquisition
beginning).
Setup of filter parameters (high pass filter, low
pass filter, notch filter).

Filters
Impedance

Ctrl+I,
F5

Electrode impedance measurement (is possible
both before the acquisition and during EEG
acquisition).

Calibration signal monitoring

Ctrl+C,
F3

Monitoring of calibration signal.

Calibration signal record

Ctrl+Alt+C,
F4

Recording of calibration signal.
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Command

Icon

Key
Combination

Calibration signal level

Command Description
Setup of calibration signal amplitude.

Monitoring

Ctrl+M,
F6

EEG recording.

Record

Ctrl+R,
F7

EEG acquisition.

Postponed record

Postponed exam acquisition.

Acquisition stop

Ctrl+T,
F8, Esc

Reset filters

F9

Photic stimulation

Alt+F

Start/stop of photic stimulation (using the built-in
flash).

Auditory stimulation

Alt+A

Start/stop of auditory stimulation (using the built-in
auditory stimulator).

Electrical stimulation

Alt+C

Start/stop of electrical stimulation (using the builtin electrical stimulator).

Pattern stimulation

Alt+P

Start/stop of pattern stimulation (using the built-in
pattern stimulator).

Magnetic stimulation

Alt+M

Start/stop of magnetic stimulation (using
Neuro-MS/D magnetic stimulator connected to
computer USB port).

Increase stimulation frequency

Alt+↑

Increase of stimulation frequency by step (the step
of stimulation frequency change is defined in the
acquisition style).

Decrease stimulation frequency

Alt+↓

Decrease of stimulation frequency by step (the
step of stimulation frequency change is defined in
the acquisition style).

Hyperventillation

Alt+H

Start/stop of hyperventilation.

Stop

Alt+Space

Stimulation program

Acquisiton/monitoring stop.

Reset of internal state of filters.

Stop of all types of stimulation.

Start of stimulation program defined in
the current acquisition style.

Next functional test

Alt+N

Automatic test acquisition

Alt+Shift+F

Event markers

Recording of next functional test from the list
defined in the current acquisition style.
Automatic acquisition of all functional tests from
the list defined in the current acquisition style.
Setup of event markers on EEG (list of
available event markers is defined in
the current acquisition style).

Acquisition styles

Setup of acquisition styles.
Navigation over EEG

To begin
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Home

Move to exam beginning.
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Command

Icon

Key
Combination

Command Description

Play forward

Ctrl+PgUp

Automatic play of exam to beginning.

Play forward by page

Shift+PgUp

Automatic page-by-page playing of exam to
beginning.

Previous page

PgUp

Previous second

Left

Next second

Right

Move to next second of record.

Next page

PgDn

Move to next EEG page.

Play reverse

Ctrl+PgDn

Automatic play of exam to the end.

Play reverse by page

Shift+PgDn

Automatic page-by-page playing of exam to
the end.

To end

End

Move to previous EEG page.

Move to previous second of record.

Move to exam end.

EEG Analysis
Wave measurement

Ctrl+Alt+W

Switch on/off the wave measurement mode.

“As recorded”

Ctrl+Alt+Z

Switch on/off “As recorded” mode.

Measuring markers

Ctrl+Alt+M

Switch on/off measuring markers mode.

New epoch

Ctrl+Shift+E

Automatic epoch arrangement

Ctrl+E

Manual epoch arrangement
Delete all epochs
Amplitude table

Creation of new analysis epoch.
Automatic arrangement of analysis epochs.

Ctrl+Alt+Shift+E Manual arrangement of analysis epochs.
Removal of all analysis epochs.
Displaying of “Amplitudes table” window with
the results of epochs analysis.

Amplitude mapping

Displaying of “Amplitude mapping” window with
the results of epoch analysis.

Rhythm amplitudes

Displaying of “Waves rhythms amplitudes”
window with the results of epoch analysis.

Spectrum graphs

Displaying of “Spectrum graphs” window with
the results of epoch analysis.

Frequency table

Displaying of “Frequency table” window with
the results of epoch analysis.
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Command

Icon

Key
Combination

Displaying of “Spectrum mapping” window with
the results of epoch analysis.

Spectrum mapping

Autocorrelation

Displaying of “Autocorrelation” window with
the results of epoch analysis.

Crosscorrelation

Displaying of “Crosscorrelation” window with
the results of epoch analysis.
Displaying of “Coherence” window with the results
of epoch analysis.

Coherence
Comparative analysis

Displaying of “Comparative analysis of epochs”
window.

Functional test mapping

Displaying of “Functional test mapping” window.

Epiliptiform activity

Displaying of “Epileptiform activity» window.

Evoked potentials

Displaying of “Evoked potentials” window.

Wavelett-analysis

Displaying of “Wavelett-analysis” window.
Displaying of “Independent component analysis”
window.

Independent component
analysis

Displaying of “Hypnogram” window.

Hypnogram

Automatic search of artifacts, spikes and sharp
waves, visual phenomena.

Automatic search
Artifact search

Automatic search of artifacts.

Automatic search of spikes and sharp waves.

Spikes and sharp waves
search
Epileptiform activity detector

Ctrl+Shift+D

Epileptiform activity detector on/off.

Visual phenomena search

Ctrl+Shift+F

Automatic search of user-defined visual
phenomena.

Remove ECG artifact from
the trace

Removal of physiological ECG artefact from EEG
trace. The command is applicable for the selected
fagment or for the whole record.

Remove EOG artifact from
the trace

Removal of physiological EOG artefact from EEG
trace. The command is applicable for the selected
fagment or for the whole record.

Select the whole record

Ctrl+A

Select current page
Save visible EEG page in
exam
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Command Description

Selection of whole EEG record.

Select visible EEG fragment.
Alt+S

Save visible EEG page in exam (see section 5.17
“Native EEG Editing”)
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Command

Icon

Key
Combination

Selected fragment

Command Description
Work with the selected EEG fragment.

EEG print

Ctrl+P

Preview

Ctrl+Shift+P

Printing of selected fragment or current EEG
page.
Preview before printing of the selected fragment
or current EEG page.

Save fragment to file

Saving of selected EEG fragment as a clip or set
of graphic files.

Copy to report

Copying of selected EEG fragment to the current
exam report.

Identify fragment

Identification of a selected fragment as an artifact,
an epoch for analysis, epileptiform activity
fragment, functional test or visual phenomena
from the list of the available visual phenomena.’
Displaying of visual phenomena list editor.

Visual phenomena list
Export to EDF+

Saving of selected EEG fragment to file in EDF+
format.

Export to BrainLoc

Export of selected EEG fragment to BrainLoc
program for 3D localization of pathological activity
(see section 6.4.21 “Interaction with BrainLoc
Program”).

Export to LORETA

Export of selected EEG fragment to LORETA
program format (see section 6.4.22 “Interaction
with LORETA Program”).

Analysis styles

List of analysis styles available for setup.
Operations with Exam Report

New…

Creation of new empty exam report, switching to
report window.

Open

Opening of the existing report for editing,
switching to report window.
Creation of report using the template specified in
acquisition style of this exam type.

Report by default

Delete

Removal of current exam report.

Templates
Glossary

List of available templates for reports generation.
Ctrl+Q

Opening of the list editor of standard phrases and
expressions to insert to exam report.

Copy conclusion

Copying of report text (from “Conclusion” window)
to the current exam report.

Use Microsoft Word

The checkbox to use Microsoft Word program for
reports editing (Microsoft Word 2007 or later
version should be installed on the computer).

Properties…

Opening of window with the description of current
exam report.
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Command

Icon

Key
Combination

Command Description

Program Interface Controls
Exam inspector

EEG
Montages
Filters

Showi/hide “Exam inspector” window.

EEG traces view.
The list of available montages.
Adjusting EEG filters.

Trace scales

Adjusting scale of EEG traces.

Sweep

Adjusting EEG sweep speed.

EEG trace optimization

EEG trace optimization on/off.

Event markers

Acquisition parameters
Functional tests

Stimulation control
Event markers
Analysis windows
Bandpass filter
Amplitude analysis

Instantaneous amplitude

Amplitude table

List of event markers for arrangement on EEG.

Show/hide “Acquisition parameters” window.
Show/hide “Functional tests” window.

Show/hide “Stimulation control” window.
Show/hide “Event markers” window.
Access to the list of windows for EEG analysis.
Show/hide “Bandpass filter” window.
Access to the list of windows for amplitude
analysis.
Displaying of marker on EEG traces to measure
instantaneous amplitudes.
Show/hide “Amplitude table” window.

Amplitude mapping

Show/hide “Amplitude mapping” window.

Amplitude scanning

Show/hide “Amplitude scanning” window.

Amplitude of wave rhythms

Show/hide “Wave rhythm amplitude” window.

Spectral analysis

Access to list of windows for spectral analysis.

Spectrum graphs

Show/hide “Spectrum graphs” window.

Frequency characteristics
Spectrum mapping
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F11

Show/hide “Frequency characteristics” window.
Show/hide “Spectrum mapping” window.

Annex 1. Main Menu Command Description
Command
Correlation analysis

Icon

Key
Combination

Command Description
Access to list of windows for correlation analysis.

Autocorrelation

Show/hide “Autocorrelation” window.

Crosscorrelation

Show/hide “Crosscorrelation” window.

Coherence analysis
Coherence
Comparative analysis

Access to list of windows for coherence analysis.
Show/hide “Coherence” window.
Access to list of windows for comparative analysis.

Comparative analysis of
epochs

Show/hide “Comparative analysis” window.

Functional test mapping

Show/hide “Functional test mapping” window.

PSG

Access to list of windows for polysomnography.

Hypnogram

Show/hide “Hypnogram” window.

PSG trend

Show/hide “PSG trend” window.

Sleep structure analysis

Show/hide “Sleep structure” window.

Respiratory analysis

Show/hide “Respiratory analysis results” window.

Desaturation analysis

Show/hide “Oxygen desaturation analysis results”
window.

Heart rate analysis
Limb movement analysis
Snoring analysis
Body position analysis
EEG trend
Epileptiform activity
Wavelett-analysis
Independent component
analysis
Current montage

Show/hide “Heart rate analysis results” window.
Show/hide “Limb movement analysis results” window.
Show/hide “Snoring analysis results” window.
Show/hide “Body position analysis results” window.
Show/hide “EEG trend” window.
Show/hide “Epileptiform activity” window.
Show/hide “Wavelett-analysis” window.
Show/hide “Independent component analysis” window.
Show/hide “Current montage” window.
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Command

Icon

Key
Combination

Command Description

Event list

Show/hide “Event list” window.

Navigator

Show/hide navigation bar under EEG traces.

Calibration cuts

Show/hide the calibration cuts.

Status line

Show/hide the status line.

Acquisition panel

Show/hide the “Acquisition panel”.
Show/hide “Extra EEG window” window.

Extra EEG window
Current functional test

Show/hide current functional test name on EEG traces.

Astronomical time

Show/hide astronomical time of record on EEG traces.

Evoked potentials
Video EEG

F12

Show/hide “Evoked potentials” window.
Show/hide “Video EEG” window.

Program Settings
Change…
Download…
Save…
Language…

366

Opening of “Setup” window to adjust program settings.
Downloading of program settings saved beforehand
from file.
Saving of program settings to file.
Changing of program interface language.
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Annex 2. Use of Two Amplifiers for Acquisition
Neuron-Spectrum.NET allows to use the compound device consisting of two
Neuron-Spectrum-5 or Neuron-Spectrum-4/EPM devices for multichannel EEG acquisition. The compound device provides a possibility to record up to 68 EEG channels simultaneously with up to 2000 Hz sampling rate, up to 8 polygraphic channels, 4
direct current channels and 2 ECG channels. If SpO2 module is available, it is possible
to record the saturation channel. To use the compound device, both
Neuron-Spectrum-5 or Neuron-Spectrum-4/EPM devices should be connected to
the same USB controller of your computer. The stimulators should be connected to
the device with lesser serial number. When placing the electrodes, it is required to
combine
(“Ground”) sockets of both devices and “ref.” sockets of both devices via
special adapters.
Neuron-Spectrum.NET provides “Monopolar 10-10” montage including EEG channels from two amplifiers but you can create the montage corresponding to your requirements by yourself. Let us consider the example of montage creation for
Neuron-Spectrum.NET compound device.
Create the new montage in the “Montage manager” window using
on the toolbar (Fig. A2.1).

button located

Fig. A2.1. The creation of new montage.

367

Neuron-Spectrum.NET (Version 3) (User Manual)

Then specify the number of electrodes in the new montage being equal to 64. Also it
is recommended to set Ref electrode as a reference one (Fig. A2. 2).

Fig. A2.2. The selection of reference electrode.

To add the derivation to montage, left-click the corresponding electrode on a head.
For the derivations on the head which do not have physical sockets on the front panel
of device (for example, AF7), it is required to use the additional channels X1..X11. To
do this, add X channel and choose “AF7” in “Position” drop-down box of “Montage settings” in the right part of the window (Fig. A2. 3).

Fig. A2.3. The adding of derivations to montage.
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After that, the derivation with the corresponding active electrode which actual signal
will be recorded from the extra channel will be created.
Using the “Derivation settings” in the right part of the window you can rename
the derivation, set active/passive channel for it, specify the filters and parameters of
derivation displaying (Fig. A2. 4).

Fig. A2.4. Adjusting derivation parameters.
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In the same settings you can select the type of derivation being adjusted. The derivation type will be considered at the next exam analysis. The “Amplifier” combo-box contains two elements: “Amplifier №1” (for the first amplifier channels) and “Amplifier №2”
(for the second amplifier channels). The derivations of the second amplifier channels
are marked with “_2” sign in the derivation list (Fig. A2. 5).

Fig. A2.5. Created montage.
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Besides visual editing of the montage you can also use its table representation. To do
this, press
(Fig. A2. 6).

button located on the toolbar of “Montage manager” window

Fig. A2.6. The table representation of the montage.

Using the table representation of the montage you can add, remove and shift the derivations. For each derivation you can set the name (if the automatically generated
name does not suit you), active and passive electrodes (for monopolar derivation
the passive electrode is missed) and amplifier number. If you wish, you can set the individual parameters of filtration and displaying for the derivation. For poly-channels
you can select the input range from the list according to the level of the recorded signal.
After saving of the generated montage you can start to the creation of the new exam
with the use of two Neuron-Spectum-5 or Neuron-Spectrum-4/EPM devices.
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Annex 3. Electrode Placement to Record EEG
Electroencephalography is a brain study technique based on the acquisition of its
electrical potentials. Electroencephalography has both wide application in clinical
practice to assess the functional state of brain and in the fundamental researches related to the study of mechanism of higher nervous activity or general questions of
physiology of the central nervous system.
The bioelectrical activity of brain can be recorded from any point of head surface using the electrodes connected to digital EEG and EP system. However, to compare
the records and exam results obtained in different patients and in different laboratories, it is important to use the standard scheme of electrode placement on patients’
head. In clinical electroencephalography the international 10-20 system of electrode
placement (Fig. A3. 1) is used. It was offered by H. Jasper [1] and is recommended by
International Federation of Societies for Electroencephalography and Clinical Neurophysiology. The points of electrode placement in 10-20 system are defined in the following way. The distance along the sagittal line from the nasion to the inion is supposed to be 100%. The central vertex electrode (Cz) is set in the middle of this line, in
the vertex area and frontal midline (Fz) and parietal midline (Pz) electrodes are placed
from Cz at a distances of about 20% of total line length from the nasion up to
the inion. The second main line is extended from the ear canal of one ear via vertex
(Cz) up to the ear canal of the opposite ear. To fix the mid temporal electrodes (T3,
T4) step back from the ear canal at 10% distance of this line. The central electrodes
(С3, С4) are placed from Cz at 20% distance of biaricular line length. The parasagittal
and the temporal lines pass via Т3, С3, С4 points. All the rest electrodes are placed
on them at equal distances (occipital (O1, O2), parietal (P3, P4), posterior temporal
(T5, T6), frontal (F3, F4), prefrontal (Fp1, Fp2)). The distance between the peripheral
electrodes is defined as 10% of the head circumference measured just above the eyebrows and ears. In some cases the additional scalp electrodes can be applied. For
example, to fix the frontopolar electrode (Fpz) and the occipital (Oz) electrode leave
the nasion (for Fpz) or the inion (for Oz) at 10% of sagittal line length. The odd digital
indices correspond to the electrodes located over left cerebral hemisphere and
the even ones correspond to the electrodes located over right hemisphere.
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To perform the routine EEG exam, sometimes the modified schemes with less number
of electrodes are applied. To perform the more detailed EEG analysis, the extended
scheme of 10-10 system of electrode placement with larger quantity of electrodes is applied.

Fig. A3.1. The International 10-20 system of electrode placement.

The EEG derivation shows the difference of electrode potential between two points of
head surface of a patient. There are monopolar and bipolar derivations. With the monopolar derivation one of the electrodes – reference one – is placed on an area where
the number of signals emitted by cortical neurons is less, i.e. the changes of the potential that is considered to be zero. Most often the reference electrodes are fixed with
the special clips on earlobes (A1 and A2), the skin is preliminary degreased. When
both electrodes are located above the active brain areas, the derivation is called
the bipolar one. Using Neuron-Spectrum.NET software, you can create the montages with the bipolar and the monopolar electrodes placing arbitrary reference electrodes for them (see section 8.2.1 “Montage Editing”). During the EEG acquisition and
recording you can change arbitrary the montage, for example, the exam recorded in
the monopolar montage can be reviewed in any bipolar montage. In this case
the derivation recount is executed by the program automatically. When you use
Neuron-Spectrum-1,
Neuron-Spectrum-2,
Neuron-Spectrum-3,
NeuronSpectrum-4, Neuron-Spectrum-4/EP devices, it is recommended to apply ipsilateral
ear electrodes as reference ones. For Neuron-Spectrum-4/EPM and NeuronSpectrum-5 devices it is preferable to use the special “Ref” channel as a reference
electrode. If you record EEG by means of electrode cap, use Cz electrode as a reference one.
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EEG acquisition is performed with the use of electrodes varying both by form and by
fixation type. The most widely spread electrodes for the routine examinations in
the laboratories are bridge ones. Before the exam, soak them in 0.9% sodium chloride
solution (physiological solution) for 5-10 minutes. The electrodes are fixed under the
bands of the special helmet (the helmets of three sizes are included in the base delivery set of digital EEG and EP system). Depending on the size of a patient’s head,
the helmet sizes are adjusted by tightening and weakening the rubber bands.
The electrode positions are defined according to the system of electrode placement.
The skin area where the electrode is to be set is degreased preliminary by rectified
ethyl alcohol. By means of electrode cable with “alligator” clip the electrode is connected to the corresponding device connector.
The EEG recording quality depends directly on the electrode impedance that should
not increase 40 kΩ (ideally it should be less than 20 kΩ). In case of high impedance
values, it is recommended to degrease the skin area under the electrode once again
and wet the electrode surface wrapped in the gauze with a physiological solution using the cotton or pipette. In some cases the skin area is processed by the abrasive
paste. The use of bridge electrodes allows placing the electrodes on a patient’s head
very quickly. The drawback of bridge electrodes is that it is impossible to use them for
the long-term exam (more than 40 minutes) as far as the electrodes and the helmet
press upon patient’s head causing inconvenience and additional noises. Besides
the bridge electrodes dry in some time and the impedance increases. It decreases
the acquisition quality considerably.
If the long-term exam is planned, use the cup electrodes. The electrode cup is filled
with the electrode gel or paste. The electrode is fixed on a degreased skin area and
fixed on a patient’s head using the helmet and collodion (fast-drying substance on
the basis of ether) or, if it is possible, with the use of plaster. The electrode fixation by
means of collodion is done the following way. Prepare in advance and cover the cup
of the electrode and its cable with a piece of thick gauze which size is a bit larger than
the electrode itself. Lubricate the gauze with collodion (e.g., with the help of a brush or
you can drop collodion on the gauze using a pipette). Press the electrode to the head
tightly and dry the gauze using a fan. The electrode should be fixed on the head.
The electrode cable is plugged into the corresponding device connector. All EEG electrodes fixed on a patient’s head must be placed in such a way that its cables will be directed to the top of the head and further you can gather them in one bundle. It allows
achieving the minimal level of noise and artifacts evoked by cable fluctuations. To remove collodion and take away electrodes after the study it is recommended to use
the collodion remover. The use of collodion ensures the good electrode fixation along
the exam, however the procedure of electrode placement/removal increases the exam
duration.
EEG electrode caps are also used for the long-term EEG exams. It is very easy and
simple to use these caps. The electrodes are already built into them according to
10-20 system of electrode placement. The electrode gel is injected to the electrodes
via the syringe with the blunt needle. Irrespective of the type of used electrodes, place
the ground electrode. The ground electrode can be fixed at any part of the body, but
most often it is done at a patient’s forehead.
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Annex 4. Placement of Electrodes and Sensors
on a Patient to Perform PSG Study
For a long time the analysis of the polysomnography studies in adults was performed
according to the manual under the direction of Rechtschaffen и Kales [2]. In 2007
considering the obtained experience of the American Academy of Sleep Medicine [3]
the new rules and recommendations for the analysis of the sleep structure, its phenomena and also sleep-related motor and cardiorespiratory disturbances were presented.
When performing different types of polysomnography (PSG) studies, it is often required to execute the simultaneous and long-term acquisition of neurophysiological
and cardiorespiratory parameters during several hours and most often during the
whole night. The quality of the reliability of placement of electrodes and sensors impact greatly the record quality and so the accuracy of the results being obtained.
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Electroencephalogram
The EEG electrodes are placed on a patient body according to International 10-20
system of electrode placement (Fig. A3. 1) [3]. According to the standards of
the American Academy of Sleep Medicine to perform the PSG study, at least three
EEG derivations are required in order to record the activity of frontal, central and occipital regions. This statement is based on the fact that the frontal derivations of usually represent the high-amplitude K complexes, the parietal derivations detect
the sleep spindles, the occipital derivations record the alpha-rhythm all the best.
The recommended derivations are F4-А2, C4-А2 and O2-А2, however to perform
more detailed analysis, F3-А1, C3-А1 and O1-А1 derivations are applied also.
The reference electrodes (A1 and A2) are fixed on the mastoids. Depending on
the purpose of use, other EEG derivations can be recorded.
To record EEG, the cup electrodes are applied as a rule. Before placing an electrode
degrease with alcohol the place of its location. After that apply adhesive paste on inner surface of the cup electrode and press it to the head. To fix the electrode collodion, fast-drying substance on the basis of ether, is usually used. For this purpose,
prepare in advance and cover the cup of the electrode and its cable with a piece of
thick gauze which size is a bit larger than the electrode itself. Lubricate the gauze with
collodion (e.g., with the help of a brush or you can drop collodion on the gauze using a
pipette). Press the electrode to the head tightly and dry the gauze using a fan.
The electrode should be fixed reliably on a patient’s head.
All EEG electrodes fixed on a patient’s head must be placed in such a way that its cables will be directed to the top of the head and further you can gather them in one
bundle. It allows achieving the minimal level of noise and artifacts evoked by cable
fluctuations.
Reference electrodes (A1 and A2) are placed on mastoid bones and fixed by plaster
or adhesive tape. To avoid artifacts occurred during jaw movement and vessels pulsation do not place reference electrodes too low.
To remove collodion and take away electrodes after the study it is recommended to
use the collodion remover. Ground EEG electrode is placed in the same way as the
recording ones. The electrode can be placed, for example, in Fpz position.
EEG electrode caps can be also used to record EEG.
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Electrooculogram
An electrooculogram (EOG) records changes that occur in the corneoretinal potential
with eye movements during sleep and wakefulness. For EOG acquisition the same
cup electrodes as for EEG acquisition are used. One electrode is placed 1 cm below
the left outer canthus, the other one is placed 1 cm above the right outer canthus
(Fig. A4. 1).

Fig. A4.1. The scheme of active electrode placement for EOG acquisition.

The EOG derivations are usually recorded relative to the reference electrode (A1 or
A2). With such derivations the eye movements are recorded as synchronous antiphased deviations in left and right EOG channels (Fig. A4. 2). That is why it is easy to
separate real eye movements from artifacts during PSG analysis. The cup of the electrode is filled up with adhesive conductive paste as well as the cup for EEG derivations. The electrodes are fixed on the skin by plaster or adhesive tape. The EOG derivations are usually recorded using EEG channels of the device.

Fig. A4.2. The eye movement on EOG.
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Chin EMG
To record EMG signal, it is required to use a bipolar derivation. The first electrode is
placed in the midline of the chin, 1 cm above the inferior edge of the mandible,
the second electrode is placed 2 cm below the inferior edge of the mandible and 2 cm
to the left of the chin midline (Fig. A4. 3). To record chin EMG, you can use either the
additional polygraphic channel or two EEG channels.

Fig. A4.3. The scheme of electrode placement to record chin EMG.

According to the American Academy standards it is recommended to use third additional electrode and to fix it 2 cm below the inferior edge of the mandible and 2 cm to
the right of the midline. In many cases the additional electrode is not placed, however
it is a backup electrode to allow for continued display of EMG activity if one of the primary electrodes malfunctions. In case three electrodes are applied, it is required to
use three EEG channels as far as it is easy to commutate them both before the acquisition and after it.
For chin EMG acquisition the cup electrodes are also used. The fixation of electrodes
on the skin is made in the same way as the fixation of EOG electrodes or, if a patient
has a beard, as the fixation of EEG electrodes.
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Electrocardiogram
To control the heart rate during the PSG, it is required to record electrocardiogram.
The American Academy of Sleep Medicine recommends to record single modified
electrocardiograph Derivation II using torso electrode placement (Fig. A4. 4). To record ECG, you can use either additional polygraphic channel or two EEG channels.
Also you can record ECG signal by means of the monopolar derivation. To do this, fix
one electrode the left side of the lower thorax along the midclavicular line or fix it in
Erb’s point. In this case you can use both ECG connector and any other unused EEG
channel. The electrode is fixed in the same way as EOG or EMG electrode.

Fig. A4.4. The scheme of electrode placement to record ECG.
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Airflow Pressure Sensor
To record the airflow you can use the airflow sensor based on the thermal resistor or
the nasal cannula connected to airflow pressure sensor. The nasopharyngeal airflow
sensor based on the thermal resistor is located over the upper lip so the sensitive elements are to be located under the nose and in the mouth area to provide the airflow
recording via the nasal and oral cavities. Fix the cable of the sensor behind patient’s
ears and tighten the loop under the chin (Fig. A4. 5). Connect the sensor to the respiratory channel (BR) on the amplifier. Fix the nasal cannula on a patient in a standard
way (Fig. A4. 5) and plug into the airflow pressure sensor connected to the direct
channel (DC) of a device. The airflow sensor cables and the cannula may be fixed if it
is necessary on a patient’s face by means of plaster or adhesive tape.

Fig. A4.5. The scheme of placement of the airflow sensor based on the thermal resistor and nasal cannula.
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Thoracic and Abdominal Respiratory Efforts Sensor
The respiratory efforts are accompanied by the changes of thoracic and abdomen volume. This phenomenon is used to record the respiratory efforts during PSG. To record the thoracic and abdominal excursion, the piezoelectrical sensors with cables are
applied. The sensor is fixed on the regulated belt ending with the velcroes. When performing PSG study, two piezosensors are used: one sensor is fixed at axillary creases
(to record the thorax excursion) and another one is a bit higher the iliac crest (to record the abdominal excursion) (Fig. A4. 6) by means of belts. The respiratory effort
sensors are connected to the polygraphic channels. The selection of the polygraphic
channel depends on the used montage.

Fig. A4.6. The placement of thoracic and abdominal respiratory efforts sensors.
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Body Position Sensor
To record the position of a patient, the body position sensor is used. It allows identifying five positions of patient’s body: supine, right side, left side, abdominal, standing/sitting. The sensor with cable is placed on a waist and fixed on a patient’s thorax
or abdomen so the pointer drawn on the sensor case to be directed up and located on
a sensor side that does not contact patient’s body (Fig. A4.7). The body position sensor can be also fixed at the belt with the thoracic respiratory effort sensor (Fig. A4.7).
The body position sensor should be connected to the 1st direct current (DC) channel
of the amplifier.

Fig. A4.7. The scheme of body position sensor placement.
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Snoring Sensor
To install the snoring sensor, ask a patient to imitate the snoring. While a patient is imitating the shoring, find a point at patient’s neck where the vibration is palpated best of
all. This is the best place to fix the snoring sensor. The snoring sensor is
the piezoelectrical microphone that is why it is not required to lubricate it with any
pastes or gels. The sensor is fixed with the pieces of the plaster or the adhesive tape
(Fig. A4.8). The snoring sensor is connected to the polygraphic channel of the amplifier that is specified in the exam montage.

Fig. A4.8. The scheme of snoring sensor placement.

SpO2 Sensor
The oxygen saturation sensor (SpO2) is fixed on a finger of a patient. The NeuronSpectrum-PSG delivery set includes the reusable silicone sensor, however you can
use both reusable and disposable plastic, rubber and paper sensors. The sensor is
fixed on a finger (Fig. A4.9). If it is necessary, you can fix the sensor cable on a backside of a hand by means of the plaster of the adhesive tape. The sensor is connected
to the device (for Neuron-Spectrum-5/S and Neuron-Spectrum-4/EPM/S) or attached to separate SpO2 unit plugged into the USB port of a computer.

Fig. A4.9. The scheme of SpO2 sensor placement.
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Electrode Placement to Record EMG from Lower Limb Muscles
In some cases during the PSG study the leg movements of a patient are analyzed to
detect the restless legs syndrome (RLS) or the periodic limb movement (PLM) disorder. To do this, the bipolar derivation is used. The cup electrodes (with the extended
cable) are fixed longitudinally and symmetrically along the middle of the muscle so
that they are 2 to 3 cm apart or 1/3 of the length of the anterior tibialis muscle, whichever is shorter (Fig. A4.10). The recommended distance between the electrodes is so
the stable resting of the EMG for the relaxed anterior tibialis muscle is to be not more
than 10 µV between negative and positive deflection for signal (approximately 2-3
cm). To record EMG from the lower extremity muscles, you can use four EEG channels or two polygraphic channels that should be specified in the exam montage.

Fig. A4.10. The scheme of electrode placement at EMG acquisition from the lower extremity muscles.
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Annex 5. Braintronics Brainbox-1166 Amplifier
for Multi-channel EEG Acquisition
To record 64-channel EEG you can use two Neuron-Spectrum-5 devices connected
simultaneously to one computer (see Appendix 2). In case you should record more
EEG derivations, for example 128 or 256, you can use Braintronics Brainbox-1166
system (http://www.braintronics.nl). Braintronics Brainbox-1166 system includes four
EEG-1166 amplifiers (64 channels in each) attached one by one and Ethernet-102 interface unit intended to connect the amplifier to local area network (LAN) (Fig. A5.1).

Fig. A5.1. Braintronics Brainbox-1166 system to record 256 EEG derivations.

Braintronics Brainbox-1166 system can work with Neuron-Spectrum.NET software
connected to the same LAN.
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To record EEG exams with Braintronics Brainbox-1166 system, find special montage
Braintronics Brainbox-1166 in montage list. It contains 128 acquisition channels relative to one Ref. reference electrode. The montage is represented as table (Fig. A5.2).
The first 64 derivations are obtained from first EEG-1166 amplifier, the second 64
ones – are from second amplifier. If four EEG-1166 amplifiers are required to record
256 derivations, add derivations from the third and fourth amplifiers.

Fig. A5.2. Braintronics Brainbox-1166 montage.
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Before starting to work with Braintronics Brainbox-1166 system using
Neuron-Spectrum.NET software, attach it to LAN or to your computer directly, set up
the acquisition style (see chapter 8.2.2 “Acquisition Styles”). To do it, open “Braintronics Brainbox-1166” page, select “Use Braintronics Brainbox-1166” checkbox and enter
IP-address and port number for data transfer specified on system package (Fig. A5.3).

Fig. A5.3. Braintronics Brainbox-1166 setup.

On setup completion you can start working with Braintronics Brainbox-1166 system
using Neuron-Spectrum.NET software in the same way as with any digital EEG and
EP system manufactured by Neurosoft Ltd.

Annex 6. Attachment of Digital EEG and EP
Systems manufactured by Neurosoft Ltd. to LAN
Most digital EEG and EP systems manufactured by Neurosoft Ltd. are equipped with
USB connector. The advantages of such connection are realibility and simplicity.
However it is sometimes required to place the digital system at more than 25-meter
distance from computer it is connected to (for example, in some clinics the digital
systems are placed in wardrobes and the computers are in special server rooms or
observation rooms). Thus the distance between digital system and computer can be
more than several hundred meters. In this case it is required to use USB-to-LAN
servers. Neurosoft Company recommends to use SX-3000GB and SX-DS-4000U2
servers manufactured by Silex Company. These models confirmed its operability and
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are compatible with Neurosoft Company equipment. To attach your USB-based digital system to any computer in LAN using Silex server, follow the instructions:
1.

Install Silex SX Virtual Link software on your computer from CD (is included in
the Silex delivery set).

2.

Run the installed Silex SX Virtual Link on your computer.

3.

Connect the Silex server to LAN or to network card connector of your computer
directly. The Silex server should be located near the digital EEG and EP system.

4.

If Silex server is connected to LAN correctly and your computer is also attached to the same LAN, then the available server will appear in “SX Virtual
Link” window (Fig. A6.1).

Fig. A6.1. Silex SX Virtual Link. The list of available USB servers.
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5.

Now you can plug in your digital system into one of USB ports of Silex server.
In this case you can see it in the list of available devices in “SX Virtual Link”
window (Fig. A6.2).

Fig. A6.2. Silex SX Virtual Link. The list of available USB devices.

6.

After that right-click the available USB device and select “Properties” menu
item (Fig. A6.3).

Fig. A6.3. Silex SX Virtual Link. The context menu of available USB device.
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7. Choose “Connect” tab of “Properties” window and select “Automatically connect
this device when it is available” checkbox (Fig. A6.4).

Fig. A6.4. Silex SX Virtual Link. The connection settings of available USB device.

After that the selected digital EEG and EP system will be automatically connected to
your computer as soon as it is available.
8. To connect the available USB device, select it in the list and choose “Connect”
item of context menu. After that you can use it on your computer (Fig. A6.5).

Fig. A6.5. Silex SX Virtual Link. The list of connected USB devices.
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9. Silex SX Virtual Link software and all available devices can be connected to
button. In the appeared “Opcomputer automatically. To do it, press
tions” window choose “General” tab and select “Launch SX Virtual Link at Windows startup” checkbox (Fig. A6.6).

Fig. A6.6. Silex SX Virtual Link. Setup of program launch at Windows startup.

Now you can work with your digital EEG and EP system attached via LAN as if it is
connected to your computer via USB. Besides you can configure the connection to
several digital EEG and EP systems from one computer or vice versa to one digital
EEG and EP system from several computers.
The second USB port of Silex server can be used to plug in optional stimulators, for
example, LED photic stimulator FS-2. Also this port can be used to attach the USB
camera.
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